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The Buschmann Block at Fort Wayne and 10th Street; circa 1890,
Courtesy of C. Severin Buschmann, Jr.
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Tuttle Terrace, later Aurora and Apollo Apartments at New Jersey and 11th Streets,
undated. Photograph by Bass Photo Collection, Indiana Historical Society (Folio 31)
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I. INTRODUCTION

The 5t. Joseph Historic Area takes its name from 5t. Joseph Street. It is located in the
downtown immediately north of the original Mile Square of the 1821 Ralston Flan
for Indianapolis. The area is unique in Marion County for its mixture of urban land
uses comprised mainly of commercial businesses, single-family and apartment
dwellings. The area also possesses a concentration of twenty-three structures that
are individually listed in the Naticnal Register of Historic Places.

The St. Joseph area has for many years been identified by the Indianapolis Historic
Preservation Commission (IHPC) and its staff as an area of local historic significance.
At the request of the St. Joseph Historic Neighborhood Assodation, the [HPC agreed
to formulate a historic area preservation plan in two phases.

The first phase began early in 1990 with the drawing of the district boundaries and
the establishment of preservation objectives, demolition guidelines and the area's
historical significance. These elements were put into an Historic Area Plan that was
developed with public input. On June 6, 1990, the plan was approved by the
Indianapolis Historic Pretervation Commission at a public hearing. The
Metropolitan Development Commission gave its approval on July 5, 1990 fer an
eighteen month period during which a complete plan could be developed.

The second phase of the planning process was initiated in February 1991 with a
neighborhood-wide public meeting to which all St. Joseph area property owners
were invited. The meeting resulted in the creation of a list of neighborhood
priorities and the formation of a Planning Committee to work with the IHPC and
Department of Metropolitan Development staff to develop the Plan. A total of eight
Planning Committee meetings were held where proposals concerning land use,
zoning, design standards and other recommendations were reviewed and discussed.
At the end of the planning process, a neighborhood meeting was held at which the
Historic Area Plan was presented and discussed. The complete plan addresses a full
range of preservation and development issues.

This plan has been prepared in accordance with the State Statute IC 36-7-11.1 which
establishes and empowers the Indianapolis Historic Preservation Commission.
After the approval of this plan by the Indianapolis Historic Preservation
Commission and its adoption by the Metropolitan Development Commission as a
part of the Marion County Comprehensive Plan, the provisions and requirements
of IC 36-7-11.1 and this plan apply to all property and structures within the 5t. Joseph
Historic Area.

St Joseph Historic Area Plan: Introcuction 1
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Ambassador Apartments at Pennsylvania and 9th Streets, November 31, 1924,

Photograph by Bass Photo Co. Collection, Indiana Historical Euc!et}r Library.
(Megative #BESEE]
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I1. HISTORIC AREA DELINEATION
BACKGROUND

The area encompassed by this preservation plan contains 14-1/2 city blocks. The unique
triangular shape is created by Fort Wayne Avenue, a diagonal street serving as one boundary.
Pennsylvania Street, Interstate 65 and a short segment of Central Avenue are the other
bordering streets.

The boundaries were chosen to Include the major concentrations of historic buildings
{especially those listed in the National Register of Historic Places) as well as the properties that
form the context for those buildings. In determining the boundaries the following were taken
into consideration: (1) the National Register nomination, (2) a field survey by the THPC staff,
(3) the locations of twenty-three sites individually listed in the National Register, (4) the
existence of well defined barriers (i.e., highways, major streets, etc.) and (5) consultation with
the 5t. Jeseph Neighborhood Association.

RE NDAR

The boundary officially designated by this plan is described below, (it is triangular in shape)
and is depicted on the map on page 4.

Originating at the southeast corner of the intersection of Pennsylvania and 11th Streets, the
boundary line proceeds eastward along the south side of 11th Street to the southeast corner of
Delaware and 11th Streets, and thence following the southern edge of the Interstate 65 right-of-
way to the west side of Central Avenue. From there it proceeds southward along the west side
of Central Avenue to Fort Wayne Avenue (a diagonal street), thence in a southwesterly
direction along the northwest side of Fort Wayne Avenue to the northeast corner of the
intersection of Fort Wayne Avenue and St. Clair Street. It proceeds westward along the north
side of St. Clair Street to Talbott Street (an alley), then southward along the west side of said
street to the south side of East Walnut Street. From there the line proceeds eastward along the
south side of Walnut Street to Fort Wayne Avenue, thence southwest along the northwest
side of Fort Wayne Avenue to Pennsylvania Street. From this point the line proceeds
northward along the east side of Pennsylvania Street to the southwest corner of Lot 21, in the
Danforth and Knox Subdivision of Cutlot 173, From here the line proceeds westward to Scioto
Street (an alley) turning north along the east side of said street crossing gth and 5t. Joseph
Sireets to the south side of 10th Street. The line continues eastward on 10th Street crossing
Pennsylvania Street. On the east side of that street the line continues nerthward to its point of
origin: the southeast corner of 11th and Pennsylvania Streets.

St Joseph Historic Area Plan: Historic Area Delineation 2
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BUILDING INVENTORY
The photographs and building descriptions contained in the following “Building Inventory,

Pages 6 through 65 were not adopted as part of the ST. Joseph Historic Area Plan (HD-25 S]).
1591

The information contained in the building inventory was compiled and photographed in
19%4. This information is provided to assist in documenting the area’s building history and
current physical state,

St Joseph Historic Area Plan: Historic Area Delineation



ALABAMA STREET

Chirtstian-Carfield House
24 Morth Alabama
cleca 1850

Historic Description: This <. 1850 house ts one of several buildings that
appear to have been budlt on o speculative basls at the southwest comer of
Alabama and Pratt (9th) Streets by Indiana coal and lumber
merchant john B, Christian,  Christian sald the budlding bo John Carfield
in 1505. The single family residence was converted to multi-famdly scma
thwe after 1908, The Christian-Carfiold House was restored as a two
family dwelling as part of the Christion Mace Henovation of 1994,

Architectural Deseription: Built In the Cueen Anne Style, this simple,
masoney hause i@ distinguished by its asymmelrical composiion created
by the prominent corner tower on the front (east) facade. The twoe-stary
painted brick building has a low, pyramidal reaf. One-over-one sash
windows have limestione sills and rowlock arch lintels. A re, slate-
clad ariel window is bocakted on the second floor of the noeih elevakomn,
The three-aided, two-ahory bewer coniains the madn eptrance door,  The
tower has a simple carbel table at eave level and §s capped by a conical
roafl.  The current rehakbilitation is recreating a porch across the cast
facade wsing pleces of the original porch and replicating midssing pleces.

Christian-Kave House
832 Macth Alabama
circn 1890

Historic Desaription: This residential building |s one of several that
. ppear 1o have been budlt on a speculative basks al the cormor of Alabama
amst Fralt (Fih) Steeats by Indianapolis ooal and lumber merchant John E
Christian. 1t was consirucied crea 1850, Jahn Christisn sald the building
b William Kave in 9. At sometime it was divided into multiple
apartment undts. The building became part of the Christian Flace project
E;H-rnhlhuhnx four structures on this corner info afferdableflow Enoomes
uslng

Architectural Dhescription: The Christian-Kave House is a frame, three-
story struchune destpned in te Queen Anoe style, It has an ssymmetrical
ioar plan with a tower located at the narthesst corner of the strschure,
Liabled bays fsce north and exst and the reaf line featares several pabled
dormers, 1994 rehabllitation project mesulted in the removal of plaster
sheathing and several twentieth century brick parches to reveal & vaniety
i Cueen Anne detailing. Gable saves have applied decorabive 'hprgu
baards, The tower has a pyramidal roof with evidence of its ariginal
melal eresting siill evident The third floor af the bower and the dormerns
are sheathed in fish scale shingles. Windows are one-over- one wood sash
and are trimmed in fAal wood elements. Somae tower windosws reladn
appliod wood details featiaring a sunbirst motif

at. Joseph Historic Area Plan: Building [nventory &




ALABAMA STREET

Seminole Apartments
30 Moarth Alabaima
drea 1914

Historic Descriptiors  The Seminole Hotel opened its doors om Augnest 1,
1814 a3 a sesidential hotel for single men. This “Bachelor Hatel®
consisbed af seventy-two furnished rooms with a lobby and a basement.
The Seminele was seen a8 uniguse for (18 Hme &5 5 was a hotel withowt bar
or restaurant. [%s location was noded as comvenbent for walking io tha
mﬂ n&duwm-:mn. M:Jlxgmm Imﬁ;iﬂ;:lr?i rlglaa. Tmﬁgmimmnli WRE
amd mana Sparbder- by X
of the m%hm In an August Z, 1914 mma Swmaﬂhd.es

Architectural Description: The Seminole Apartment bublding #s & three-
siory brick ndlding resting on a ralsed basement. The main facade Is
symmetrical in design with a ceniral entrance. Sobduwed Hmestone and
brick waork, Aris and Crafis dedadls ide scene relbed o ihis obhwrwise
sivere facade, Limestone I3 used as the watertable belt course and parapet
coping. The rear and side walls arc faced with comman bricks and pierced
with regularly spaced windaws.

[srael Traub Stare
124 Marth Alabama
rirca 18564

Historic Description: The Israel Traub store is the oldest exisbhing
commerdal structure in the district, The lot was purchased by lsrael Traub
im 1854, Llnadl 1867, Traub, o Garman Swiss immbgrant from Zurich, was
lisbed In city directories as uﬂ.rlu'r with a residence on adjacent Jods now
ocoupded by the Semincle Hobel (920 Morth Alabama). By 1866, lsracd
Traub had established a grocery in the building which he operated untl
1881. The building continued bo b usod as a E:lul grocury wall into the
twendielth century, In 1922, the Standard Com tho
lozation and Iﬂur}n manager, Fred Flum&m.:ﬂr:tllwd mﬁ I
was ome of four Standard branches om Alabama scuth of 16th Street. Fram
1801 umtll 1926, the property was swhed by Charles DL Meigs, State
Superintendent of the Indiana Sunday Schood Union and editor of the
publicabon The duui.rm':ﬂ,g.

Architectural Description: The lsracl Traub Store is typical of the small-
scale commercial fresidential buildings constructed aatly in the
netghborhood’s history. [t height and massing are of & residential scale.
It ia & marrow, gable front beick building waid of amamentation axcepd for a
circular gable went and low brick arches an the two second flocr residential
windows, The entranes to the storefront |8 recemed and at a forty-five
degres angle b plane of the front {east) facade. The original storefront
display windows have been filled In and replaced with fwo eighi-light
sashes. There is a ghost sign on the morthern facade that rea "Swr
Cigars™ with an flustration of an owl,

5t. Joseph Historic Area Plan: Building Inventory 7




ALABAMA STREET

Himuse
225 Morth Alabama Streck
1004

Histarlec Descriptlon: This house and 1% mmediate neighbars were buils
ms spaculative housing designed ard constructed by the Brm of Extructsra
as & series of six Moo-[kallanate bouscs under constyiztion in 19941995
This new comelruction reprasenls @ major develapment amd invesiment im
e Sbh [estpic Histowic Ares

Architectural Description: The two-story frame house employs some
INalsanale r.1:."|;;| elomeila 'iﬁl"'lul,!i:ng an entabladuine with cornice and fricee.
|1'\-'=!l-5-'ll.'l..':|' orled, and a hooded entramce with fransam,

Tange
927 Marth Alobama Srect
1594

Historic Dheseription: This house and its immediabe nelghbors were bult
as speculative housing designed and constrscted by the firm of Estrociura
as & sorees of six Meo-ltalbanaie houses undor comsiruciian 1n 19094-19905,
This o constrclion reprrsents a mrior deevlopment and (meetimemd in
the 5S¢ Jloseph Historic Area,

Architectural Description: This Ned-[lalianate two-stary frame hause is
very similar to i companion immediately to the scuth. [t has & Jow-
pitchied roof, brackeled entablature, two-glary orial, ard pecessnd oRIFANCe
wilh o transaen, T1 has a spit-face copcnete block chimney and foundation.

Pearsom Torrace

U28-040 Merth Alabama
drea TSI1-1HR2

Historie Descripbion: Pearson Terrace may b the finest nxamp!.n of row
hausing that remains in the Indlanaspelis urban conber, |t was built in
T801-1H12 &5 & epociibalive real eelabe weniuire '||:|.' snigvessf] local muosc
share gwner, George O Peorson, during the upsurge in constrschon of mudt-
lamily apartmienls apd flaks in the diy. The seven, two-story unibs wers
immediately popular, espedially with widows and single men lncluding
two members of the Bals-Wocher family, who ware life-long
nelghborhoed rosidants)

Architectaral Description: Pearson Terrace was desigred in o simplified,
vernacular Chesen Anne style. 1 s a seven unit bwo-shary brick row houss
comples fesling on & raised foundation, Three street fromd facades are
faced in a gray brick that is unusual for the arex. These facades foature
limestone window sills, headers amd a molded limestone stringoourse
The rear facade is faced in a moso commaon red bride. The frant eastern)
facade achteves wvisual Interest through symmedrical massing and
mulliple plalns that contrast secesses and projecting elemends.  Thae north
and south ends of the building are anchored by single bay projecting
pabled pavilbons thae feature a limestone strinpeourse, malded trim an the
pable edge and round arched ventibalor grilles with dressed limestone
arches and medal laflice inseris, A two by, double gabled prajecting
clement, lomated in the center of the strocture, contairs a covered porch and
the mme decorative eloments as the end bays. This facade alsoe features
fous, three par projecting bays with eonical roods,

St. Joseph Historic Area Man: Building Inventory B




ALABAMA STREET

Hoss-Shannon-Mathan House
9a% Morth Alabama Strest
1875

Historle Description: Peter Hoss, o real estate agent, built this ltalianate
house an speculation in 1875, selling it o Thomas Sharnon the folbawing
year. Shannon, & clerk, lived here unkil his death. His heirs sald it in
1593 bo Solomon and BMatalie Mathan. The Nathans were awner-occupants
unkil they sald the hoese in 1932, The hoise enjoyed stable sccupancy
throughout the 1530%s and 190s {Alvin and Emma Tumer], and the 1960
ta 1980 (Clyde and Mary Eingl, The housse remalns Bargoly ninct with
vary few changes.

Architectural Description: Typical of the pericd, this two-story frame
house has the [talianate hallmarks of the style, incduding a Jow- p|.1d:|-rd
hipped rocf, entablabre with comice and brackets, hooded windows with
brackets and symmetrical open The side entrance is profected by the
artginal lkalisnale porch. A nhnﬁm!nd addiikon ks locabed af the rear.

Histaric Dencription: George Jennings biad thi= small commerdal building
constructed im 1538, A long-time mﬁ'e venant was ihe Bartom Distributing
Company Erom 1958 until the 15705, Sinoe the mid 1960°s, the building has
bizien kidied A o e,

Architectural Description: This simple one-story commercial budlding

nally accommodated two businesses. The main facade of this conerete
bhock Bullding Is faced with red brick, has recessed comer entrances,
limestane coping and tablet with the inscription, "_I':llrr.h,gl 1958, The twi
former desplay windaws have beon Bricked in with undersized decorative
windaws

Hoss-Corbaly Hoduse
943 Morth basna Street
1674

Historle Description: Peter Hoss constructed this Jkalianate house m 1874
and sold 1t to William Corbaly, who owned it for twenty-six years, [t is
wery similar (o the howse at 959 Morth Alabama, also constructed by Hoss,

Architectiiral Description: The two-story Malianate house i conslrscied
of wood frame and dad with clapboards. The “L” shaped plan
accommodabes o side comer porch with terned posts. Typical of the style,
ehosbie hurg sl windows are long and marrow with o decorative (Fame
and bracketed hoods.  The entablature includes a paneled frieze, brackets,
and & dewp corpier, The door on the main facade has & transom and a
tighted paneled door.

St Joseph Historic Area Plan: Building Inventory g




ALABAMA STREET

Commercial Block
5952 Motk Alabama Street
195

Historic Deacription: The one-stary block s typical of its day. Sinoe 1936,
it has had a myriad of businesses as benants. [t accommodated several
grocery stores, Alabama LI was & lenand from the 1930 1o the mid
1950Fa. By the 1970, 1o ui.'Idlns Wk Im’.‘inﬂ 118 Brmanls ansd bocame
vacant in the 1984s.

Architectural Description:  This one-story commercal stmecture was
d-n:ql.ﬂ_m:d o acopmmadale four difTerent businessas, The concrele hlock
strucure ks faced with tapestry brick, limestone caping and aceente. Only
the southern-most storefront is ansed and consists of bwo d.i:lpl.:v.:,r
windows flankimg o centered, glazed entrance, murmountsd by a transom
bamd. The oiber sectbons of storefront have been boarded up.

Calderome Buildin
02547 Morth Alabama Siresd

1855

Histaric Description: Kobert Calderone bhad this small commercial block
conatrucied in 1955, The Ffirst cocupanits were an elecinical appiiance shop
andd the State Liquor Store. By 1958, the Alabama Liquor Store refocated
bt the north half of the 'hl.]lldm rnm.'m from the |:|'|:|P-r-5|1'e side of
Alsbama Street, and by the mdd 1 sole fenant,

Architectural Descriptiom: This cne-story commercial bullding is of
masanTy comstmuchon with a st rocd, parapot, EBrick and coursed limestome
cadding. [t has two large display windows and entrances. The scuthern
openings are covered over, but mirmor those in e

Hartman Douwble Residence
1013-1015 Morth Alabama Sirect
drca 1877

Histaric Deacription: This double residence, originally one-story, was
construcied sometime between 18573 and 1577 by Matthaw Hartman, a
plasterer, Hartman the kot fromm Ell I'-'Iarllrrm:r i T, iha
year it was platted. Hartman lived here until 1 The herse underisent
a major expansien arcund 1887 with the comstruction of a Lwo-sbory
addition and a oné-shory wing on the fear of iho hoase. The house was
restared in 1993-1994.

Architectural Deseription= The two-story [talianate frame double
tesidence bears details and elements JI}'|:v1l;al. af the style. These features
inclisde an eniablature with brackels, [Meze windows and & deep cornles,
The fromt facade is four bays wide with the openings decoratively framed
and rowned by brackebad hoods

St Joseph Historic Arca Plan: Building Inventory 10




ALABAMA S5TREET

Kafert Flats
10141020 Mocth Alabamia
drca 1908

Historic Dreacription: These simple row houses were buill in 15905 by
Christopher Rafert in response to the growing need for moderate priced
heusing for downiown workers. These “Esstern™ flat units typically, each
contained five fo seven rooms, with two flags per foor.

Architectural Description: Rafert Flats apartments are comprised of two,
{wi-story frame budldings faced in red brick. The madn (westh Bacadies ane
spartan in their lack of decorative elements.  1014-1018 Marth Alabama is
LT hu_'!.-l wide with a contral entry, Thers are full hm’ghr h.'l:,la lamnkin
the center sectlon. Sills and shouldered limtets are of limestone. A sla
shingled parapet tops the otherwise flat roofed building. 1020 Morth
Alabama is only four bays wide, but ofherwise |s kdentical b 1004-1018 i

chesign,

Warks Double Residence
1017-101% Morth Alabama
crca TH15

Hisbaric Description: This double residence was eonstructed for Heney
Marks in fhe Free Classic style. Marks owned it from 1902 until his dea
im 1908. The house was budlt an an undoveloped kot pl.:.ﬂ:-nr:l in 1871, Tha
house originally had a shed-roof parch and two rear porches. These resr
parches were bater removed and a sinpgle rear ponch was butle, The front
porch was reamadolod, with box columns added. The house was restored in
199319344, resulting in the removal of the brick cladding which bhad been
in place for decades.

Architectural Description: This two-story  frame double residence
exhibits Free Classic Styling &n its classical porch columns, gahln ol
with projecting pediment, atife fan lpght gnd cormice.  The symmetrical
facade has its details intact with glazed front dooms and duul}ip—]]ung =ash
windows containing multi-bghted upper sash with lattice muntins

Apallo/ Aurorn Apartmenits
T101-1103 MNordh Alabama Strecd
circa 1801

Historic Description: Frederick and Susic Tuelle had ike Apalle and is
rearly fdemtbcal twin, The Aurora, construcked in 1902, Originally named
Tuttle Terrace, the complex was not apartmenis, but townhouses,
Frederick Tuttle was a real estate agent, Tutthe sodd the Terrace in 1917,
Omer Frank Kokemiller, o hotel riclar, chatged ihe name ta Apalle-
Aurora in the early #2008, The buildings were unsympathetically
redrsideled im 1992,

Architectura] Descripdon: The Apolle Apamtment Complex is amne half of
a tandem aparbment with is companion, The Aurora, immediately to the
east. The Apollo s a two-story brick apartment building. The building
has fwo sigeet facades. The Alsbama facade is symmetrical with iwo
corner bays, a low-pitched hip rool, shesd metal cornice and rock-faced
limestone sills, linlels, architrave and water table. Stamped sheef metal

and swaps and cornice amament the enlzance, A barge ablet with
Apolla in relief with the legend Apolle is centered on the facade at the
second story lewel. The 110 Sineet facade i3 a series of four bays and

shooped enbranoes.

Also, MI2-310-312-320 East 11th Sereet,
and 1702-1704 Morth New Jersey Strees.

5t. Joseph Historic Area Plan: Building Inventory 1
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CENTRAL AVENUE

Lirwis Mater Bullding
1010 Maorth Central

1835
Historiz Meseription: Lewis Meier established a dothing manufacturing
cperaticn in 1883, Initally, be leased space for the ess in William

Buschmann's commendal building at 'HIB-'F?I Fort Wayne Avense [n 1855,
Meder & Company built this three-story structare at 1010 Merth Central,
imumadiatoly morth across St Mary Street (10th Strect). The new buaildin
was [or a ime connected o the Buschmann Block by & bridge at the anE
flasr level providing storage fof the rapidly expanding manafacturer.
The Meier & Company assodation with Willlam Buschmann estended fo
Fhe peeoend wqﬁ‘ﬂnn with some Lowls and Charles Buschmanm uw‘t.lnﬁ; for
Lewis Meder. Charles Buschmarm became president of the company,
expanding the eperation inbe one of the largest dething manufschurers in
the city. He played a prominent robe in Indianapolis busimess and social
tite, hian:lpJng; fo foamd Both the Unlon Manufacturers of America and the
Indianapalis Athlede Club,

Archifechzral Dun:-rlp-llnn: This threestory industrial hulldlnﬁ cxhibits
Meoclassical detatling with the six brick piers separalting the front
facade inko five bays. The side facades are arliculated inbo eleven bays.
Each bay consists of brick spandrels with stone sills undér the grouped
wickl-framaed and sashed, double I'rmlﬂ_l':-m-m-l:mu windows. The bays
af the front facade have four windows, three windows ane grouped on the
side. Limestone B found in the facade’s classical pediment above the
cenifered fromt entrance. The I:lu].'IdLriB; ance had a carnio= {|:lﬂ'~|.|v|:lu|:l13|I
stamipad shoet metal) wrapping arcund is front and side facades

Chuzch
1080 MNorth Central Avenuc
circa 1948

Historic Desoription: This chunch was constructed sometime betworn 1946
and 1945 for the Unity Primitve Bapiist Church. Soveral ather

cangregations have sucoessively owned it

Architectural Description: Of very simple constrecibon, this church
building is construched of concrete Hocks with a thin oosting of shacoo. The
nawe s eniered from a flal-roofed entry pavilion with double-leafed,
lighted, paneled doars, This pawilion is the kuillding's mas prominend
feabure and is framed by Fflanking piers and crowned by an exaggerated
keystone, A gable roof covers the nave Hghted by glass-blocked window
openings. A bwo-story rear wing is perpendicular o the nave.
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DELAWARE STREET

Commaroial E“luldlng
802 M, Delaware
clrea 1845

Historic Description: This commercial building was constructed betwoen
1911 and 1954 as an aubs repair shop and later functioned as a loundry and
dry clearers shop.

Architechural Dheseription: This ulilitarian comerele block commercial
building i ane sboey in height 11's st back from the siresd bo acoommodate
a parking arca. Portions of the frant facade are brick faced. A laber,
concrete block addition gave it a rousded commer. A wood frame sdadition
projects fram the morih sectom of the front facade.

Cosmmercial Bullding
8 Borth Delaware Sirea
circa 1

Historic Description: This commerdal building was built somebme afber
1
1565

Architectural Deseription: The one-story  concretn block  building
receivid its present brick facing in the mid 19805, The present facade is
symnmetrical with a recessed, centered entranes with two metal sawed and
sashed glazed doors. The entrance is flanked by three rousd-arched
windows cm each side with brick work aprons.

Commerdial Bulleling,
BOE-BDF Morth Delaware Shroct
circa 1535

Historic Description: Uriginally twio aeparate commercial buildings, ons
facing Deloware, the other Sk Clair Street, the buoilding was erected
sxmetime between 1927 and 1941, The brick amd sheet metal Facing
materials were added in 1979 or in the carly 1580°'s. The two buildings
accommocdabed four diflerent retall businesses.

Architectaral Deseription: The two street facades are faced with sheet
metal and brick and are of a recent vintage. The window and door openings
on the Delaware Streed facade ghve no hinl of ibe orkginal storefrents now
cowered witk brick.

T e iy

s

Commendal Buflding
B09 Moarth Delaware Sireet
crca 1954-1954

Histarie Deseription: Fecords indicste construetion af this commersial
budlding as sametime between 1954 and 1956,

Architectural Dwescription: This shop is pow integrated into the
nalg}:lmrl-.n 'hu]J-rIInE!nlhcmuihirﬂmmﬁﬂltmtnﬂmands}mwm
for Leon Tallorimg Company. It has classical elements of fluted end

ilasters and an enfablature with a moelded corpice. The original shop
Enm has been bost with undersized windows and brick filling the
apenings. Progecting from the centber af ik facade 15 an enclosed entrance
veakibule,
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DELAWARE STREET

Commerdial Building
814 Blorth Delaware Strect
crca 1541-1954

Historke Deserbption:  The bullding was built sometime between 191 and
1945 and used as a refrigerator repair shop and later as a Hire recapping
ghop, The two-story reas poftion was constructed o 1955 as a tire
warehouse,

Archltectural Description: This one-sicry conmrete block buflding has &
viry plain brick faade, made plainer with subssquent alterations. Tha
farmer starefront opening has been bricked up leaving only @ steel-framed
siegl Nush door. A soldier course lintel is found above the former
sbarefront, and a secondary doorway to the scuth has also been bricked up.

Commercial Building
15817 M. Delaware Strect
cinca 1962

Historic Descripton: This comamerdal eilding was constructed in 1962 as
an optical kens and grinding sheg.

Architectural Description: The one-story conorete bleck struchure is faced
with Eoman brick. Two windows and an entrance plerce the fscade,

The Shelicn
B3 M. Delawarne
drea 1905 = LT

Histaric Descriptiont  The Shelton is the lirst of four large downfown Pl — ¥ e
apartenent bulldings consfructed by the collaboration of developer and ; . - -
imvestar F. Bodland Buck and the Foster Enggineering Company. Buck was
the son of a wealthy Michigan Indur.l:rlaﬂ:. He used capital that he
received from hils father to form 8 corporabion for the financing and
management of the Shelton. Charles B. Foster was a mechanical engineer
who worked with famed architect Frank Lloyd Wright prior to his
arrival in Indianapolis in 151%. Fosber was the designer and patent hobder
on & structural concrele systom eallod “unit slab corstruction.™  This system
allowad for such speed and accuracy that the owter shell of the Shelion
was completad in andy twenty-one days. Controvessy delayed construction
when a variance was sought o erect the apartment building. Ono
determined zoning board member contested the application because ho
wanbed bo maintain Morth Delaware Strect as a location for single-family
residences.

Archibectaral Description:  Constructed in 1525, the Shelton is a five-
story, five-bay conceede slab and structural steel building faced in bl
cologed brick, 1t symmetrical main facade is plain, bearing only minimal
ormament. The central bay Features a projecting entrance with limestone
gissining and a crest carved infe the limesione plague sbove the door. The

wns arg echosd on the Hmestone window surroands oo all floars,
dmvisione stringeourses delineate the top of the firs? and fifth foars,
Limestome coping also caps the cremelabed parapet. Original window sash
has been replaced by factory steel sash.
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DELAWARE STREET

Commerdal Bullding

B8 Morth Delaware Street
clrea 1920

Historic Description: The twoestory portion of this commerdal badlding
wis corstrecied sometme between 1918 and 1927, and funcHoned &= o sales
area. The one-stary portion that predates 1591, became the service area of
o tire refall ouwtbet

Architectural Description: The bullding s composed of a two-slory
commerdal section and a ome-story section constructed of concoete blocks
faced with brick. A sheet-metal band {possibly a former sign board)
wraps anound the two street facades. Class Blocks 1l in the sscond skoey
windows and the eriginal industrial steel sash windows are In place on
the Delaware Strect facade. Plate glass display window and doors pilence
the firsd Aoor of the relail section,

Commierdal Building
2 Morth Delaware Strect
ehrca 1928

Historic Description: The building was constrocted as a filling station
sometimnie befworn 19257 anck 15941,

Architectural Deacription:  This one-stary commercinl bullding s4ill
exhibits ils filing station character with the (hree garage serviee bays,
now glazed, The facade is also pierced by two entrances and a display
windocw. A pent roof has been added.

Linity Truth Center
#F Moarth Delaware
1955 & 1064

Historic Dieacription:  In 1949, the Unity Truth Cemter purchased this
pmpﬂtl:r'_. which was the site of five houses, [n 1955, the Center ereched

b scuthornemost portion as an affice. The main porton was constructed in
]'?64 and inclhaded a 450 sead sanctaary and Llobby desipned by James
Rennard of M & W Inc. The Unity Truth Center is a non-denaminational
Church affiliabed with the Unity Schoal of Christianity at Lee’s Sumimit,
Mlissouri

Architectural Deascription: This modern style building is num.l.n.l.n:t-ud of
comerate blocks and faced with smooth ashlar Hmestone, Euemlnm
fat-roaled canopy protects the recessed entrance. UNITY CENTER is
incised in serif letters in the upper facade.
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DELAWARE STREET

Cpmmercial 'ﬂq.l.i'ldlng
912-914 Morth Delaware
cirea 1945 & 1555

Historic Description:  The northern tion of this building was
constructed somie Hme belween 1941 and m as o commerchal budlding for
two shops. The two southemn wings were constructed in the 15500s, and
Later joined do the maln building. The sowthwest wing was consirsctod a8 8
W stog garﬁe-mﬂdm-:e before 1954, The southeast wing was
constrciod in 1

Architectural Drescription:  This one-story, brick-faced conceete block

commercial bullding has three brick =irin relbeving the very
severe fncade. A pend rood shelters the g]am:ﬁﬂn;nu::rﬂrum

Commercial Bullding

919927 Morth Delavare Streel

cirea 1571

Histari: Desription: This caommerdal bullding was constructed

sametime after 1969 an the site of a filling station and a commercial
building. Formerly, this sibe was cccupied by a large nineteenth contury
brsase.

Architectural Description:  This commerdal strip is fypécal of its poriod
with its fromt parking lot and false mansard roof, The building is twa
sories and is faced with brick on the first floar. The second stary |5 under
the marsasd rood with the frecessed dormers. A sipn facade serves as the
citnice separating the Boors.

Marathon Filling Staticn
¥z Peorth Delaware
crca 1941

Historlc Dieseription: This flling skation was built sometime after 1965,
[t was originally constructed as an aule repair shop sccompanying an
earlier flling station. In 19392, the canogy was insfalled over the pumps.

Architectural Description: There are three phases in the construction of
thic sislios. The thiee-bayed brick portion is the aldest ond hins an sdded
metal sign scting #s @ parapet, The gabled portion is ihe typical filling
statbam of the 1960Fs, with the glazed gable front canopy
comsists of & flat steel structure metal roof with facla supported by four
siese] onlummns.
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DELAWARE STREET

Bals-Wocher Honpse
51 M. Dvelaware
ciroa 1853

Historic Description:  Copstructed in 1868, the Bals-Wocher House was
built for Charies Fl. G. Bals, a German immdgrant who developed a
I_:-nmpernur. wholesale lguor business. Bals's prominent pesition In
ndinnapolin seciety amd his ability to build this house is indicative of
the prowing acoulluration and scceplance of the German community and as
well a3 the declining influence of the temperance movement in the ciky
Upon Bals’ death in 1876 the house was inherited by his daughter Mrs
John Wodher, whose husband was ident of the Franklin Insurames
Company. For most of the thu!lemmW (1916-197%) the howse was
usisd ae o funeral bome by Hisey and Tiius Mortuary,

Architectural Deseription: The Bale-Woechor Houss (s one of the most
saphisticated examples of [kalianate resideniial architecture remaining
im Indianapalis. The two-story building is corstructed of red brick and has
an aburdaney of heavy Bmestone ieim. [n ils massing and ssymmatrical
feor plan, it reflects an Italian Villa interpretation of the siyle. The
herizae giks om a raised, Emesione fsoed basement lh.l't:i_'l-!Epa.mlnd fromm Ehe
st floor level by a wide Emestone walertable, The main (wes{) facade
is four bays tn width and features a foreshortened projecting tower i the
seoond bay, Corrers have alternating header and strolcher quoining, The
dominant aftribute of the main facade is a limestane loggia that shelters
the frant entry. The loggia has square columns that are etched with a
fleurs-de-lis design. Spandrels between the keysbone arches are texiunod
in & gridd pattern, A molded cornice arowns the loggia and is capped by
decorallve lrom radlipm Windows are arched two-over-iwo sash, Each
has & heavy, mmdtmmnm surround with keystone arches, spandrels
an<d linbel entablature that mimic the lopgia desipn elements.  Four stone
tabs are also present in each surround.  The south facade has a bay window
that replicates the logpia as well. A narrow Hmestose architrave
dellneates The top off the second floor. Wide caves ijn::l: oved o Band of
monitor lights that appear between paired wooden cave brackets, At the
re af the cave and the wall is a carved wood rope dlement.  The
ks is topped by a shallow hippd slabe roaf, with Ral center portion.

Poeter Palnt
953 Mosth Delaware Street

crca 1

Historic Description:  [n 1959, Porber Paint consirocted their curfent
bulding on the site of a two-story frame house.

Architectural Description: The Porter Paint building strongly exhibits
the late functional style with its square foom, fiat rood, glazed comer and
the distinetive sheet metal covered monolith which serves &= the sign.
The plass wall which wraps arcind the sorner s divided Into large
rectangular panes. The building is comstructsd of corcrete blodss.
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DELAWARE STREET

Marmon House Unlvensity Club
A0 Morth Delaware
1421

Histaric Description: The Marmon House is sipnificant for its archibecture
A% well as its historical assodations. The residence was designed by the
distingudshed [Indianapalis architechural Arm of Osier & Burmns, for Dasiel
and Elirabeth Marmon, replacdng the ariginal family homa on the sama
site. [n 1921, the Marmans werne a prominent Indianapelis family, headed
by Damiel, a leading locad industrialist and founder of |!1|.‘|||H1|II!¢|:||H. nghl
& FPowser. He was prealdent of Mordyke and Marmon, a manufacturer of
milling machinery and later aut ibes, imcluding the famenss Marmon
Wasp," driven to vicbory at the insaguiral hdhnapﬂlls 500-6ile Race l:}'
Eay Harroun. In 1940 the Marmon House was purchased by The
Unlversity Club of Indianapolis, and i§ confinues to serve as the
institution’s clubbewse. The University Club has been one of the
& social o zakicns im l:'uﬂi.':!.naﬁ:ﬂ‘aJ since iis founding in 1698
under the guidance of former United Stades deril Benjamin Hasrison,

Architecmral Description: An example of Tudor BEevival architecturs, the
honese is a brick two-story, L-shape plan with a cross-gabled slate rood.
Each gable features simple vergeboard and bwo cave brackets. The fronl
{east) facade containe a projecting entrance fover within fhe angle of the
‘L Tt is covered by a shed roof, and the portion that extends over the
doorvay s ma ed bf brackets Trlnbr_'h!ma those in the caves. The thres

thres t door s flanked by side lights, A flat-reofed dormer
with throw anded casement windows s located direclly above the
entrance at the stcry and ane-half level. Two paired corbeled chimneys
rise fram a singho stack. The Marmon house festures kall, narrow mulb-
light casement windows with brick rowlock sflls and Brick soldier course
lintels. A small bay window appears an the south facade. A laker, rear
addition i finkshed in stuceo and has an asphalt shingle roof,

O fice Bullding
%71 Morth Delaware Sireet
crca 1955

Historic Description: This one story office building was constracted
st bedweern 1951 and 1956

Architectoral Deseription: Construction b8 of eoncrete blocks faced with
brick. [Detailing 15 In the Pederal Revival Siyle with a classically
framad comtared entfafice with pllasters, pediment, transom and madil-
lighted door, The large windows flanking the entrarce are decoratively
framed and hove fften over twenty lghted double bung windows. A
single brick entablature features corbeling and siring courses. A free-
standing sign standard serves the building,
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DELAWARE STREET

Delaware Court
1003-1015 MNarlk Dolawars
cdrca 19161917

Historic Description: Delaware Couart was consbrscted by successful bocal
deweloper, George W. Brown. Hrown, the son of Garman immigrants, was
an influential lesder in [ndianagsalis sexial and political life. His early
career in Indianapalis business. included jobs as bookkeeper at Bowen &
Stewart Hookestore, in the f.ll'|1i]:|l' grocery, amd u.lub'li.'lh'lnﬂ a f.l'rnll:,r shog
stare. He did mot become actlve in the locad real estate market wnaid 1850
whan he orpganized ihe Cerman-American Bullding Assodation.  Brown
served as the secretary of the comipany for over Pwenty years during which
time it was sctive in the construction of a number of apartment buildings
including the Fennsylvania {1%06) and the YVienna (1908, Brown fAnanoed
their 51 TLN0D nowded lor the Delavwane Courd project ihrough investment by
Focal businessmen. Construction began fn 1906 and the building was ready
for pecupation late in 1917, The completed unkis worg p:rtlns]a:l:.l Popuar
with professional women like nurses, teachess and acoomntants

Architechural Deseription: Delaware Court 5 a forby-sight unil, fwo-
story bullding construchsd of red brick with lEmestone trim, 1 was
designed in a simple Tudor Gothic Bevival style and has an Eshaped
I'|:||:||:|:u'i|1|:. The mamn {west) facade of the apartment complex caonsists of
three 1dentical ten-bay elevations. The cendral elevation s sot back from
the Delaware sireed frondage, forming an entry courtyard, The bullding
reats on a raised basement, which is separated from the Grat Aoor by a
watertable farmed by a limesbore strimgeourse.  Bullding enirances featune
limestone surraunds lopped by Matiencd Tudor arches and conlaln paired
glasa doars, Windows have three-over-one sashes and are banded
togoibier in threes. Anather molded limestone siringeourse ahove
the second floor windows, The facades rise above the second floor level
with a1r~ﬂ'.|-rd parapet walls Ii.'IFFIE'd with Hmestone mpkn&. Each
clevations contral bay features limestone plaques with heraldic
esicheons

Pierson-Griffiths House S Kemiper Heuse
1028 Morth Delaware
circa 1E73

Historie Description: Corstruction of this house was commisstoned by local
tsinessman Charles ©. Fierson, who sold it after only one year of
ownership to the family of another businessman, Willlam M. Hlison The
most promisent owner of the propecty was Jobin Lewds Griffithe, a notable
Hepublizan palitician and orator. Gralfiths owned the house from 1HST to
1914, Griffith’s distinguished career included service in the Indiana
Houwse of Representatives (18586 and 1857), and two spiribed though
upsuccessful bids for Covernor (1892 and 18%). Campaigning for
Hoaosevelt's presidential election in 1904 garnered for Griffiths
intmenks as Consul General of | arid laber Lordan.

thuﬂ was purchased by moted Indianapolls Industrialist and
philanthropist Eli Lilly in 1%2. Lilly financed the restoration and
refurnishing of the property and Mnudr.‘d. it o Episcopal Diocets of
Indianapotis, Lilly dedicated the house to the memory of The Right
Reverend Jackson Kemper, ploness Episcopal bishop 1o Jndlm- In 1977
the [Mocese granted title of the property fo another organization
impartant 1o Mr, Lilly, Historie Landmarks Peundation of Indiane, with
the stipulation that it continwe (0 be called Kemper House. Historic
Landmarks uses a portion of the house as the site of their [ndianapolis
office,

Architecharal Description: I:erpu- Homise 15 & one-and-one-half-siory,
detached reskdence built in 1878 [t is of frame construction om a b
foundation with a kew plich hippad rocf, 1t [eabures a flve bay frong
(eastern) facade and the exterior wood siding 15 chanpeled (o mesamble
stone coursing, The general Asar plan is rectangulsr with twe-deep formal
rooms on ecither side of a central hallway. Kemper House may
stylistically be termed ecloctic Victorian, exhibiting an amalgamation of
several design themes Second Empire characteristics may be seen in the
decorative round arched roof dormers, roof cresting, and paired posch
enlummns. The main enfrance ]:lc\iimﬁnl. frieze board, dental omarse and
classical calumn caplials all eahibil @ Greek Revival influence.
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DELAWARE STREET

The W am Apartments
1040 Morth Delawane
192

Hiatorle Deseription: The Wyndham was constructed for
businesaman S devaloper F. Rolland Bisck by the Foster Engineering
Company. 1§ was the last of four significant apartment buildings
developed by Buck in the 1500k, I construction followed that of The
Shelton (1925), The Rotherwood (1927, and The Marleigh (1928). Moted
mw "ul::; #lak mnnlr;mm.* Fm:htnmnmlﬂ: emhanosl thefr
v sber repustation for efficien ACCUTACY completing the
'I"u'}'.l].-:ﬂ'l.lm ahvead of schedule, In EB?I:_. the rapid Eml:er-u! constraction
became the talk of Indianapalis, with downtown workers pousing on the
way home to review the day’s progress, posted prominently on signs, Tha
twenty-four efflciency and tweniy-four one-bedroom units in the
Wyndham were immediately popular with single fenants and widows
when the building was opened for oooupabion in Awguoss, 1929,

Architectural Descriptions The Wyndham was designed in the Tudor
Hevival style. [t i$ seven &tories tall, four bays wide and built of
multicolored brick, The symmetrical facade is enriched with limestone
docosative alaments. Two prominent design loalires are the Gothie
limestone arch that leads to a recessed, vaulied entrance and the
intricately detailed limesions faced oriel window at the coniral 'hq.}'n o
the second and third floors. The top floor of the building is set aff by a
wida lEmesione beli course and has briple arched windews

Fishback- Anmis Company Building
1101 North Delaware
circa 1578

Historie Descrlption: This haise b= one of the few remaining reminders
that Delaware Sireet was anm avenue of large up-nulr- resbcdances
Christopher Bafort, wha was responsible for other stredures in the
district, copstructed this howse for Mr. and Mrs, Willlam F. Fishback,
Fishback was an atbormey who was active in p'u'hl}l: service, He was a law
pariner of Benjamin I'{:IITH'AJH. auther and newspaper owner-editor,
Fishback sold the house fo Aoron Blair in 1B84. The Blair's daaghter scld
the howse in 1908 to Mr. and Mrs. William [ Brown, another [prominent
family that lived here. The Brown's rented the howse 1o bMe. amd Mrs.
Antan Vonnegut, of the prestigious Vonnegut and Hollweg Families in the
cafly 1900s. The Browmn's sold the house in 1923 to Mr. and Mrs. John ©
Mew. Mew also led am active public life as Indiana Quartermaster
General duning the Civil War, Treasurer of the United States in the Grant
Administraton (18751876}, Assistant Secretary of the Treasury in the
Arthur Administration and Consul-General to London. The Mews lved
here until the mid 1930%, ll'.'l.'ll.ﬂﬁ it bo b the home aof ke Imdianagalis
Business and Professional Waomen's Club. B B Annis Campany has

the house 1o this day since 1941, when Eobert B, Anris purchassd
it. B B and Company 5 an electrical engineering company (hat deslgns
and manufactures indwstrial eledronic equipmenl

Architectural Descripton:  This two -shory  kouse has survived with moss
of ity features intact despite lts change of wse from residential to
commerdal. The houss exhibits Gothie-Queen Arne defailing including
ther large complex hip and gable roof, punctuated by numerous dormers,
The facade has numerous projections. A small enclosed classbcal westibule

ced the fromt weranda decades ago. Applied diagonal boards imply
half-timbsering in the main gable but the most distinguisking detail is the
polychromatic tiled panels and rieze band and the striped voussoir of
the segmented arched openings. Limestone is found in the foundation ansd
windiow sills, siring course, and in chimney accents
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FT. WAYNE AVENUE

Henry Musller Building
&4 Fart Wayne Avenue or &0 North Pennsylvanda
cirea THE3

Historic Deseription: Henry hMuelier had this building erected at a prime
eomenardal intersection {Penpsylvania, Fort Wayne and MNorth Streets) 1o
provide space for businesses that serviced the expanding residentinl
population outslde the criginal mile s-a:nre city lmits, Owe of the most

us dry cleaners in Indimpa Echoen Company, seladed the
Mueller Building a8 their main location in 1894,

Architectural Description:  The design of the Henry Mucller Building
makes noteworthy use of the trangular Lot arested by the infersection af
northfsouwth arfery Pennsylvania Sireet with the disgonal Fard Wayne
Avenwe. The two-story building feahures flat, simple elevabons and

scale defails. The maim enfrance is on a cli . ong bay wide |
facing the Intersection, The docrway hubﬂn laced by a window, It is
by a semicireular window swith a pa limestome eurnourd that

feabures a fubsd ke b:-rl.-am:tpmdantsmpa. The second floor windew has
a projecting false baleony that resls upon a limestone shelf with thres
suppsirting dentils and i capped with a molded limestone sill. The facade
i crowned by a deeply recessed pressed metal pediment and Ffinial.
Windaws on the Pennsylvania and Fort Wayne {acades have shouldered
Henestone Bricls ard nacrow limestone sills, Each facade i5 finished with
a molded friese.

Laronver A
b6 Fort Wayne Avenue
circa 1866 - 1873

Historlc Description: There is evidence that Stephen Flebcher was tha
firet oweer of this house that was consisussiod wome years after the Civil
Wear (e 1866-THT3) This fosidence has been known as the Groover Anpes
sinee the canatruction af the apartment building in 1913,

Archbtectural Description:  This two-story, frame building reflects the
[balianate style im its flat roof and fat, projecting eaves. = structure
sieps back from the sldewalk In a serles of bays that are defined by
baseboards and bargeboard, givimg the residence am asymmelrical
footprint. The entrance is contained in a small projecting vestibule that
features a small but highly stylized pediment supporied by soroll brackels
and ikroo modillions. The save of e vesiibule s alse supparted by
brackads,

White Castle Mo, 3
&6l Fort Wayne Ave,
1927

Historic Description: Une of the fow White Castles to be adaptively re-
used, White Castle Mo, 3 now  houses a real estate office White
Castle, feunded in 1921 &n Wichita, Kansas, is the cldest fast faod chain in
the United States. White Castle Mo, 1, cne of the earliest buildings
carstructed for the chain was opened AUTJH B, 1927 1t is 1k the olde
White Castle intact. It is cne of only six remaining that are buail of
cnameled brick, a rare prolofype, consiructed only Irom 1525 o 1928,
White Castle Mo, 3 has notewoerthy significance as representing the
picneering years of the While Casile sywiem. 4 was rehabdlliaged in 1983
ter becone the affice of [obn Hurwite Company, realior

Architechiral Dscription:
White Castle Mo, 3 is a small one-story bullding with large plaie ghsa
windows, White enamel bricks face the struchire with green enameled

bricks at the base. The castie allusions include battlements with stone
coplng o square enfrance tower wilth wall bultresses flanking ithe main
entrance. A rear addition constructed in 1951 in response to increasing
White Castle cemphasis on carry-out, continues the rhythm of the
windows ard battlements, blending with the original main
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FT. WAYNE AVENUE

Commercial Block
BiES-420 Fort Wayme Avenue
arca 1540

Historie Deseripiion: This small one-story commerdal block was
dometructed samebime between 1927 and 141, replacing an catlier one-story
commercial building. Haag I'.:r'nf;l. nrcupln:l ik b-.u_l::l,lng d:u,rlng the T940rs
end 195Fs

Architectural Description: The facade of this concrete bock bullding
dating Iream the 1970 i crowied by a wood shingle pent roaf. The
entrances and display windows hayve historical elements such as oricl
windows, mulli-paned lights lransoms, sidelights and round anchies in fan
lights, The facade is faced with brick and vertical wood siding.

Commetefal !'||_I|'|:!ir'|!,:
B22-828 Fort Wayne Avenis
circa 19l

Historic Description: Although its 19th coenfury charmcter s now abscused,
this Peo shary building was corstructed sometime between 1899 and 1908,
replacing a one story blacksmith shop on the site. The bullding housed a
salodan and |:l'.|.'rn3:|i|'|[lr :h::p- before 1913

Archliectugal Deseription:  This tweestory brick commesdial bailding =till
has lie nineteenth coniury character on its alley-facding narth wall with
sepmented arched openings and limestane 0ls. Tha new facade foatures o
wioesd shingled mansard roof with three dosmers on the first floor i a
series of round arched openings with  keysiones, fan lighis apd bowed
ariel

| aee photn abave b

Commwrcial Building
#50 Fort Wayne Ave fMaorth Alabama
19331953

Historic Description:  This offico Bulbding was eriginally constructed as a
Shell filling station aremnd 1965, The trianghe of kand where it s sliuated
was the locaiton af dtwo cemmsrcial buildings, a double residence and an
apartment bullding, [n the 1570, the building was rehabilitabed and has
it served a9 2 law affice. It was vacant at the limo of writing,

Archiieciural Deseription:  This foemer parage and filling station s now
taced with brick and covered with a cress-gable ropd. The window
cpenings are segmented arches wilh three windows per opening,

Commercial Fedlding
218 Fort Wayno Avenue
circa 195(0's

Historic Description: This corcrote bleck baflding was constructed in
phascs beginning in 1953, enlargoed in 1958, 1058, and 1963 |n the 1960, it
was used &5 a photo proocssing and developing shop., b

Architectural Descriptions  The ane-stery, brick-faced, concrete block
building has a flat fool and limestone parapet coping. A sorkes of fived

i
slit windows picrce (he northern half of the street facade. The metal i
framed and sashed entrance facs ihe parking lot. A twoestory portion is .
at the westorn end of the building, . :
wia |
R ————
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FT. WAYNE AVENUE

Commerdal Building
%12 Fort Wayne Avenue

clrea 1968

Historic Description: This commercial bullding was constructed in
Tl

Architectural Deseription: The ofe-shory, conerete block building is faced
with limestone on its main facade. The southern hall of the main facade
sparts an asphalt shingled false mansard rood.

Diamond Laundry Building
934 Fort Wayme Avenun
circa 1896

Historic Description: This commerclal bullding was comsimuctad for owner-
corupant Diamand Steam Laundry & Teiled Supply Company, drea 1896,
Wayne Machinery and v Coampany cccupied the building during the
1920rs amd imba the mdd 1930Fs A secfes af {Jdmﬂ-'put-pr.i:tnr andries
wiere here in the 190's followed by a dry cleansr from the bale 19505 1o
the mid 19705, The 198(0s saw the building vacant,

Architectural Description: The two-gtory brick structure hins lost mosd of
its historic defalling. The only remmanis are the three segmented arched
cpenings on the sesond feor filled with metal sash windows matching the
metal framed and sashed siore front enteance.

Saloon Budlding
542 Poet Wayne Avenue
o0

Historie Descriptlon: This commercial bulding was construded sometime
between 1829 and 1908. (ks frst E appears 1o be fulbus M, Gally'
tawern, Gally was here until the mid 1920Fs, but during prohibidon his
establishment was Listed in city directories as a restaurant or soft drink
bar, Gally was succeeded by a mumber of saft drink vendors and taverns,
including Lawrenioe Jackson's Tavern mmug}unu'. i 19808, amd the Blae
Blrde Tavern throagghost the 1950, 1960 and into the mid 19705 This
budlding was rehabilitated im 1980 for affice nee, since then has housed a

I:un:lrl.thmmqlpan}'.

Archibectural Description:  The plan for the Anhouser Busch Saloon makes
effective use of the rangular ot created by the intersection of Fart
Wayne Avenue, Mew Jersoy and SL |oseph Streets. [f is a two-story brick
Ersdleling trimmed in limestone. The main entrance is located in @ two bay
facade that parallels Fort Wayne Avenue The doorway s slightly
recessed and bopped b{ﬂp]im glass mansom. Heneath the first floor
window Is a rectangular brick panel.
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FT. WAYNE AVENUE

William Buschmann Blodk
568-972 Fart Wayne Avenue
cirea T8A1671 & 1879

Historic Description: The William Buschmann Block is one of the few
remalning large lkalianate commerdal tubtldings in Indianapcdis. It was
ane of the earliest large, commercials structure in highly concentrated
mderd-vsn G, Joseph nefghbarhood, Willkam Buschmann was o Prussian
who emigrated to Indisnapolis in 1852 at the af Bwenty-eight. He
fdentifed St Joseph a8 a developing commercial /retail center when he
was working and Hving in the area during the Civil War. In 1865
Buschmann was a salcon kecper on Fort Wayme Avenoe. In 15855 he was
associated with H, Severln grocery and grain dealer, Upan constructon of
the Block, Buschmann opened his own grocery and dry goods. enlerpeise.
Huschmann's business expanded rpicdly. Buschmann was a sucoesaful
sinesaman. In addition to the Buschmanm Block, he owned two similar
coenmercisl siructures, several famms, and Bread Ripple Parlke He was alse
a prominent member of the Indianapolis German community; active 3
Zion German Lutheran Church and a number of bocal charitable
organizations. By 1883 he was also leasing space o Louis Meier and
Company, & clothing manufacturer with which his sons Lous and Charles
Buschamann were ssspcinbed. In RS0 Meter & Company built a three-story
siruecture to ihe imemedis e north scross 56 Mary Street (10th Strest), that
for & time was connected ko the Block by a third-story bridge. The
restdential space on the second and third flocrs of the sbruciure was
accupied from 15871 to 1895 by the Buschmann family (William Buschmann
died in 1893} William Buschmann grocers continued to operate on site
1.m|:|'.| tm ndng in 1914 commercial spaces were leased o a variety of

mmuﬁu‘tuﬂng conerns, Currently, the uilding is owned
lrrd 1.|-:|:l.|p by Restoration Services, an architectural salvage and
resboration construction company.

Architectural Desoription:  The Buschmann Block is significant for s
lMalapate archltectare, (s siting as a visual ferembnus o & diagonal street,
apd (s role |n the commercial development of the 5t Joseph
neighborhood, It was consiructed in two sections. The original porticn,
built 1870-1871, i a three-story, L-shaped struchure made of red brick. 1
was canstrected on a rubble foundation and the main facade, facing Forl
Wayne Avense, feabunes seven Fort Wayne Avenue was constructed
dizgonally to the standard Irurnrl-apuhn grid sireet patterm. This
necessitated thal ke Buschmann Block be bisll with an soite angle at the
northeasd comer of the bullding, The building was enlarged c 1879 by the
addition of a matching four bay wing on the south, forming the prosent ¢
shaped structure.  The Ttalianate style of the Duschmann Block is
imnpressively dolineabed on the main, eastern facade. Each floor of the
tbuilding is dearly set off by a limestone stringoourse that extends through
the windew aill level on the second and third floors. Windows are tall
and parrow. The remaining criginal sash is double-humg with Four-aver-
four lights. Limestone window sills project out from the plane of the
facade and rest on o limestone blocks. dows are cappad by rocessd
brbck filbed archis, These arches ane composed of brick woussoirs that mise
foom eared limestone spring blodks and colminate in s wide keystone, The
arch hase is the limesbone siringerumse. The vertical sides of the windows
afe Iramtvd by a recessed brick course. Only remnants of a fneely detadled
pressed metal corndoe remain, and the ariginal metal parapet is
comp |H:L}' milssing, Corrder ventilsior eculus were originally flanked by
baminated brackets which continued the vertical line established by the
recessed brick window courses, Oy a few of those brackels remain today,
About 1950 the original large, arched commerdal windows and entrances
on the firs floor were removed and rn:phmd wilh a projecting metal
cornice that tops angled plate glass window units. The north wing of the
Buschmann Block B two bays wide and ten bays decp, The narthern
elevation is finished as & sccondary lacade, with the details of the
castern focade mimicked In & less decorative manner, The two narthern
enirapces are detailed like the windows on the east, Original five-panel,
dowhle leaf dooes reenain in the openings
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NEW JERSEY STREET

Howee Rontnl House
100 B, Mew [ersey Strect
ofca 1HES

Historic Description: Danied W, Howe purchased this lot In 1885 from
platter, Eljjah Martindale. Hae had the house built between 18585 and 1857
a5 a rental.  Howe never lived here. With the exception of the loss of the
parches and the asphalt siding, the house has not changed in form since
1915, Somwetime befween 1858 and 1915, the rear partion was enlarged 1o
two hull stories from the r.l'lp'nu'l ane and & half sy,

Architectural Deseriplan: This (we-stary frame hose exhibits elements
af the Cheedn Anne Style, induding a hip and ooss gable roof, dapboard
siding, shingled gables with brackels, and a shed rooded rear wing, Some
details have been lost during earlier deterioration and remodeling

campalgns.

Industrial Bulldin
TmE-UDT Maorth I'-fw Jersey Street
clrea After 15969

Historis Description: Construction of this concrete biock budlding Is noted
after 1968

Architectaral Description:  This starkly plain, comcrete block industrial
building has a flat roof, tile parapet coping, two doors |, & small window
apeaing and a drain sougrper on its stoeet eade,

Agpalla/ Aurora Apartments
TH02-1108 Mol Mew ]ﬂm:,l

crca 1501

Historic Description: Fredorsck and Susle Tutlle had this pair of nearly
fdentical mirrored buildings constructed in 1901, Originally named Talile
Terrace, the complex was not apartenents, bulb lownhowses, Frederick
Tuttle was a real estate agent.  Tuoitle sold the Terrace in 1917, Owner
Frank Eokemiller, & hole] proprietar, chatged the name to Apollo-Aurora
irla?l;m early 1920Fs. The buildings wene mnm‘p.ilhnﬂnp]l:,r remuanclilod i
1

Architecharal Deseription : The Awrors Apartment Complex is one half of
a landem apartment with its companion The Apollo immediately 1o the
cast. The Aurcra bs a two-slory brick apasiment building, The building
has bwa strest facsdes. The Mew Jersey Stroct facade is symmoirical with
twe corser bays, a low-pitched hip roof, sheet metal comnice and rock-
faced limestone sills, Hntels, archiieave and waber table. Stamped sheet
metal wreakhs and swags and cormice ormament the enfrance. A& lar
tablet with MAurora in relief with ihe e d  Aurcra |5 cedlered on the
facade at the second story lovel, The 1ith Sreet facade is a series of four
bays and stooped entrances.

*Ales 312-310, 312-320 East 11th Strect
and 11011103 Narth Alabamma Streot
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NEW JERSEY STREET

Himazse
11H-1103 M. New Jersey Stmeet
chren 1830

Histaric Description: This ltalianate Heuse i first docimented on this
sl b}l the 1898-1913 Sanbarm, but was much older. [t was Fﬂlbl'h'l].' buiilt in
the carly 18X's and moved to this site sometime between 1908 and 1915
from a nearby location. This house was completoly dastrayed by fire in
Drecember 1994,

Architectaral Descriptlom: This two-story frame ltalianate house has
most of its original [Malianate detailing intact despite the state of
deterioration.  Features indude a low-pitched hip roof, two bwo-story
bays, full entableture and hooded full length windows. The porch has
classical columms whdch were a replacemsent,
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PENNSYLVANIA STREET

Commerdal Building
#05 M. Pennsylvarnia

circa 1500

Historic Description:  This small "two-faced” commercial bullding had
cammercial facades on both Pernsylvanin Sireet and Fr. Wayne Avenue,
but the main face is on Pennsylvania Street. It appears bo have been
designed for eommteial use an the fird fioor and apartments above.

Architectural Deseription: This twio-and-a-hali story brick commencial
building is four bays wide. The main facade has a starefront with
transoms and two entrances. The second foor has o prominest slamped
sheot mital ored.  Rock-faced stome §5 used as an sccent for sills and
lintels. The shallow cormdce is corbeled. The storefront space on Fi
Wayne Awemas has beon bricked up.

il T

Thee Mekay
611 M. Penpaylvandia
droa 1

Histaric Description: The MeKay is an “Eastern™ fat style apartment
building developed in 1923 by praminent kocal resbdent Martha Micholson
Mekay. Though born in Okio, Mortha Michelson MeKay Hved in
Indianapolis for sbay-elght years. She was married fo successful Inoml
businesaman Horace McKay. Mm. McKay was a community beader with
broad intereste. She was & founder of ihe Indianapolis Wiomen's Clab, an
ardent campabgner for women's suffrage, and a political activist. She alsa
had & suecessiul writing caneer, having published a history of Indiana
Eiberary’ cliabs and a book on the Tl War.

Architectural Description: The MeKay is significant for ik distinchve
rrlg:'zﬂd.aj talbding footprint, i reinfarced poured concrete construdion
and its Art Deco stybo, a genre not ofien used in apartment design in
Intionapalis. 1t 15 a three-story, six bay bullding o0 a raised bascmoent
faced in brown cnder block. [t was built an a irlangalar shaped lot,
Agtachad to the scuth facade of the main bleck 15 & one-sbary entrance
f'zl']-"l:!r faced in _pill!'ltl:d cnder block with three comcrete belt courses. The
enirance fesembles a Romanassque porttal and is flanked by narrow wertlcal
casement windows. The archivolt and fyenpanum confain bas-relief Art
Dheco carvings, and the jamb and arch are framed in stylized rope molding.
The lintel s inseribed Mepay, All windows aom the second and third fAoors
have concrete Hntels and are headed with flad brick arches with concete
keyslames. The building cornice features a pressed metal frieze that
containg reclangular panels decorated with round apd dianmond
medallions.

BT LT T ]
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PENNSYLVANIA STREET

The Grover
615 M. Pennsylvania
crea 1913

Historic Description: The Grover is an enlarged “Esstern” flat property
dvvelﬂ-ped. I:l].' local Builder Arsthur B, Growver. CGrover, a Farvard
gradwale, was married o Anna Wallace the daughter of Indiana Govemnar
David Wallace . Grover was ]:Jl'HJd.ml: af an imgortant construction firm,
Harrison Construction Company, and was engaged in the Indiana read
estabe market as & partner in Grover amd Layman. Groves was
particulary active in subdivision development arcund the state. By 1914
the Grover was fully cccupied, mosily by uhl_'l,.lgl:' whdbe-callar workers.
Fnrh.lpr.!ha menst fmaus oooa t of the boilding was Ray Harmoun, a
mechanical engineer who was living at the Grover the year he drove the
winpdng car in the first Indinnapolis S00-Mils Race.

Architectural Deacription Constructed of rod brick, the Grover s an |-
ahaped building, three-stories high and eight bays wide on its fromt
{veesbern] facade. The fwo central hi}'l contams a recessad enirance with
an elliptical trapsom light and narrew siéde lights. The entramce nmmg
ts crowmed by a fab, limeslone woussole arch rislng from spring blocks,
Spcomd and third floer windows in the central bay, amanged in pagrs, have
ligestone salls and I:u:,'nd lintels fhuesh with the facade. The flanking
bays use iriple windows, Two-story bays are topped with & dentlled
matal corpice. The facade |s capped by a limesione (reze with large
dentils and a limestone balustrade.  The southern most section of the
halustrade is md=sing.

Farty «f Eghl. YVoibure Locale M, 145
#1% N, Penrsylvania
453

Historie Description: Corstruced in 1953, this modern struchure was
1o hiouse the bocal chapler of La Sodete des Cuarante Homomes et
Hudk Chevaos {The Sodety of Forty Men and Eight Horses). Popularly
kmowmn uP-m'I].' et Eight, this fraternal veterans orpanization was foanded
in 1920 & the soclsl and honor sodety of the American Legion. The
ofganization takes its name from the capacity World War One French
baxcars wsed bo tran men and horses (o the front. The local chapter,
Voliure Locale Mo, 145 was founded In 1521, The club house is situnbed
acroes (he street from the natfenal headgquarters of the American Leglon.

Architectural Trescription: This club house exhibits strong Intermational
Liyle miyling with the uwse of boeld voids, slabs and recesss. The fAat slab
roaf cantilevers and shades the front. A bank of wirdows in thres vertical
bands has a glazed green tile apron. The enirance is probected by an added
mictal and glass eniry wesbibule, The near cenfer wertical brick slab bears
the sign of the organization,
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PENNSYLVANIA STREET

The Ghercos
&17 M, Peniraylvania
1501

Historic Descripiion: E w A Cooper had this sixoonit “Eaxstern™ Mat
huilding construcdted in 1 s an investment ¥. Cooper, a Mew
York pative, owred a successful Hvery operation. He afd his wife Hved in
the fxshlonable Blacheme a ents owned by Hoosler author and Civil
War Mr:;.-jﬂfﬂm ll.mr : a!lnr:fe. Residents of thi Glencae tended o be
young married couples of sodal standing. Like the Coopers, many earl

cocuprants of the Glenooe can be found 1Eted in the rnmmmamynmg

Architeetural Deserlption:  Sivlistically, the Glencoe s remindscent of
the Chicage School of architecture, and features simplifiod classical
docarative elements. [t is a three-siory building constructed on a high,
raised baserment. The fromt facade is divided into three bays amd B Faced
im yellow brick. At ground leved thers ks a parrow limestone foundation
course. A rough, quarry-face mestone course serves as the Hatel for the
irom filigres grills that cover the basement windows. A third limestone
course serves a4 the lintel for the windows themselves. The sentral bay
cantzing an altered double door enirance which is Aanked by brick
pilasters and has a three Hght trancom. A classical melal cornice,
irscribed “Glemcoe”abowve the entry, separates ke first and second Aooers,
Secand and third feor windows ane [ramed by limestone molding. The
third floor window in the center bay features a leaded stained
glase tramsod light. The building is capped by a metal comndoe below a

brick parapet

Mount Pisgah Lutheran Church/ First Lutheran Church
701 M. Pepnsylvania
175 and 1586

Historic Description: Indianapolis architect Peter I Cookingham
designed tha 1875 chapel and may have completed the drawings for the
1 sapctuary, although he bad left the diy pries fo s construction,
This is the home of tha aldest Lutheran congregation in Indianapolis, First
organized im 1837 as Moont Pisgah Lutheran. Five area Lutheran
congregabons trace ther orgins to Mount Pisgah. The location of tho
church is an indication that 58, foseph was an ares of transition between
the commercial downtown and the new residential “walking”
nrighborhoods of the northside.

Architecural Descriptiom: The exdsting structure was buill in bwo pares
The current chapel was constructed in 1875 ard was used s the primary
worahip space unkil the surrent sanchoary was completed in 1885 Both
sackions rest om a raised limestone bBlock foundatbion. The -:Impul reflacis
the Gothic Revival style with a high gobled slate roof, long, nammow
Gothic arched windows with limesione surroends. These afa brick burrel
buttresses al the corners, The nave exhibits Romaresgque Revival elements
including round arched nave windows set in round arched panels. The
paneds are divided by limestone butiresses, The round arches are
repeated on the main (western) facade around onirances and in the panel
suirrourdicg the stained glass rose window,
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PENNSYLVANIA STREET

Tyndall Armoey
711 M. Penmeylvania
1927

Historic Desciptions The constructkon of Tyndall Armary for the Indiana
Matianal Cuard was an integral pari of a large-scale City Boautiful
scheme developed in downtown Indianapalis in the 1520's by Lawrence
Shesidan, executive secretary of the Indlanapalts City Plan Commrdssion.
In sddition to the armary, the plan also envisions! the [ndians Werld
War Memorial Flaza, the American Lt-ﬂ;nn national and state
headquarters baildings, and memarial Obelisk and Cenofaph in a fve-
bock area. The building |8 named for bajor General Robert H. Tyndall.
An Indianapolis nud\la_.El'rmtl.ll was ofphaned at age twelve. He was a
L5 Army ate during the Spanish-American War and fose 1o the Fank
of caloned by the Hme he served with the Rainbaow [Hvialom in France
during Woarld War 1. He was one of the founders of the American Legion
ardd served as the national easurer for that organization. s dvilian
CRTedT Wk u-n:luull}' ‘|ITI|]:IJ'I'!II'|.'I|'E- Tyndall had a long time business
amsociation with sulomobile Industrialist Carl G Fisher, and was Vice
Prosident / Treasurer of the Indisnapolis Motor Speedway. Adter World
War | he worked for many years as Vice President/Treasurer of American
Fletcher Mational Bank, I 1942 he was slecled mayoer of [ndianopolis
arrd served in that capacity until his death in 1947,

Architectural Description: Tyndall Armory is an outsfanding example of
Florentine infloenced Henaissance Rewival style.  The three-stary
budlding. set on a raised basement, was construcied in 1927, and has a ssven
bay main {woestd elevation. Typical of the Renaimsance Revival, the
rissticated limestone [acade 18 oeganized inio three distinct horizontal
divislons 1.hr|;|1.|3h the use of terra cotts stinpeourses anad diverss window
comfigurations.  The double door entry & topped by an arched transom
light. The keystane arch surround is crowrd bg"' an elaborate ferma cobla
medallion depicting the symbol of the United States Eagle. First floor
windows are rectan and are coversd with heavy iron bar grid, The
extended height of the socond floor sccommadates Two bands of windows;
large, thirty-light casement windows capped with fanbights under patrs
of narrow nlﬂht-]lﬂht casement windows., The third flocr fenestration
feafures splendid limestone surrounds topped with flat molded limesbone
lintels {the central bay window replaces ihe Aat linted with a pecdiment).
The facade is replete with elaborate polychromatic berra cofta.  The first
stringrourse features garland bedecked ums; the second course has plagues
representing symbols of the varioas service branches: the frieze band
above the ﬁl.'rflnhm alternates five polnt stars with fasces. The bullding
is crowned by three dimensional eagles adorning a molded coondce line

timg over denti] brackels, The terra cotta dedalls are the work of
: an. . architectural soulptor Alexander Sangernebo who resided
in [ndiarapolis
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PENNSYLVANIA STREET

YWCA Blue Trangle Residence Hall
725 M. Pennsylvanla
19231924

Historic Description: The Young Women's ChrisbHan Association
CYWOAL a signilficant womer's wrban social irstiiution of the twentioth
century, was sctive in Indianapalis. The Blue Triangle Hesidence Hall
(named for the blue triangular lapel pins womn by YWCA members
slationed cversess during World War 11 | the only surviving building of
three major facilities that were operated by the YWCA in Indianapolis
Erom 1909 to 1971, Corsbructed in 15231924, at & cost of $163 34898, Blse
Triangle Hall was a home away from home that provided a good moral
epvironment, employment skills training, physical exercise and
aoceptable sodal activities for young working women. Many YWCA local
service iniHatives, such as Trovelers Aid amd the War Chest (Dnlied
Wayl, became independent commumity programs

Architectural Description: The Blue Triangle building is a significant
::-e.:.m]:hlr: of the carly twentleth contury BMeoclassical Rewival atyle, I
was designed by the prolific and highly respected Indianapolis
archilectural firm of Rubush and Hunber, and was built by the noted local
construction Arm of Willlam Jungclans and Company. The bullding s a
fiwe-story, stoel frame red brick structure bulll on a ralsed, brick Facel
foundation, The fromt {western) facade is made up of seven bays thai
featare limesione sills, bell eourses, and keystones. The limestane entrarcoe
surround exhibits a full pediment with entablatare resting on soredled
brackets with a band of dentils. The nrlgjml tﬂangu_hu Bliae medal sign
reading “Hesidence Hall™ wiill hangs outside the building.

Oiffice Budldin
T2 M, Penesylvania
1559

Historic Deseription: This commercial office building was constructed a5 a
rental invesbrent property. The first oooupant was the Linde Adr Products
Campany, also listed was the Carbdde and Carbon l:ufpnrmm The Linde
Company manufactured and sold welding supplies and occupied the
building far bwenty years. A food producs broker was the fenant from 1960
to 1970 followed by & law firm in the 1580 s

Architectnral Dreseripton:
This two-story eommercial building ts constracted with concrete blaocks and

& brick facade. The Fscade {8 six bays wide, Limestone ks used as the
facade base, window sills, coping and the Hnbed course. The windows and

door are replacemends with metal window frames around a single light.
The daoor and transem are wood framed swith replacement beaded beveled

plass.
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PENNSYLVANIA STREET

Sylvanla
1 M. Pennaylvania /108 E 5t Clair
1506

Histagie ﬂmrlpl.-lnn: Mrs. Elizabeth G. Falmer had the Ey'l'n:rl.'ia.
comstructed in 1906 on the site of her family home. Mra. Palmer and her
family lived in the [Malianate residence at the cormer of Pennsylvania and
5t. Clair strovts from the dme of their arrival in Indianapolis in 1855
Like her neighbor, Mewell Lodge. she had the family home demaolichad
i order 1o bulld a rnu].'l:l.-!'n.mlﬂr |r||1.ruh'rhn1lr|:|m'|:lm'r_l,r. birs. Palmer hired
ape of the mast saccomplished construction firms, Williamn P, Jungolaus &
Sons, 1o bulld the twebve-unit, two bull complex. Jungclaus was
tesponsible for the corstruction of some of the mosl imporiant and
recagnizable buildings in downtown Indisnapolis including the Majestic
Buildimg (18596), Mr:TEsh.l.n.ll Mational Bank {1 19140, and Ehe Hﬁﬁ:
Temple. The company remains active ioday in the constrocton business as

Jurgelmis and Camghbedl |

Architectura] Description: The two buildings ihat comprise the Sylvania
diesign, define the nartheast comner of this prominent infemsection.  Both
are three-story builldings constructed of brown brick and trimmed in
limestome.  The builditg Facing Pennsylvania (west) is thres bays wide
and seven bays deep.  Each comer features brick gquoins.  The central bay
condaing & recemsed double plics door maln entrance lopped by a leadad,
sembcircular transom light. There is a imestone classically styled entry
sirround of pilasters crowned by a baskel handle arch containing &
dropped keysione. The central bay second and third floor windows are
three parrow lights banded together (third floor ks arched, second Aoor is
flat) with heavy limestone tnm.  Side bay windows are one-over-one
double ]1.'|.|.113 sash with thin lHmestone slls and thick limestone LHnbels.
Thi corndce line is bare but appears o hawe once featured decorative
metal work.

The second building faces south on 51, Clair. It is seven bays wide and
three bays deep. e peniral bay entrance also is recessed and has a
Emestone pilaster topped with flat, segmental arch with vertical drops
accentuated with a soroll and leaf motif. The transom light is chear glass
with Sylmamia and I10F painted upon it. Central bay windows feature
Emesione arch hoods,  Side bay windows have limestone sills and brick
hoods. Both structures are built on a raised basement delineated by a
L'l.rusln.niﬂrl.ngamlm

Crommercial Hulldl
B153-817 M. Pennsylvania
circa 1948

Historic Diescription: Built as two separabe office ildings betveean 1947
amd 1949, these two modest structures ariginally boused a number af
insurano: agencies.

Architechiral Descripiion: Hoth shop fronks ase five bays wide, but

configured differently with the placement of the entrance.  The concrota
badk struchure is faoed with limestone.
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PENNSYLVANIA STREET

The Burkos f The Chalet
SI1-513 M, Penneylvanda
crca 19181920

Historic Description: The construction of the Buron ¢ 1919 was the result
of the rapld and pervasive changes securring in the 5t Joseph
nighbarheod housing market after World War | It was a small scale
deve t undertaken by the Burton Realty Company to provide
affordable housing for the burgeoning urban wark farce in Indiarapalis.
Hecords Indicate Edward H. Burton founded the real estate development
firm around 1913 Though Mr. Burion wias  ective 1n the business unbl
1941, the real estate flrm continued b own this building until 1%, Long
term abandonment has caused severs strnctiral defericration.

Architectaral Descriptiont  The Burton is a twenby-one unll, two-siory
“Enstern flats™ apartment building construded of red brick.  The main
(western) fecade is threw bays wide and thirtsen bays deep. The facade
is faced with yellow stuceo and b5 designed in the Spanish Revival style.
The single door enirance is covered by a semicircular molded metal hoad
that |s supported by palred console brackels. Ahove the entry in the center
of the building s a twoe-part window with a multi-light transom. The
remaining windows are divided into three parts, On the first Boar they
are topped by segmental arch panels with applied decorative elements
(now missingh. Exbending over the west facade is a regularly lald red
barrel Hle reof element.  The north and south fecades exbemned upward
beyomd the flat roof line of this elevation forming steppod gable parapet
walls,

Commiercial Hulhi-ir.g
525 M. Penrsylvanda
cirea 155

Historic Description: This small commencial bullding was constructed and
first occupied circa 1956, The first occupant was the Victor Adding
Yachine Company,

Archliectaral Deacription: Constructed of concrete blocks, the building is
faced with irregularcly sized cut ashlar Blodks. The shopdrant is slightly
asymmeirical with an off center enfrance flanked by two plate glass
display windows,

Thee: Ladkpe
5% M. Penraylvania
1905

Historie Deseription: The Lodge, 2 small “Eastern Flats™ style apartment
Budldinig, i3 significant for its architecture as well a5 lis impact on the
commercial ‘real estabe development of the St foseph neighborhood. Ata
Hene when Pennsylvania Street was wholly single family residences, the
bullding of the Lodge btﬁn a revalution in rhment construction. [n
1905, alfter the death of his father James e, Caleb Mowell Lodpe
hired Edgar G. Spink to demolish the Lodge family residence and
construction of an apartment bullding, Construction cost $11,000. Spink
was pew io Indianapalis and the Lodge was his Grst project. He wont o6 o
form the E. G. Spink Company that constructed and managed sixty
apartment buildings in the diy. An [ndiapnapolis native, BMewell Lodge
Was E-e-]"auw University graduate. He was the treasurer of the juhm.%.
Spann Company, cng of the citys most prominent real estste development
firms. He was a}lmemb-e:r of I:hglunil.ll'.til.!}' and Columbin chibs and active
in the Sond Presbyterian Charch.

Architectural Description: The Lodge is an oulstanding example of the
Georgian Revival siyle. The three-story, rectangular building is
constructed of red brick and the front facade, fading Pennsylvania Sireet,
iz three bays wide. The central bay contalns twelva light windows
headed by semicircular fanlights with limestone spring blocks on the
s and thind flocss, The entrance to the bulding features s limestone
Darte ceder porticn with the name Lodge Encied in the frieze. The bwo
mitside bays are full height polygonal bays clad In copper and containing
ooz v of mash windows

5t. Joseph Historic Area Plan: Building Inventory M




PENNSYLVANIA STREET

Commercial Buflding
S0l M. Permnsyhvania
ciren 1930

Historic Description: The BEroger Grocery and Baking Co. may have been
the first tenant of this small corner slore in 193, Kroger rensadned bere
until the 19%4{0's, and the store remalned a nelghbor grocery wnkil the
1950's under a wariety of proprietors. 18 lafer served as & curtain amd
drapery shop and later & an office. The bullding now serves as a
resdaurant. The doors and ferestration have changed over time

Architectural Deseriptions  This one-story brick commerclal budlding has
o remodeled store (romt with metal framed windows and doors and a
glazed, green tile apron below the lanestone window sills. Conereto
pliniks help define the end piers.

The Maza
502 M. Pennsylvania
drca 10T

Histaric Descrigtion: The Plaza is an “Eastern flat” style apariment
bullding corstructed early in the twentieth century in respanse o growing
commeraal d ent around Pennsylvania and Pratt (9th) Strects. 1n
April af 1507, confractor Levl 5 Mersan and his sen Ora received a

it o construct a twoestory double residence on the narthwest eoenet af
Pennaylwanis and Pratt Streeds. [n June of the same year the permit was
amended 1o allow for a three-siory, muli-unit apartment building valuwed
ai 560,000, Levi Plerson, a natve of Indianapolis, was the son and
nephiw of local conteactoss. He was the president of the local Builder's
Exchange for many years. Although Plerson’s finm was relatively small,
he was involved in the conatruction of a number of sipnificant buildings
:irbrlu:li'ns the Flaza and the Cyclorama Huslding,

Architectural Description: The FMaza is a three-story, U-shaped
apariment building construcled of glared orange brick. The varlety of its
architectural detail makes it among the most distinctive buildings in the
disirict. The strechare resis on o raised basement faced im rusticabed
limestone amranged in bands.  The basement level is capped by limestane
malding that serves as the sills of fArst floocr windows. Each facade
terminabes kn a horlzontal band af alternating attic grills and festooned
plagques. The projecting berra colla cornlce rises from a narrow band of
dentils and features small liom heads in relief. The main entry faces east
on Pennsylvanla Street, and §s Jocated asymmetrically in the fifth bay of
an eight bay facade. The fret, sseond, fourth and seventh Bays have fwo-
sbary palyponal orbel windows decorated with cartouches and fesioons at
the secand and third floor levels. The entrance bay is highlighted by a
threc-story Rennlssance Revival, imestone summound.  Two smooth shatt,
engaged ionic columns support a large three-part entablature with
balustrade which frames the semicireular arched clod glass iraraom
light. A smaller pair of lonle columns on cither side of double doors
support the poftal asch, The upper lowels of the orrance bay are framed
by edectic [omic pilasters. This section features such design motifs as palm
leaves, @ scrall cartouche and intertwined ribbons. The south elevabion is
asymmednically arranged around a deep court or “plaza® with lonic onder
enibranor serrounds located on the noftheast and poolbwest cormers. The
eaat wing facade has five bays which Feature secomd and third floor
polyg ariel windows; the three bay west facade does nat have ariel
'Il-'.ri.'rn:l]-:lwn- Windows an this elevation have segmental rowleck brick
Intels.
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PENNSYLVANIA STREET

Restaurant
907 M. Pennsylvania
cirea 1974

Historic Description:  This small restaurant building was constructed circa
1974, 1t was oocupied in the 1570s by S4eak 'n Egpg Restaurant. This chain
resfaurani had other locatbons in the diy with similar, f not sdentical,
buikdings, This building ocoupies the sibe of & howse which had housed
restyurants for decades.

Architectural Description: The budlding is construcied of congrese blocks
and faced with brick and large aluminum framed windows on
Pennsylvania Street. In the center of the facade is & glazed projecting
entry pavilion with a copper sianding steam reaf. The meat oulstanding
architectural feature i the gable roof clad by blue metal roof tiles
lasphall shingles on the back slope), framed by the two gable end
parapets rising above the real

The Permaylvanka
919 M. Pemnsylvania
1506

Historic Description: The Penmsylvanda, an “Easters fat™ sivie
apartment building, was bulle v 1906 by local real estate doveloper
Genrge W, Brown. Brown, the son of German Immigrants, was an
influential Jeader in Indianapolis sodal and political life. He became
active in the Indianapolis estabe market in 1890 when he organized
ihe Cefman-American Bullding Assodation.  Brown served as ihe
secretary of the company for over twonty year during which time it waa
active in the coratruction of a number of apartmant buildings meluding the
Viemma {1908} and the Delaware Courts (1916-1%170.  The Pennsylvania
was onstrected by the prominent contrading firm of H'l.nerp. & 'H:r.ln.k.ng.
Like Browm, Charles Muerge and Henry Reinking were also sons of Cerman
immigrants. They came to [ndlanapolis In 1871 and by the énd of the
mineteenth century had created one of the largest contracting firms in
central Indliana,

Architectural Deseription: The Pennsylvania i3 a three-story, red brick
struchine trimmed in limestone. The bwelve-unit bullding kas an unissal
“deuble-F" floor plan. The main {west) facade 1s three bays wide with
the central bay containing the lommal enirance  The entry features a
limestone basket handle arch with a dropped keystone el on wids,
springhlock molding. The arch and kevetone are incised with The
Pernsyloania. The arch fops double doors under an elliptical, segmental
fanlight with bead and reel moldings. The entrance is lanked by double,
ane cver ane rectangular windows, Second and third floor windaws are
alen rectanpdar and grouped in pairs. Windows in the flarking bays on
the second and third Aoors are decarated By wreught iron balcony grills,
All windows have limestone sills, The budlding cornboe has a corbeled
brick frieme with small oculus windows and a rew of dentils.

Albert Meteger Fuilding
920-932 M. Pennsylvania
1916

Historic Description: The Albert Metzger Building was constructed as an
automabile showroom. This disfinctive terra cotta ornamental building
was constructed in 1916 by Brandi Brothers Construction Company  for
owner Alexander Metrger after the designs of the prominent local
architectural firm of Fubuesh and Huster. Oeiginally bulll and usod a9 an
automobile showroam, it was used 2s a garage untl it was adapted in 1941
io bevome a foller skaking rink called RollerLand, which operated wuntil
ihe lute 1570's. The shops had a variety of cocupants inchsding offices,

Architectural Drescripian:  This ane-story commerncial I;:qu]djng]s whiie
brick and distinguished for s decorabive befra cotta facade with cream
coloned accents. The facade i3 divided into seven equal sized bays, The
dors rest on Bmestone beses, Thee brick plers sugport the terra opita frieze.
m cofta pler caps rise above the parapet line. The cenber bay is
covered by a pediment and serves as the entrance to tho greater budlding.
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PENNSYLVANIA STREET

Salwation Army Harbor Light Center
927 M. Pennsylvania
1581

Histaric Description: The Indianapolis architectural firm of Coolber,
Schubert and THds thi=s £1.5 miltion facility for the programs of
the Salvation Ammy. twoestary fadlity accommodates ane hundred
and sixiv beds in dormitories, sngle rooms, and gaummll. The facility
the Salvation Army's building at 31T M. Capitel, The center was
dedicated in June of 1981, The site was formerly oocupled of a filling
station, an apariment building, two doubles, and a mul‘w parking lot,

Architestural Deseription:  The Harbor Light Cenfer of the Salvation
Army is compassd of two forms. The large two-sbory reclangular bulbding
has a recessed entrance, and & few small windows, To the nocth is 8 gabled
section with a fractable, The entire bullding is faced with brick.

Commerdal Building
F3-90 B, Pennsylvania
drca 1940

Histaric Deseriplion:  This commeroial blodk was construcked sommetime
between 1937 and 19400 In 15940, th.-r benants were Sgaalding Brothers

riing Goods and Haag Drugs, By 1943, Spaulding was replaced by the
Bﬁ Tavern. A series of averns ocoupied the 554 addres to the
present Hene,  Hang Drugs occupled the northern half from the 15940s
until the 157rs,

Architestural Deseription: This onc-sbory commercial block [eathures Art
Moderm n]-lhi_rfm l.a.;pﬂl white brick, accenbed with bands of IE].led
Black briches, mmtimpMantfmTumuﬂultmmﬂlnnd rounded carner
with a recessed entrance, Two storedronls ate in use with replaced motal
sanh windows and doars. The remaining storefronts are boandsd up.

Lusille Rafnes Hesidence
247 M. Pennsylvarnda
cleca 1935%

Historic Drescription: The %47 Morth Fenn Healty Company was
responsible for the constructon of this budlding, Known oeiginally as the
Haobel Mepmsylvania, it did not open its doors unk] 1935 as a ressdence hall
fior }wnﬁ warking women. The Great Depression may have heen
respansible for the construction delay a5 the realty company purchased
the property in 182%. The name changed to Mottingham Court Inn obed
during the decade of the 19605, The United Methodist Chiarch purchased
the building amd operated the hodel as a low cost supervised residence for
mien and women with a varety of special needs. The church renamed ihe
building ihe “Luclle Halnes Residence™ in 1570 Luclic Raines (18537
18800 was the wife af Methodist Biskhopr Fichard Radsis of Indiana,

Architectaral Deseription: This six-story brick faced aru.mm-m bulkdin
Fs afnamarbie with livestcns, The first-oor faeade b fesd with smool
ashlar limestone which decoratively frames the center round anched
enérance and l'[am.l:lnﬂ windows. The second and sixdh-floor windows have
oenamental limestone baleonek.  Above the parapel and abave the two
ceniral bays i5 a brick and limestone balustrade. An added brick and
mctal privacy wall and gates enclese the former garcen afen between the
facade and the pavement. All the windows have been replaced by metal
[ 8
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PENNSYLVANIA STREET

Commerdal ]]-u.IJdInE

950-954 M. Pennsylvania
drea 1965

Historic Descripion:  This bullding was constructed as an office building
s bediwieen 1955 ard 1969, 13 l:q:[.ucu:'l a ope-stary brick commercial
strip which was preceded by a residence on this site.

Architectural D seription: Ths commersial building contisees the Tudos
Hevival architectural theme established by neighboring bafldings to the
north. The building &s brick-faced, gable rooded with a centered entrance
pavition, and has an exaggerated, steeply pitched roof. This gable is
decorated with half Hmbering and an iron-railed baleony fanking the
cenber gable and two gablad dormers

Moseda Block
353-859 M. Mennsylvania
1940

Historic Eescription: Emil Moseda had the Moseda Block consirected in
1% to sccommodate four shops.  Of note, i the long-ime tenant, the
Indiznapolis Artificial Limb Corporation from 1952, The Seamn Roebuck &
Cosnpary catalog sales offics was an occupant frem 1963 bo 1575,

Acrchitectural Deserlption: This one-story concrete block, foir bay
cofnmmrcial bullding is faced with amooth ashlar Emestone. The plers
siparating esch bay are flubed with an Art Deco capital panel. The two
cender bays are subdivided into a center entrance with transom flanked by
shog windows., The doors are original. An asphalt shingled false
marnsard roof has boen added n'l:ﬁm.l,ﬂng{hn parapet,

Sheffiedd Inn
956958 N, Pasnsylvania
drca 1527

Historie Drescripkion: The Shelfield Inn, with bts inclusion of a
restaiurant, botel rooms, and offices, was o commercial development of
residential scale that may be soen as a precissar bo midern strip mall
design. The building was designed by prominent bocal architect, Harry
Fitton, a principal at the firm Mothershead & Fitton. He was also the
prosident of thoe Builders Realty Company, the organization that
developed the Sheffield Inn.  Fitton was gifted in interpreting Ehe revival
styles of twentieth century resldentlal dmg_n as axhiliked l,.:,.' Fhae
Sheffield Inm (Tuwdor Revival), the Balmoral Apartments at 3055 M.
Meridian (Colonial Revivall and & numbser of bomes in the Meridian Park
e it Bt hednanch.

Architectural Deseription:  The Shefficld is a two-story building, 1t has
a domestic appearance with its gabled slate roof and shed porch rool. The
first finor is fnced with Brick as is mast of the pﬂ:;rch.:f gabled pavilion
The second Eloor and the dormer gables are sfucooed with decorative half
timbering. The windows have diamond-shaped leaded square panes. The
first-floor windows have squane leaded panes, A brick and stucco chimney
aclds io e Tisdor pletumesgue quality of the design.
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PENNSYLVANIA STREET

hanchestor
S50-062 M. Pennsylvania
14928

Historlc Description: The Manchesber was constructed in 1528 o provide
bweniy-eight apariments for the Manchester Healty Company. The
medieval detailing design is similar to the neighboring Shefficld
Busilding.

Architectural Description: The Manchester is a three-story Tudoer
Fevival building. It is four bays wide The facade la fseed in mulii-
calored brick and trimmed in limestone. The two central bays of the main
(emst) facade project cubward several feot. This gabled, twe-story section
has tHembering ot all levels emphasized in the gable with stoeco.  The
gable roof, pavilion roaf, and entry porch roof are all covered with slate,
Similar to the Sheffldd, the windows all have lead-framed diamomd-
shaped panies. The large shop windows have been boarded up.

Mational Retail Hardware Building
64 B, Peripsylvania
1851

Historic Dreacription: The Matiopal Eetail Hardware Associaiion
comslructid ihis elfice building as its headgquarters im 1951, and occupied it
From 1952 until the labe 1977,

Architectural Description: This two-story, brick faced, concrete binck
n-ﬂ':h:e'h'ul.'ldlnﬁ_hu. dmp{:nl'rh: hmnuunulﬂtﬂ:u[lh-:cm:r
195Fs. A limestore frame projects from the facade line below the para
recessing the horizontal bands of windows, the pn1|.|hur:t graniie apumnul
bhard 5 ard the enfrance,

The Chadwick
1005 M. Pennsyliania
crca 1921904

Hisiarle Uﬂﬂ*ﬂiﬂ: E:h!lll'lg recatds do not dearly indicate ether the
bizilcher or the predse construction date for this “Eastern flal™ apartmind
budlding. Listings af m:upnntlinﬂu: lﬂ’“‘@?ﬂmqm'ﬂm
that consirucHon began a year or so earlier. Ch 0. Chadwick is the
moet likely candidaie for developer of the prajpct. Chadwick, who was
blinded s a teenager, was the founder of the Indlana Board of Industrisl
Aldd fer the Blind and he designed the building that housed that
organization. He also founded and operated a loan mnl':.lp;:i,'. Buth
activities suggest an interest and involvement in real estabe PR
'Ia'ut sophisticated =ivle of the Chadwick attracted a Fashionable
cligntele,

Architectural Deseription: The Chadwick 5 a fine example of the
Georglan Revival architectural style. The thres-stary building is faced
with colored brick and features classical delalls in limestone. The
makn {west ) facace is five bays in width., The central bay contairs the
main entrance and central hall windows. The entry is framed by Tuscan
engaged calumns that support an unadorned frieze and entablanme. The
diaar surround is arched with a carved swag bympanaim. Absve the door on
the second foor, Hmestone malding around the Fllll"ﬂ'd. adphi Ilght
windows supparts a third-fleor balconet with brackets and bﬁ

The third-floor window 18 capped by a segmental broken pediment.
Beickwork at the edges of the west facade simulales quoins and a wide
limestone ﬂrm.g.-:mm separabes the first foor from the raised basement.
Windows are six-over-six, double-hung sash with limestons sills and
saldier course brick lintels, The west facade is aowned by a smoath
limwstone fricce and Finely detatled dentil corrdce.
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PENNSYLVANIA STREET

['erwn-Ten Garage
1011 M. Pennaylvania
circa 154

Historic Description: This buliding was buili as the Penn-Ten Garage. By
the mid-15940Fs the building was the loation of Cobn Brothers Auto Co., a
used car dealership, In the 1960 it was the home of General Supply &
Tool Inc., followed by the Friedman Furpiture Bental Co. Collips Leasing
has been the occupams snce the mid-19710"s,

Architecharal Descriplion:  This one-story garage struchure has lour bavs
The distinguishing features af (he building are the decorative brickwork,
baskol weave in the parapet and lattice in dke end panels and Hmestone
details. Metal sashed windows fill in the openings as do & garage door
and glass block.

Arvey Buillding
1021 M. Pemnsylvanis
1978

Historie Deseripiioh:  This commercial building was constructed in 1978,
as the Arvey Maper and Supplies Store. This was the sile of fwo large
nipadeenth conitiry houses demalished sometime between 1954 and 1969,

Arschitectaral Description:  This ope-slory commerclal building is
carstruched of concrebe blocks ladd e flute the oxberior, The entrance is
centored and emphasized by the slightly projecting sheet metal false
mansard roof, The windows ane narrow vertical alite.

Lalwin | Flelcher House
1031 M. Pennsylvania
cirea 1H9S

Hisaric Descriptior: The Calvin [. Fletcher house was eonsiruched b 1895
by the grandson and namesaka of pne of the most prominest and influcential
men in carly Indianapolis history, Calvin 1. Fletcher. Fletcher's
prandsan, Lalvin L Fletcher [, was bom in 1859, Ha was a graduate of
Indiana Medical College (mow Indiana University School of Medicine)
and shadied at clinies in London and Pasis. Dr. Flebcher swas bost koown
haowever, a5 a world iraveler and prolific pholagragher.  His travels
incliaded visits 1o nearly every country in the world, with pariiculasly
extensive bours of the Ooent and Scuth Amertca. D, Fletcher died in an
avalancha on the Blackfoot Clacter in Clacier Mational Park, At the
time of his death his personal phato eollection contained ower 40,000
nisgakives,

Archifectural Description: This house &5 a fine cxample of & Free Clagsic
Queen Anne slyle building. [t is construcied of red brick trimmed in
limestone and rests on a rustbeaied limestone foundation. Tt is a three
story slruchufe with a genetally rectangular footprint. The main roof =
hipped and is intersected by gabled bays and hipped roof dormers. The
windows have limestana sllls and thick rusticated limestone lintets
decnrated with an epg and dart molif and floral paterns. The main (west)
facade = dombnated By & thi ee-stary, sight-sided tower at the southwes)
eirmer.  The tower has a segmented condcal roof and ik bap flace of the
fower features paired Cothic arch windows,  Thers B & projecting oricl
window above the main (westh entrance with two round arch windaws
surrcunded by lenlc order pilasiers. The western elevation was distincily
altered through the removal of a full facade classical porch and ihe
tbricking in af two windows. The south facsde [etures & round, to-stony
hay windeow bapped by a conical roaf and iron finkal, The sertk facsde has
a rectanpuiar oriel window wilh a bellcast roof extending lnom ibe midde
al tha dirst fiaor to the middle af the sccond floce. The narth facade also
includes a projecting gabled wing twa bays wide The gabbe end fealures a
tharoe part wirdiow surrounded by imbricated shingles.
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EAST PURYEAR STREET

Carriage House
17 East Puryear Simeet
eirca 1570

Hisworie Description: This carriape house retains its 17tk cenbury
chatachs. The one-and-a-half-story secHon has maost of its feahaores
imtact. The largn one-glory porlicn was orlginally o two-stary struchure
hat lost fe second Aear sometime between 1915 and 1949, By 1949 it was
used fiog Iul'n'rrr:nl:rlltz\-npa'i'n

Architecharal Deacription: The carmage house appears to have boen budly
all at once, bul has bwo different charactors. P-nrh.ipg bocause of the loas of
ko secand story aver the window The westernmaost partion i Gathic with
ope-and-a-hall stories, gable roof, gable brackets purlin ends, two
decorated dormers, double-hung windows and a wooden door with
transcm, Emestone sills and foundation. Black bricks ars used 1o form
slrin gooirses ancd sccent the arches on the west wing. The east wing is one
stoey In helght with & stepped parapet and a low pitched roaf. The
atable doof with a téel-beam Bnbel on Puryear has been filled in with
conerete blocks as have the windows. The stable door on the north facade
hasa mphr.ﬂnml averhead parapgs ooy,

5t. Joseph Historic Area Plan: Building Inventory 42




ST. CLAIR STREET

Svlwvania
108 East 5%, Clair
155

*Lee B Morth Pennsylvania Strect for historical description

Architoctura ]l Doseription: Tha two buildings thal comprise the Sylvania
design, defime the northeast comer of this prominen? Intereection. Bodh
E ] Ii"lrl\.ﬁﬂ'-:-l-c:ly Ball -:llla,':ﬂ enisbrictod of Brovwn brick and irimmed in
linestone, The scoomd building faces south an 5L Clair, It & seven bays
wicle aiwd three bavs deep, The eonitral bay ontrance also i recessed and
has a limestone pilasier lopped with a flat, segmental arch with verlcal
|.‘|!l\.'||.'\ﬂi- accemiviatod by o sovodl and loal matif, The iransom ]|S|'.I i ¢leag
glass with Sylvenia and 108 painted upan it Central bay windows
tealune lEmvestone arch hoods, Sade bay windews have limestane sills and
brick hoods. Both structhures are bulit on a raised basement detineaicd by
2 limestbone sirtngoourse,

Commercial Huilding
220 East S, Clakr Street
circa 191H

Historic Desc riplil\.'ll'l! This Il‘ll.l.||.‘|||'.;.lI LTS |l|’|_|:|||.‘||“i:|-' eanstracksl a8 a
commercial garage. Kobert Crouch operated an automobile repaic shogp
b o 1918

Architeetural Dhescription: This ane-story commerdial building is faced
with brick. The facade is picreed by a Llarge. coniered ﬂFII;'['.inE wilth enokal
frameoed windows and doors. A wood shake folse mansard roof accenis the
cntrance and riscs above the parapet line, Rusticaled conere blocks and
bl ph.'rs. coenpaEe (R western lacads |||-c||'\-‘._l| 1Mo Bricked .glul_l}'

Commiercial Buildarg
30 East 58, Clair Sirecl
199

Hiztorke Deseriptbon: This concrete block buibding was conmstructed in 1958
25 a warehaase for a beer distributor,

Architectural Description: This concrete blodk structure is faced with
brick laid in common bond  paticen. The facade is F1I-|"'.I'\-|:‘I"|.‘| 11:,.' & cendeal
garage door, podestrian deor, and  three banks of horizemtal aluminwn
framsad winglows

lsce phobo above)

Loomumaerdcial Building
240 East St. Clair Strecd
1923 amd circa T

Historlc Description: This commerctal bullding was corstructed & the St
Clair Thewter Cinera in 1923, Design by [ F Brebaker. Betiwveen 1954 and
1965, 11 was radically remadeled info a ruck storage warchosse ard Laber
cornanercial storage uses, Blothing remaing of the building's theater
characier.

Architectural Dieseription:  The madn facade af this ane-shary, comcrebe
block warchouss 1s faced with brck, and i |.1irm.=|'] 'b-:r' a cenfered, EATAEE
docr apening, a bank of aluminum, horizenial windows and a Tush
poedestrian door. The brick is Iaid in a common brick patiern with a soldicr
coiarse hase and Hivlel
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ST. JOSEFH STREET

St Joe Flats
[I8-31 East 51 Joseph Sroet
cirea T#L

Hisiorle Deseription: The two nearly idenbical apasimment bulldings were
cofsirscied sormotimee between 1H9S and 198, They oooupy the sites of twa,
two-and-a-half-story howses. The apartment building sat wacant from
mid 1985 and was rehabibitabed n 199495, which included the removal of
ahumiraem siding and the brick-piereed, two-story porches

Architectaral Descriptiomt  The two-and-vne-half-story frame Queen
Anne apartment house is nearly ldentical to its companion immediately to
ke east, The building has & Large hip roof with two prajectin b galbles
crowning the twin (ront 'hays?ﬂﬁnm]e mmgle:p;&ﬂalg E:: gi?l:-le-i.
Three frant entrances with transoma are located between and flanking the
bays. DBrackets adorn tha two shallow side bays. The ballding rests on a
rock concrele block foundation, Half-sized, multi-paned casemens
windows with decorated casings appear at the second floor.

5i. Jow Flats
134-33 East 5t Joseph Street
drea 100

Histaric Description: See 128-132 East 5t Joseph Street, above,

Architectural Description: The building is mearly identical to its
companian immediately to the west, except for a centered hip roof dormer.

Commerdal Bui
TS East St _I'm]:hh Stkrect
crca 1955 and drca 1946

Historic Description: This budlding now serves 23 an office building, bul
originally had an industrial function. Budlt in two sections, the eastern
half (215) was construched a3 a warebause before 1941, The western hall
was built sometime between 1941 and 1949 as an automobile repatr sh
This resulicd in Hlllng (15T space bedween the o carller I:-ulh.'l.tnan E:E
franted the alley, East Sahm Strect, buf were reoriented to St Joseph
Street after the two frame howuses immediately o the north were
demcdished. A new brick facade was added after 1565,

Architectaral Deacription: This amall coanasercial bullding was Tallt b
fill in between it two older neighbors. It 15 =2t back from the strees
providicg & paved parking lot, The brick facing was applied over the Bwo

tously constnucted masonry structures to provide a front face 1o 56
rrwph Srreet. It is pierced by enly two doors, ane alumisum framed and
glazed, the ather, a steel Nush door,
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5T. JOSEPH STREET

Hilker-Sherman House
214 East 5. [oseph
dréa 1564

Historic Deseription: This brick lalianate house was built for butcher
Ancrew Gass around 1864, Gass sald the ¥ to Henry Hilker i 1570
FHelker was the Su:dmr.'-r at the Indiama Blind Asylum, thes located on
ihe site of the American Legion Mall. By 1872, Hilker was the proprietor
af Henry Hitker's Gity Flower Garden.  He purchased the log to the west,
remaved the houses, and constructed glass houses for this enberprise.
Hillkar's nephew Frank Saak, coniin 1o operate e florist business
after Hilker's death in 1888. He then sold the house o Charles Sherman
in 188, whao Bved there fram that Geme antil 1957, The howse has changed
very little except for the removal of the classical porch in the early
1 &

Architectural Deseripiion: The Hilker House s a two-stary, red brick
shructure with a shallow hipped roof. The composition of the howse s
simple, formal and symmetrical, relying on the fine proportions of the
housd and the rhythm of the tall, narrow  windows, Thess essential
clements are embellished with pronoonced mnldlnﬂ,l and detajls
Features incude shouldered window hoods with 'anﬂ-umrg_: wide raves
and cornice with a paneled frieze and altic windows recessed in maolded
frames; large, od and imcised brackels, A conbemporary porch has
bewery added, repladng the original oomer parche

Commercial Huilding
219 East 5. Joseph
cres 1987 and crea 1950

Historie Deseription: This industrial building was constrscted in phases
with the ane-story eastern portion carsiructed before 1941, The bwo-story
western wing was added between 1941 and 1954, In the 1950, ihis

buiifding was & print shog.

Architectural Description: This concrete block bullding (s brick faced with
a shallow central entry pavilion. The bullding s in two sections; a two-
siory west wing, and the one-story east wing. The windaws have mmielkal
aash and frame as does the cniranceo,

Commerdial Building
222 East 9. joseph
1958

Historlc Description: This bullding w'.n:.lggaltf construched in 1958 as a
tim shgr o the sibe of bwo frame double © OO,
Architectural Description: This eme-slory concrete blodk strudure is faced

with brick. It has a low pitched gable roal. The min facade |s pierced by
an plurrinm sicked doar and window,
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ST. JOSEPH STREET

r.1u.,;= Himzo
57 East St Joseph
crea 1K1

Historic Deacription: This hause was constructed sometima bebween 1856
andd 19, Helbore canstrucian, the lot was the site of rear additions to the
Traub Duilding at 524 Morth Alabama Street.  Charles A, Meigs
purchesed the site from Traub in 1897, M, L Hl._is:. acuired the properiy
and budlt the hawse, incuarring a mecharics' lien in 900 The house hos nol
chanpged in bofm sinoe enpabruction.

Architeotural Deseription:  This two-story brick house has a complex hip
ond gable roal. The front gable is dad with shingles with an alti fan
fight, The cpenings have sogmented brick arches and stope sills. Some
windows ane palred amd thoe endrance is reoessed.

Tembirson-5mith House
238 Easl 51 _In-;rph
cifca THeS

Historic Description: This house was ballt someibnn bofose 1866, possibly
bctvecen 1863 and 1856, while the pregesty was swned by Jesss Tamlinson.
Getween 1887 and 1858, while owned by owner-occupant Patrick Smith,
the hause padred on st wing, a rear porch and an “L* plan veranda,
Smith, and his widow lived here untll 1925, Anotber long-tlme cECEpan,
Robert Quillen m‘-.lplod th hicnizsa froemn (le 1040 wndil the TO8Fs,

Architectiaral Desetipton: This fws-siory frame house has a cross gable
tesaf and an *L" plan weranda. The veranda has an eniry gnl:ﬂn:. arned
{|E-\ﬁ"i|'= ard Balustrade. The fromi gable has decorative shingles and a
|

hic inspired gabie venk. The parch was recongtructad

Industrial Building
312 East 5t Joseph
circa 1945 and circa 194

Historic Deseripilon: This concrete blode building was consteucted for wse
as A machine shop in tee phases. The cast half was constrocied somectime
botworn 1941 and 1949, The west kalf was consirected somctime after
1Y,

Architectural Description:  The west half presents a blank brick wall
with no enaln lacade openings or dotalling, The castern half i= vaid of
detoilipg also;, but &= pierced by a garage door and formesly by a
F-ru.'ln.-.:rri.:n door mow bricked up.
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ST. JOSEPH STREET

Commercial Building

320 East 5t. Joseph
circa 1920

Historic Deacription: The brick building was constructed sometime
betwoen 1914 and 1527, By the 1950, it was used as a warchouse for the

adjcining maching shiop,

Architecharal Description: This one-story, brick commercial building's
front facade is divided into four bays. A1ﬂ1nug.h all four bay cpenings are
caovered over, except for the doar in the western bay, the original wood
sash windows ane in Flam behiind the |:|'I wood. The brick facads |5 woekd
of detalling. Limestane fe uaed sparingly a9 coping, sills and pier bases,
Brick scldicr courses are found above tha cpenings and at the base level.

Commercial Bul.klirla;

325 East 51, Joseph
dirca 189

Historic DeseripHon: Constructed sometime betvweeen 1887 and 1838, this
brick commercial building has served a number of wes. Originally, it had
three stories. [n 1858, a commerdal laumdry oocupied the basement, a
machine :hu-p was om the st floor, and tha Klndﬂﬁurlnn T::u:,r {bmpmﬁ
occupied the second flear, By 1913, o commercial

floors.  [n the T940Fs and 19500, the 'bulld:rig served as =|1 |;|15|.1]=“|;||1
warehouse and later, as a furmiiure warchouse. Sometime after 1959, the
o Moor wis removed.

Architecharal Dhescriplion: This two-story, brick commerdial building has
a symumreirical facade of three pairs of segmented arched windows. The
eenter bay on the fird floor has a flat headed garage door opening. The
windows have boen bricked in.

Commercial Bullding
330-332 East 58 Joseph
192

Historic Description:  This Endustrial commerclal building was
canatnscted In 1513 for owner-cecupant, W, H. Johnaon & Son Company, a
heating and ventilation company. The Johnson Company changed from
furnaces to the manutactare of metal lawn and porch furmiture in the mbd
1830's  with Richard Shirley as presidemt. Shirley's Cabinet
Manufacturing, Shirley Corporation, ovned and compied the budlding
from the mid 159%0's untl the late 1950's. The Kwik Hcd.FE-nl'.a Corparation
was the pwner-occupant from the the 1960s urti] the labe 1970, dallowed
by Mid City Salt, the present ocoupant. The building has enjoyed siable
awmer-erupancy. The west wing was constructed somelime betwasn 1516
amdd T9Z7.

Architectural Description: The twe-slory brick stracture has a cdassically
Ingpired main facade with four brick pilasters dividing it inko three bays,
The facade i surmounted by & shect metal cornioe abowe a brickwork
frieze.  Brickwork detalllng with stone highlights were inapired by the
Arts and Crafts Style. The cenler bay accommodates the enfrance with
four glazed paneled wood sash deors. All of the window openings are
divided tnio mine wood sash windows, The transams on the (e oo
level ame covered over. Paneled spandrels separate the starbes with the
bays. The building has an "L” plan with a recessed western wing,
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NINTH STREET

The Ambassador
2739 Easl Db Streat
1923

Historie Description: Constructed in 15923, the Ambassador TepTESEnts &
second gencration of rtment dewelopment In Indianapolis, featuring
comimsercial space on :E flrse foor and five stories of residential units
abave. Immediately upon completion, the Ambassador became ane of itha
mosd fashionable addresses downtown, The budlding was developed by
Thomas 4. Movnahan, who began his career with his own contracting
firm, Moynahan Construction Company. With the erection of the
Ambassadar, he formed Moymahan Propertes, Inc to constrect, acguire
and manage apartment buil!dinﬁl. This Firm g;:m:lllrg,l -El:plhdmj im 1927
when it purchased twenly apartment buildiegs from the retiring Edgar
Spink, Moynahan alse built the Chamber of Commeros building and the
imteriar of the Indiana War Memorial.

Architectural Description: The Ambassador is a8 six-stary, bufl brick
apartment building trimmed in architectural terra-cotta, The first (oor of
the property was designed for commercial tenant use. The design reflects
this infert through the extended beight of the ground level and the large
simghe pang 'P]ulu plass windows headed 'I:r'l.' leadad mulb-ligkt fransoms,
Each commerdal bay is defired by mamnn' pilasters with terra cotka
bawes and capitals synthesizing the Art Mouveau and Sullivan
siyles. The frond (narth) facade of this Imnpressive mlmgu]ar hl,:uld.]rg is
divided inte nime facade sections delineated by four projecting wall
planes. It is twenty-four bays in width and four bays deep, The
semicircular entrance portal Is decorated with colonelies ﬂ:hlE.llIng @
varaly of moblls including cheveons, stars ancd spirals, recalling
Fomanesque arches. The entrance is recessed and the original side lights
and iranspen survive. The amate, dasaically detailed canopy that covers
the poral is not m'JEnaL The Eirst floor is capped by terra cotta molding.
'I'hf second and sinth floors are headed by wide ferra cofta strin

with paleed stas motll pranels above each window, There is also a highly
ornamental stringesurse that serves as Enbels For the sixth Aoar windows
The projecting 'I-'l'Tl]|d|J|ﬂ|.l1H extend above the roof line and have eyebrow

shaped parapeds and testa colta copimg.

The Cadhcart
10 Easd 9k Sirosi
19K

Historic Diescription: The Catheart is an n:ﬂ.'l'rtp'ln of the “Easfern Flat”
apartment style that became popular in Indianapolis at the tum of the
cenfury and that nlgnlrlr_lntlv jlm-rm: the resldeniial nadure of ihe 54,
Jaseph netghborhood. Cwner Alloe Morrison Catbeast was the widow of
sueceasiul Indianapalis businessman Bobest Weir Cadbcart (Cathcart and
Clelland Bookstare], She had her family home ot the south east cormer of
PMenmsylvania and Pratt (9th} Strects demnolished in order fo baild the
ihree-sbory, fwelve flat bullding in 190%. She was umdoubtedly influenced
by the successful, nearby rental dowelopments st the Lodge (1905 and the
Sylvania (1506} Local residential conractor, Joel T. Elliott, constructed
ke Buailding valued ot 22,000, Alice Morrison Catheast lived in the Sats
until her death in 1936, Her youngest daughier, Charlote “Pink"
Cathcart, malntaimed a pesbdonco there until 1984, “Pink = wrole an
informative personal history of her experiences in the St Jeaeph
neighborhood From the 189S to 1917 entitled Indanapolis From Cher O
Cormer.

Architeckiural Deacriptam: The three-story Cotheart was constructed of
dark red Brick with limesbone trim, ]I:td-cﬂ.;g;n elements are of the Arts and
Crafts style. The front facade faces north on %th Strect and is seven bays
wichip amdd 1wo bays diep.  The building rests on a raised basement that i
defiveated by a wide brick stringeourse above the windows. There is o
ﬁij.n.. narrow limestone siringeourse at the third story and o wide

tome band carved in an egg and dart patlern just below the cormice,
The rood parapet is capped with limestone ng and all windows have
limestone sills, The coniral enirance bay leatures thres multi-li l
windows with transoens and bridk hoods accented with limestane.
entramoe jteelf has double glass doors, side Hghts and an arched lra.mr.'nm
light. Two I:rlr_l:ﬁlul with limestone blocks suppart knee braces bencath
am eychrow anc freen tle pent Foof.
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NINTH STREET

Wulti-Family Residencze
105111 Ezst 9th Street
dna 1520

Historic Diescription:  This double residence was construcied sometime
between 1867 ancd 1598, Thera Is no known recerd of (ks eocuipeamis, bullder,

O CVATRCT

Architectaral Description: Features of this two-and-one-half-stary frame
residence inchusde (usen Anme styling with a complex hip roof and gable
dormers and projecting gable roafe. The freat facade & symmetrical with
the paired gables, contered dermer and matched entrances with
decorative fretwork. The building is oovered with aluminum siding.

Ellimet Houss
108 East 9th Sirecd
crca 1898

Historic Descriphon; This house was construched for Joseph T, Elliott
betwesn 1898 amd 1899, The Ellictes owned the property Inio Eh T920F8,
Since the 1%30s, the howse kas been the home of tnsurance agencies,
realtors and the Krebay Construction Company until the present time

Architectural Description: A large bwo-story brick howse, it has loat s
original parch, but has retained other important features induding the
complex hipped roof, the segmented arched openings, brickwork
entablature, limestone sills and wooden double-hung windows.

Cothage
114 East Uth Sdreet
circa 1860

Hisioric Description: This cotbage was constructed sometime bolwess 1854
and 1866, and has had very Lirte alteration, except for construction of a
frant porch which was added sometime afler 1963,

Architectural Drescription: A slmple, frame one-and-ome-hall-story
coftapge hwo bays wide, with a front porch supporied by furned posts and
balusirade, Eave rafter talls enhance this building's appearance. |t is
clad with dapboards and covered by a gable roof with side dormars
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NINTH S5TREET

Deemnam House
115 East Sk Skroel

ciren T3

Histaric Description: Barbara Dorman owned the property when this
house was constructed somoetime between 1866 and 1877, She and her heir,
Carolime Dorman, owned the property from 1859 anttl 1903, The house has
:hang:d Hetle ower Heme. A (rond Tm-n:{-. was added after 1913, and
removed after 1969, probably when the ahaminum siding was added.

Architectural Description: Despite the artifical siding, the canopy amd
shutters, this ong-and-cne-hall story eoflage refaing most of its original
features. The gabled fromt facade fs three bays wide with a full-sized
window centered in the upper level. Other features indude the double
bung sash windows, decorative caves brackets, sawm rounded garnet vents
and the slighily recessed entryway, A shid dormer §s perched on the
westorn slope of the roaf,

Carage
219 E. 9th Street
1013

Historic Description: This garage-resdence was constracied somelime
between 1913 and 1914 as a one-slory garage. The secomd llocr living
quariers were addicd sometime bedore 1949, 18 s ved a large residence on
Dedlaware Strect.

Architectural Description: The walls are made of rock-faced conorete
blocks. The garage replaced a one-story, frame shed. Both strochures wera
caifl-bauildings for a two-and-ope half-story masonry ltalianate residence
{bailt e. 1 which was located at 841 M. Delaware Sirect.

The Myrile Fern
121 East ih Sipewl
193

Histarie Deseription: A modest example of an “Eastern” flat building, the
Myrtle Fem was constracied in 1925 for Ella Elizabeth Thoms. She was
thir wite of Henry Thoms, bele af the Thams Manufachiring Company, o
loxcal furpdbure marsfachurer. Widowed in 1910, Mra. Thoms purchased the
property in 1915, probably with the asistance of her brother-in-law,
Albert Ho Thoms, otary-Treasurer of the Indiarspalis Box Company,
Like ather residents: n the 5t. joseph area, she dedded to demolish ber
own home in 1925 and roplace it with an income-producing apartment
budlding.

Architectural Drescriptions The Myrile Fern is o twoestory budlding that is
cnly thres bays wide on Hs front {north) facade, but ks eleven bays decp.
The exterior has a subtle duperﬁ:mm creatod the use of cember-
scnred, .'lall-Et.l?!ﬂ! e birick. enterior b4 duct arnamenbed with
rectangular panels of header bricke. Limesione accenis are used in window
sills and pier eaps. All windows leaiure segmental arches. The ceniral
entrance bay is recessed under a segmental arch, and the doarway is
|I:|ﬁ1i|:| with a beveled ajm transcm light within a basket-handle arche
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NINTH STREET

The Spink-The jelferson-Renalssance Tower
250 E. Oth Strect
cirea T9IX

Histarl: Descriptio n: The slx-stary Spink is onc of the carliest “high-rise™
spattments ereched in Indianapolis. [t was bullt by the E G, Spink
Company, an arganization that was ultimaotely responsible for the
dievalopment of sixty apartment buildings in the cty. The bhulding was
aripinally named The Spink, and later renamed the felfesson. The Hrm
was founded by Edgar G, Spink, who was a lesder in the developsnent af
multi-family housing in the Indianapolis market. He ploneered the
comerpl of combining apartment corstruction with bailding management,
and ke targeted constitwencies that were in need of comfortable,
alfordable housing: young marrbed couples, single wamen and the elderly
Althoogh a building permit appears to have been issoed in 1921,
comstruction of the Spink did not begin uniill 1922, and if was not ocoupd
unkll 1923. The ding was renamed Renaissance Tower when it was
redevaloped in the mdd 1

Architectaral Description: The Spink B a sis-story apariment building
thiat exhibits the Tudor Godhic Revival style in its exterior detail, 11 is
comsiructed of red brick and features an abundance of limestone detailing
Iks Ot Sereet Ceouth) facade is five bays wide, and the building is thifeen
hays deep. The first Aoor of aparbment wniks s raised eight feet abave
fround level and is scparated from this entry lewel by a continuous
limestone stringoonaree. A second sfringeourse is ncated between the fifth
and sixth foors. The formal entrance s boused on the castern clevation
within a one-stary foyer that has Tudor style label mald door surroands in
limestone  The most distinctive feabures of the Spink are the projecting
I:ru._-.' window units found on the west, south and east elevalions. [n the
south elevation, the two bays begin at the third floor level and extend to
the cornice line. They are heavily articulated with Hmestone quoins,
window gills and lintels. The bwo bays that are located on both the west
and east facades extend the full height of the bailding, but limestons
detailing is used only for sills and as a drip molding at the top of the bay
Windows are mulbl-light (hwo, three ar fowr) over one sash,

Christian Flace Rowhou
231-233 E. Stk Sireel E-EHEI Chrictian Flasce)
circa 1830 and circn 1903

Historic Description: The front partion of this bouse was copstructed crea
1903 and appears b have started as a one-story frame single family
resicenoe. It laber reccived a second story and then a rear addition.
Fma]l}'. the rood was raised four fect to provide thind siory Ilvlng Ao,
The separately constructed rowhouse at the rear, contalning four umits,
fzced Chiristan Place, and was eonmected fo the main house in front, with
pwro achcliibonal units, somsetime bebween 1908 and 1913 The rowhouss had
a mirror image twin, which faced it on the cast side of Christian Place, |1
wiid dimaolished in the 1980e. The house and rowhouse were resiored in
1994, providing ten living unlts in the rowlhouses and three living units in
the main howse, This is pard of the Christian Flace affordable/ low income

honesing project.

Architectural Descriptiom: The house is two-and -ome-half stories in
hatght of frame construction. The higged roof has three gabled dormers.
Fish senle shingles are ussd as a decorative feature. The rowhouse ks bwo

stories in height with o gable roofl with three inlersecting gabies
decorated with fish scale shingles. Each enfrance has a gabled porticn
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NINTH STREET

Boynahan Apartments
134 East Sih Skreed
crea 1918

Histare Description: This apartmeni building was construcied in 1918,
with thirty-seven (37) unies. By the carly 1920¢s, the bullding was listed
a4 The Spink, one of ssveral named that st the tme, By the sarly 1930,
ik namae changed fo H{Emhm Apartmenis (se0 The Ambassador, 39 East
Minth Streeth. By 1970, the name changed to Minth Street Courts.

Aurchitectural Descriptionr  The main facade of this three-story brick
apartment Ballding is com afl two pavilions on & ralsed bassment,
separated by a recessed bay that accommodates the front entramce.
Caniged brickwaork and soome limestone accents give the facade some relief,
depth and character. The comice has been lost , replaced by a Hat bandd.
Thir doauble-hung wood-sash windows are bn growps of bwos and threes on
the main facade. A doth awning skields the centered main entrance.

Chrigtinn Houss
435-237 E. th Serect
crca TRET

Historie Description: The firsd of several bublldings construcied ot the
corner of Alabama and Pratt (9th) Sireets by Indisnapolis coal and lumbser
merchant fohn E. Chrisban, It was construcied < 1887, and served as the
family residenoe for Chrisdan and his wife Emma, from 1888 o 1908,
whien 1l'::|'rrrmued actoss the sireed fo 118 B #ith Street.  The house was
converied to multi-family units some dme after the departuse of the
Christians, After constrecting his own bome, Christlan doveloped several
large buildings on the west side of Alabama (e, 1H90).  Arcund 1903,
Christian greatly intensified his development by budlding a single family
residonce o the west of his home (See 331-232 East 9th Strect)d and two
sets of powhouses behind.

Architectural Description: The bhouse consists of twoeand <a-half-stories
in the Quesn  Anne style and was restored in 1994, Features of the housa
include the hip and gable rocf, gabled dormers, fishscale shingles in
ble, Exstlake Style opening trim. Brick is used in the chimney amd
Eundmm. Thato s evidonce of several adeitbons in the early years,

Tovwmbaonses
335-244 East 9th Sareet
cifea 1876

Historle Deacription: In 1876, Lowis Shiveley and Joshua Carier
originally constructed this building as three separate bubldings, twa
deasbles and a triple residence. All faced Alsbama with addresses on that
strect. The East Pratt Sirect Realty Compary purchased the threo
Bufldings in 1914 and conmected them, creating one single building. In this
sxme period, the building's sddress was resriented bo Pratt {9th) Street
-:nlnddthmm the erection of the apartment building immediately Lo the

wst (234 B, S Street], The connectars 1i the three buildings account
far the masonry seams on the Alabama facade. This bullding shared the
names of {1820°s, and Moynahan (1930 1%6T's) apartmenis. The

Spink Eealty and Investment Company purchasad the I:||.'|'|I.|i1'nﬂ im 1925,
integrating it inte the Spink a eni ey of the 1920s, and later,
the Moymahan empire {see the bassadar, East Mimth Sireat.

Architectaral DescripHon: This brick Italianate mult-unit resldential
I:ll.d]l.lll'lg has remarkably survived the years and at least one radical

Lri& campaign, with iis impressive entablabure infact, Mow
painted and with many of the eriginal openings dosed up or downsised,
the main facade facing Alabama Street no longer has entrances, The
building is entered from the rear. Limestone is found in the window sills,
old thresholds and waber table
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TENTH S5TREET

Aparbment Building
I13-214 E 10th Ssreet
clrca 7933

Historic Description: This cight unit apartment building was constructed
bBotweon 1530 amd 1935 an the site proviously occupicd by a single family
resicence.

Architectnral Dreseription:  This two-story, Arts and Crafte Style
opariment building i distinpuished For Bs preen dled pemt portic roofs.
The main facade is pierced by four entrances. The central portico shelters
tha two cemtral entrances flanked by the two remaining daors, now
sheltered by fabsic awnings, The dosm are replacements bualding =

o Erame oordtrsction wilh brick venser.

Haker-Hlussmann Doulxde Residence
215-217 E. 10th Streat
circa THES

Historic Descriptlon: John Haker butlt this doobie residence in 1835, and
salid b elat vaE io Jagal Heckir, Fraisf ] laker, b aodd I8 b0 Caraline
and Lows Klussmann. Klussmann was a tatlor, as was Becker, and the
piwnor-accupant, The Klusemanns lived here until thae first decade of the
20th century, sciling it in 1905, The building functioned o5 & double
residence unnil its rehabibitation in the late 19805, following a decado of
VECANCY,

Architectoral Description: Typical of its time, this one-and-a-half-stary
frame double residence exhibits some [talianate detailing. The main
patled fociwds 5 six Bays wide with the bwo entrances being the fwo inner-
mcst bays. ALl the apenings are decoratively framed with shallow hoods.
The windows have two-over-twa lights, The door transoms have art
glass, added during the rehabilitation. The cast slope of the rood has a
gabled doremer. The double redalns meast of ik oripinal appearance, excepd
that during the rehabilitation, the rear one-siory shed portion was
removed, amd the roar facads was rmnfi;?rrr-.d

Thudriss-Ilalford House
218 E 1dlth Straat
1B&5

Hislmric Description: Johanm Thudriss constructed this house in 18585, and
sald It in ibo samme Faar o Ann Hallard, whoss l.:urn-nl}' awnad W lor &
decade. By 1887, a front porch was adided and by 1895, this porch grew
imte a wraparound veranda. By 1922, the bouse was listed as «onfaining
five apartments.

Architectural Drgscription: This two-stery frame house exhibiis
ltalianabe seyling in s elongated, four-over-four windows, door and
apening fenestration trim and two-story bay, The houso has an “L"-
shaped plan, a cross gable oof and a oomer entrance porch. The main
nkfamey doof s -',idcl:r_\-_hr: ard &6 fransnm.
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TENTH STREET

I Hise
219 E. 10k Stresd
circa 1575

Histaric Description: Lorenzo and Mary Moody had this house consmucied
and the family maintxired residence here until 1917, Lorenze Moody was
a prominent member of ihe Indisnapolis Insuranee industry and was a
charter member of the Indiana Amociaton of Underwriters. Soon after
the Moody's beft the house, it was used for mulliple dwelling units with
six apariments

Architectural Description: The two-story frame [falianate house exhibits
feafures I]."F'icnl of this ::I}'l.-u ||1|:|1.|di|13 a 'I|:|w-'|:riI|:'I1.nd hi racf, n
bracketed entablature with frieze lghts, a two-story bay and a canopied
olf center entrance, slightly recessed. A side porch has burrec posts and
decarative cut-out panels

Wilmingion House
B2E1 Skpoat
clrea 1875

Historic Description: The Wilminglons owned this property Fromm 1865
until the mid 20tk century. They had this house construcied somatime
betvoren 15856 and 1857, Wilminglons W WTET-coeupan|s fram dna 1913
until the early 1940Fs By 1929, the house was converbed bo a four unll
apartment house. The w::.p around weranda was added circa 1900,
lacing the smaller, o al corner porch. Original porch su [
h.:wl.re b-umE1 replaced by nl.nanen'h:ln i i i

Architectnral Description: Eefore ils remodeling, this teo-story frame
house undoubbed] y trh]b!ted. ltakinmate detailing, but the basic farms of
the siyle remakin, ifduding the low-piiched hip roof, elongated windows
ond & wide overhang, verands columns, ssheskos |hlng‘-1n siding, an<d the
pumergus first Aloor entramces sll detroct from the house's ::u-iEh-m]
appearance,

Coanamercial Building
125 East 10th Strect
circa 1954 aned circa 1960

Histaric Description:  The east bhalf of this concrete bock commercial
bulding was construcied sometime between 1947 and 1554, Thae west half
was constmacted behween 1956 and 1969, The west Ball was formerly the
sibe of a framo hoase. °

Architectural Deseriptian: This is a simple enestory fundional build

comstructed of concrefe bock.  The miain facade is plerced by lour windaows,
& garage dear, and an entrance probected by a pent roof
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TENTH STREET

Krasse-Kurtz-Baker House
XI5 East 10th Strect
cirea 1560 and 1910

Historic Diescription: This honase was ariginally built sometime between
1554 and 1856 by Philip Krause a5 a ope-sbory cottage. 1t was enlarged to
e slories kn 1910 by owner Lowis K. Kurtz whose heirs ved bere wnil
1923, The house was a remtal wnil uniil the 1940 when Dawid ]. and
Battima Hakor Became swner-occupants. Baker was o photographer and
aperabed his “Univessal Stucios™ hese until the 1980s

Architectural Descriptbon: Tha two-sbory frame house shaws the inflisence
af Queen Ann and American Four Square archifectural styles. It has o
facade-centered, seoond-sbary oricl with a hexagomal conical roof rising
albyve the kouse roofline.  The front porch is supported by four classleal
wooden columns. The maln feeade s unusies] far j& aumber and placement
of fenestration

Apress Denshle Residereos
232-234 East 10th Street
1425

Historle Deseription: Flora Agness, the widow of Lowis Agmess, had this
densble residerce constructed in 1925, and tived here unbl the carly 1940,

Architecioral Description: This frame double s an oxample of the
American Four Square Siyle, The house is bwio staries in height with a
four bhay frant facade, & brick-piered Frond porch, hip reof and a centered
hip roof dormeer.

Bedenmdller-Lanman House
240 E. 102k Strest
circa 1865

Histariec Description:  Leonard and Lousise Bodenmidller pl.m:}lml;d Eha 1o
from developer and platter, James Morrison in 1864, and had this house
comstructod somaetiige boetween 1866 and 1557, The Bodenmillers ived here
from 1565 to mid 15884, when the house became a rental property.
Bodenmiller was a hlacksmith. Their heir, Fred Bodenmiller, sold the
property in 1922 Grace Lanman purchased the house in 1926, and was the
sobe oociipant until the mid 19500

Architectural Diescription: This simple gable-fronted, frame, one-and-a-

half-story cobage is three bays wide with & centerad six-over-six gable
window, gable brackets and a replacement perch with squere board posta
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TENTH STREET

Sickler Hovse
11 East 10tk Strest
circa 1880, mowved 15592

Hisloric Description: This bouse was constructed sometime betveeen 1871
and 1557 at ZH) East 11th Street, and moved to this kocation, Mavember 4,
1992, Alice and Edward Sickler were lenghime mesidents fram 1910 to
1929, but the Sickler family had owned the house sinee the 1850 Except
for its relocation, the budlding history shows that the howse has dhanpged
very Hrtle

Architectura] Description: Devodd of details, dhe twio-story frame hose
retains its form, original cladding and openings. The decoralive rafter
ends have survived.

Howe Rental House
I1&31E East 1k Strect

circa 1555

Historic Description: David W. Howe purchased the lob from platter
Ellfah Martirstale in 18085, and laler constrscted this house ssmetime

re 1BAT. The two-story house appears to have always boen a rental
property with many short berm benants.

Archifectural Descriptom: (1 18 a two-slory frame, Cueen Anns Siyle
hiouse, with a hip and eross-galdle roal, The !-ruml_ﬁbh i shinmggled wiith
brackets, sbck work and a decorative gable vent. e bouse has a small
corner pafch with decorabive feabunes.,

Srhabed-dMamodt House
327 East 10k Strect
circa 1821 maoved 1991

Histarie Doscription: Christophor A. Schabel had this howss buili
between 1879 and 1683. Ceorge Marrolt purchasod thie howse (ram
Christopher A. Schabel im 18835, woer 1898 and 1915 the cormer porch
Was n]l?’nﬂjr extonded and a rear addition was erected. The house was
moved from ibs oripinal sit at 918 Morth Alabama in 1991,

Architechiral Description: Features of this one-and-a-half story frame,
cross-gable cotlage include decorative rafler ends, a comer entranoe and a
darmer. Brackets, a cormer porch and decorative window irim have been
remerved durtng sarller remodeling campaigns,

5t Joseph Historic Area Plan: Building [nventory 59




TENTH STREET

Helmich House
373 E. 10th Sgroct
circa 1550

Historic Description: This house was construcied sometime Belween 1854
and 1866 Ca ter, John Helmdeh lived here in 1881, He and his wife,
Trauling, the house from 1875 to 1584,

Architectural Deseription: Thi two-story rectangulas frame house is badly
deteriorated and micst of it ariginal elements are missing. The building is
e bavs wide Two single story sections at the rear of the house appear to
be original. Remaining elements such as the simple wood door sumraund,
flat moof, narrow caves and a facla board beneath the eave on the froat
facade suggest thal the siructire was of a simple vernacular ltalianate
style. Detailing or evidence thereof s obscured by artificial skding.

Hause
325 East 1tk Sereet
circa 1580

Historic Descriptlon: We only know that this bouse was constructod
samotims botween 1866 and 1357,

Architectural Drescription: This is a two-stary Stkck Style house of frame
coenstruction with a cross-gabde reof, The frond gabio ks a jerkin type.
Vertical, horizontal, and dizgonal stick work frame connect the windows,

Chhir feabures incude decoratively sawn rafter ands, exposed purlins and
brackets

Hedferman-$urphy Coltage
JIV East 10th Sirest
oren 1887

Histaric Description: This coftape was constructed sometime between
1556 and 1887, Thomas Heffenman, a carpenter, accupied the house from
1911 o 1917, followed |:l:|l' a serles of shorl-term COCUPENR unlil Carl
Murphy im 1520, who remained for ower thirty years

Architectoral Descriptions  This one-and-a-half-story frame cottage has a

cross gable roof. The eastern gable has a jerkin head, The house has an
enclosad coemer porch and is dlad with artificial siding,
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TENTH STREET

Cottage
329 Enst 100h Street
circa THED

Historic Description: This coliage was consimuctod sometime between 1866
and 15857, and in this century, has had a long succession of short-term
oocupants. The building's farm has changed wery Bttle since 1898,

Architectural Description: The one-sfary frame cottage has a comers
entrance and a projecting front bay  with a shed roaf.  The application of
artificial siding has either covered or caused the removal of architectural
detalls.

Smilth-Dowell-Class House
331 East 10ik Streat
circa 1880

Historic Description: This house was built sometime betwesn 1866 and
1827, and its basic form has changed very little since 1887, Mahan Smith,
@ dr:,r-m meprchant, cccwpled (ke house from 1919 10 1929, followed b
mmr}% 1 from 1934 o 1945, and Emma Glass, a widow, between 1
i 11

Architectural Descriptiom: This cne-and-a-half-story frame house has a
cross-gable rood with F.hl.l bracketz and a small cormer entramce pl:m:'h
with turned posts. Presently, the house is covered with artificial siding
Palred winchows are a leature of (he frond gable focade

Canter House
333 Basd 108h Street
circa 1880

Historic Description: This bouse was constriscied sometime boelween 1856
anmd 1B87. Carpenter ]']l.'nrlr Canter was the aocupant in the 1910 = and
carly 1900s. Lonnie Claytos, a painier, lived hire in the 195005, John and
Bertha Hunber occupled the house fram the labe 1960 to the early 19900
The form af the house has pat d'::.nﬂ_-rd s basle look sinee 1887,

Architectural Description: The two-stary, frame house has o cos-gable

roof, cormice brackets, wide bargeboards and a shallow side porch. The
house is covered wilh ashesios e ﬁld:ng.
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ELEVENTH STREET

Hiase
1% Eask 11th Siresd
el 15510

Hisharie Description: This howuse was corstrucied scenetime betvwesn 1916
and 1537 on the badk lot of 1104 Marth Delaware.

Architectaral Descriptiont The two-story frame has Aris apd Crafis
features with the low-pitched hip roaf and wide eaves, The main facade
{south) has an urmssual fenestratbon pattem.

Tramser Hose
219 East 11th Stroeat
circa 1870 & clrca 1890

Historic Descripion:  Constructed some Hme between 1866 and 1BET, ihis
house was substantially enlarged before 1858 to is present configuration.
Lemg-time oocupants were Eliss & Anna Tramer, from 1891 to the early
194irs, The Tramer's were h:lpm.'ui'hl.: Far the nrp:nnim‘l. in 1893, The mext
CWTEr- ts, Franklin and Florence Taylor resided hese from 1946 1o
fhr latn 13%':-13

Architectursl Deseription: This Cueen Anne Style, two-story, frame house
has & hip and gakde rool. Fiskbscale shingles clad the front gable The “L°

plan veranda is supported by replacement sgquare posts.  Other features
nclude a nsticated comerete block veranda foundabon |, door ransom and

onmer blocks decoraling the window trim.

Garape
220 11th Street
cirea 1943

Histaric Descripticnn This garage wos comstructed in 1983, The house that
siond on s site was relocwted o bl present location ab 311 East 10th
Skreet in 192,

Architectural Description: The gable end of this large garage faces the

street. [t has a center entrance with a gabled cantiloverad roof flanked h:,-'
o windosws,
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ELEVENTH STREET

Burnham-Davis Cottage
225 E. Tlth Sireet
circa 1880

Historie Description: This coltage was constructed sometime between 1887
and 1838, posalbly during the ownemship of George and Lifllan Bursham.
Thee house enjoyed the stable socupancy of Heeay Davis from 1917 untill the
Eate 1820

Architectaral Descriptian: The one-slory frame coltage s gable fronted,
and two bays wide. The “L” plan front parch with entry gable is supported
by turned posts, The main rood i gable and hip with a Gothic inspired
Fable vent.

Hinse
16 E. 11th Strest
circa 15850

Historlc Description: This resédence was constructed sometime between
1866 and 1857 for I,r\-jng Wallace, o prominent miember af r.'Im'Indl.anap:IIs
insurance industcy, He was beat knoswn for bis work s Viee President of
Fough Nates, the weekly trade journal of the Indianapolis insurance
industry that he helped establish in 1877, Originally, a one and a half
story structure, the house was enlarged to its present height and
configaraticn somettme befare 185948,

Architectural Description: The frame howse has a cross-gable rocl and &
pedimented carmer ponch. The porch is supparbed by unusual hemed posts.

MeCuuicidy-Dye House
229,231 11tk Street
circa [BH3

Historlc Description: 1t appears that this house waa construcied in 1883
as p one-glory house while cvwmed by Jlohn MeChaiddy, The house was
enlarged bo two stories in 1855 by W and Binda 571‘ By the 1950,
thir house was no longer a aingle-family residenoe, but became 8 muldE-unit
residential building,

Architectural Description: This two-story howse has a cross gable rood
wilh bwia eorner pofches. The eastern ane i two-staried with square b=
The western porch has furmed posts. The house is covered with urtll:;'ul.:'_il
siding,
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ELEVENTH STREET

Cook-Dean House
235 East 11tk Street
circa 1880

Historic Description:  Corstructed sometime betwoen 1868 and 1887 for
owner Henry Coak, fhe homese was enlarped somietime betwesn 1887 and
1853 with the additon of the east wing. Dr. Michae] G. Diean owned and
oocupéed the house from 1913 to the labe 1940, The house has enjoyed
stahble cocupancy with Lovall Emerson throughouwt the 19508 and Max
Orbega from: the late 19605 o the present

Architectaral Duseription; Tho dasslcal columpsd [romt parch on this twio-
abory brick house has an unusesl basket weave balustrade. The brick
portions o the house have segmented arched openings. A portion of the
second story §s of frame construction projecting a bay from the main facade.
Thoe gable and the frame portbons ame clad with aluminem siding. The two
frant windows on the first floor facade have been Blled in with glass
ek

Reymalds-Huni House
348 Exat 11th Strest
adrca 1873 & circa 1893

Historic Description: This houss was constructed sometime between TREE
and 1887, with anly one stary. [t was substantially enlarged with a seoond
sbory arcund 1883, David Reynalds had the cottage bailt. Gideon Humsi
wnlarged the cotlape o a house.

Architectural Descriptionn  This fwo-story Erame house has a hip and
gable roof and paired windows. Decosative shingles dad the front main
roof and entry porch gables.

Oitis Building
241-251 E. 11kh Stred
drca THE

Historic Description: ':I'h-nﬂ'h:h::l.dm.g was carstriscied in [5905. This
ltalianato frame building housed flve apariments on the second loor and
a varicty of businesss an the fret oo, incdeding & bakery, & grooery and
drug store in 1913 Christopher Rafert had this building constructed as he
had other bulldings in the district. [t was extensively renovated in 1953,
1004,

Architectural Description: The two-story frame commerdal buflding was
bullt with five firsi-story storefronts. The storefronts have display
windows, recessed enbrances, and transom bands. A separate doorway
serves s the entrance to (ho apariments on the second story, Thees orials
are growped in the center of the secord Aoor facade. An entablature with a
bracketed cornice crowmns the main facade,
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ELEVENTH STREET

Apollo/ Aurara Aparbments
S02-310-3012-330 East 10th Strest
direa 1901

Historic Desoiption: See 1101-1100 MNorth Alabama Stroect
and 1102-1104 Morth Mew Jessey

Arc hitectural Deseription:  See 1101-1103 Marth Alabamas Strest
and 1T0Z-T104 Morth Mew |ersey
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Tyndall Armory, 711 N. Pennsylvania Street. February 1, 1927. Pholograph by Bass
Photo Co, Collection, Indiana Historical Society Library. (Negative #200903).

5t. Joseph Historic Area Plan: Architectural and Historic Significance |

(S —

-



I1I. ARCHITECTURAL AND HISTORICAL SIGNIFICANCE

The St. Joseph Area is a significant multi-use district whose architectural resources reflect
the city's development during the late nineteenth century and early twentieth century.
The district contains good examples of residential architecture from that time peried and
the most significant collection of rowhouse buildings in the city. Its composite of structures
- residential, commercial, and industrial - constitute a significant and distinguishable entity
that yields a clear impression of the city's development during a time of great change and
substantial growth.

The historic area with its historical associations provides an unusual record of the patterns
of the growth and development of Indianapolis for nearly seventy-five years. The area's
historic structures document the Civil War era growth of the city's population and
establishment of the first streetcar lines. The area’s character is that of a transitional
neighborhood between the commercial downtown and the residential northside. The
historic structures also represent the expansion of middle-class apartment buildings, and
increasing commercial expansion from downtown.

The St. Joseph Historic Area is not the typical urban district characterized by one type of land
use, such as commercial (as in the Wholesale District) or residential {(as in the Old
Morthside). Its mixed uses form a buffer or transition between the commercial downtown
and the nearby residential areas. The St. Joseph area came into being when Indianapolis
was a "walking city,” in which most persons walked to their workplaces, groceries, churches
and schools. Thus the St. Joseph neighborhood is a study area of particular interest,
reflecting the impact of the broad social and technological developments of the early
twentieth century on the patterns of change in the city and in the residents’ way of life.

The 5t. Joseph area is roughly bounded on the west by Pennsylvania Street, and on the east
by Fort Wayne Avenue, two facts important in its subsequent development. Fennsylvania
Street and Delaware Street, one block east, have been major streets since the city's earliest
history. Early on, they attracted elite residential development, in a league second only to
Meridian Street. The influence of these streets helped to establish the predominantly
middle-class character of the 5t. Joseph area. Because of the importance of Pennsylvania
Street, a streetcar line was established by the late nineteenth century from Washington
Street, the primary business street of Indianapolis, along Pennsylvania as far north as 5t.
Joseph Street and later on to 22nd Street. High-rent residential development tends to grow
in a linear fashion along established arterial transportation lines and toward the section of
the city that has open countryside. Indeed, in the late nineteenth century, wealthier
Indianapolis residents did tend to build to the north.

The creation of suburbs accelerated in the early twentieth century, aided by the streetcar and
automobile. As major arterials, Pennsylvania and Delaware Streets in the St. Joseph
neighborhood were then prime locations for apartment bulldings. Indeed, an apartment
corridor did emerge, one which encouraged further development throughout the 5t. Joseph
neighborhood. Although not one of the original four diagonals of the Mile Square, Fort
Wayne Avenue functioned as a corridor for commercial and manufacturing development,
as did the original diagonals in the city. As such, it offered a clear edge to the 5t. Joseph
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neighberhood and exhibited a character and function different from that of Pennsylvania
and Delaware Streets.

The 5t. Joseph Historic Area is a neighborhood of complex dynamics and is unique in
Indianapolis. Other urban Indianapolis neighborhoods have lost their commercial stock or
lack the range of housing stock and apartment buildings which enriches the 5t. Joseph
neighborhood. The resources of the 5t. Joseph neighborhood are significant in the areas of
architecture, commerce and transportation. Its period of significance dates from the
beginning of its development just prior to the Civil War, to the mid-1930s when
construction slowed to a virtual stop.

CHRONOLOGICAL DEVELOPMENT

1821-1885

When Alexander Ralston and Elias Fordham laid out the plan for Indianapolis in 1821,
Narth Street formed the city's northern boundary, and later became the southern edge of
what is now known as the 5t. Joseph Historic Area. The area was not developed
immediately and into the 1840s and early 1B50s it remained farmland and woods, with a
fine walnut grove.

The area was platted in the 1850s and 18605 as Indianapolis expanded northward. The
names of the streets reflect the interests of the platters, Rev. Edward F. Sorin, founder of the
University of Notre Dame, platted Sorin's Subdivision in 1850 and named 5t. Joseph Street
and 5t. Mary Street (now Tenth Street). Other streets carried the names of large landowners
such as Pratt Street (now 9th Street). The landscape of the area became settled during these
two decades. An 1866 map shows the 5t. Joseph area to be nearly fully developed. The
Friends built a church at the southeast corner of Delaware and St. Clair Streets in 1856. This
building no longer exists, but at least three buildings survive to represent this peried of
initial settlement: 215-17 East 10th Street (c.1860) and 238 5t. Joseph Street (c.1865), both
frame houses, and a brick commercial structure 926 Worth Alabama Street (c.1866).
Evidence is not conclusive, but certainly suggests that a fourth building, 918 North Alabama
Street, was built in the late 1860s. Omne of the oldest buildings in the district reflecting that
pre-Civil War period when the neighborhood was still only sparsely settled is the gable-
front double house at 215-217 East 10th Street. The house's broad, temple-like facade
suggests that the Greek Revival taste for classical proportions and appearance still was at
work when this house was constructed. Such architectural features as the shouldered and
eared door and window surrounds as well as the bracketed comnice shows the influence of
the Itallanate Style. While the city is filled with double residences, few illustrate this early
form.

During the 1860s Indianapolis experienced a boom in prosperity and population. A number
of small scale working-class cottages were constructed in the district. The house at 240 East
10th Street illustrates the narrow, deep wood frame house that workers typically lived in.
Like many of its type, the house has little stylistic enrichment. While houses of this variety
also appear in the Chatham-Arch, Lockerbie Square and Fletcher Place Historic Areas, few
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remain in the 5t. Joseph Historic Area. This is due in part to the changes in land use
patterns that have occurred in the district during the twentieth century.

The oldest commercial building in the district is the 1860s Israel Traub Store at 926 North
Alabama Street. With its narrow gabled facade facing Alabama Street, the building has a
typical storefront below and residence above. Despite its commercial function, the building
is still very residential in scale. This suggests that during its earliest phase of development,
the district maintained a reasonably uniform scale.

During the late 1860s and 1870s two developments occurred that enriched the architectural
character of the district. Delaware Street saw the construction of grand residences of the
scale and caliber of those that were lining Pennsylvania and Meridian Streets to the west.
These houses provided the area with prestigious residential architecture now associated
with the Old Northside Historic Area immediately to the north.

The Bals-Wocher House at 951 North Delaware Street was constructed in 1869-70 for
Charles H.G. Bals, a German immigrant who made his fortune in the wholesale liquor
business. This two-story, brick and limestene Italianate residence is one of the most
sophisticated homes of that period in the city. The Delaware Street facade is distinguished
by a one-story porch whose High Renaissance arcade is composed of both columns and
pilastered plers.

Despite the fact that the Panic of 1873 and subsequent depression slowed the city's
expansion, the Fishback-Vonnegut-New House, located at 1101 North Delaware was
constructed in 1875 and is one of the district'’s more imposing residences. William
Pinckney Fishback was a law partner of Benjamin Harrison. This Queen Anne brick
structure has arched window openings set with contrasting stretchers. Decorative tile
spandrel panels are located on the front projecting bay. The house has lost its front porch
with gabled entrance, but otherwise the exterior of the house appears today as it did when
Fishback lived there.

The other significant architectural development was the construction of the first rowhouse
residences in the district. Numerous examples of this type of multi-family housing existed
in Indianapelis in the mid-nineteenth century, however very few examples remain today.
The 5t. Joseph area contains four rowhouse complexes. The earliest rowhouse in the
district is thought to be the building at 902-914 North Alabama Street. Rowhouse
construction in the neighborhood continued into the early twentieth century. The
existence of this building type is one of the defining architectural characteristics of this
district and an important aspect of the district’s local architectural significance.

The late nineteenth century also saw larger scale commercial construction. The
Buschmann Block at 968-972 Ft. Wayne Avenue departed from the residential scale seen in
the Israel Traub store. It is more reflective of the large scale commercial construction in the
city's wholesale district. This three-story block built in 1870-71 had a unified facade of
eleven bays. Buschmann conducted his large dry goods business on the ground floor and
rented space to other merchants while using the upper floor as residential space for his
tamily. The building's size marked movement away from the small scale development
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that characterized the district during the 1850s and 1860s particularly along the district's
eastern edge. The Buschmann Block is also significant as one of few remaining large,
Italianate commercial buildings in Indianapolis. While commercial construction occurred
elsewhere, few examples remain and the Buschmann Block ranks as one of the outstanding
examples of Italianate design. It is also significant for its trapezoidal shape created by Ft.
Wayne Avenue's diagonal intersection of the grid plan at 10th Street.

1885-1500

By 1885 few vacant lots remained in the area. One and two-story houses dominated the
streetscapes. For the most part they were relatively modest, middle-class, frame houses in
vernacular Queen Anne and Italianate styles. There were some exceptions. The northern
end of Delaware and Pennsylvania Streets were characterized by larger upper-class houses
set in large vards as represented by 1101 and 951 Delaware Street. Pennsylvania Street, as
were the other streets in the area, was unpaved and had limestone-curbed brick sidewalks.
It was a pleasant residential street lined with shady maple trees, Delaware Street apparently
shared Pennsylvania Street’s reputation for status, but not for shade trees. Charlotte
Cathcart in Indianapolis From Our Corner describes the comfortable gentility of
Pennsylvania Street where families, if not wealthy, were socially well-placed and "many
men wore silk hats and all carried gold-headed canes.” This aspect of social history is
architecturally represented by the large and elaborate Calvin L. Fletcher House built in 1895
at 1031 Pennsylvania Street.

The neighborhood in 1887 was roughly comprised of 88% single-family homes, 6%
commercial buildings, 0.9% apartments or rooming houses, 2% institutional buildings such
as churches or schools, and 3% manufacturing buildings. Alabama Street offered a few
commercial and manufacturing concerns, but was primarily characterized by modest
houses, as were the east-west streets. Much of this housing stock remains, especially on
10th Street.

The neighborhood was consistently residential with the exceptions on Alabama Street and
Fort Wayne Avenue. Particularly north of St. Clair Street, Fort Wayne Avenue was
increasingly commercial with small stores and manufacturing firms comprising about 35%
of its building stock. During this period 942 Fort Wayne was constructed and the
Buschmann Block acquired a new industrial function as the site of Lewis Meier's shirt
factory.

1900-1941

The early twentieth century for the most part brought to Indianapolis continued prosperity
and industrial growth. The auto industry grew wildly, with manufacturers emerging
between 1899 and 1930. The banking and insurance industries continued to grow.
Indianapolis' population grew phenomenally, mostly as a result of a rural migration to the

city.

The increase of population and the improvements in transportation (interurban, rail,
streetcar, and the automobile) had a great impact on the physical development of
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Indianapolis. Economic growth in Indianapolis has always been accompanied by physical
expansion because of the absence of topographical barriers. No longer a "walking city”
because of streetcars and automobiles, Indianapolis quickly expanded with the development
of new suburbs: Irvington (1902 annexation}, 38th and Meridian Street, Golden Hill, Fall
Creek, Brendonwood and others.

The changes had a great impact on the 5t. Joseph neighborhood. Established as a
neighborhood tightly integrated with downtown, with characteristically urban density and
mixed land use, the 5t. Joseph neighborhood responded to the decentralization brought by
the new transportation modes. The greatest change in the landscape of the neighborhood
was the swift establishment of apartment buildings. By 1905 apartment buildings were
appearing in the 5t Joseph area.

Between the years of 1830 and 1920 the population of the City of Indianapolis grew
approximately 200%, climbing from 105,100 to 314,000. Much of the resulting need for
housing was a need for apartments. This need created the largest boom in apartment and
flat construction in the city’s history. In 1908 Christopher Rafert decided to build an
"Eastern” flat on the property he owned at 1014-1018 North Alabama Street. The "Eastern”
flats is so named from a December 9, 1905 Indianapolis News article where it is described as
"a form of apartment house..in favor in the east.”

It is described as consisting of two flats per floor, each of five to seven rooms. Typically flats
are two and three stories tall. It is assumed that he constructed the flats himself since no
contractor is identified on the building permit of June 3, 1908. The only relief from the all
brick construction is the limestone lintels and sills. Although the building is stylistically
sparse, it is important as an example of a building type (the flat) heretofore not seen in the
district.

The early apartment buildings were modestly scaled at two to three stories. Although
clearly larger, they blended in with their surroundings and were not overwhelming. The
apartment buildings further changed the look of the area in their use of materials. The
apartments were uniformly brick, while the housing stock was predominantly frame. By
1930 larger apartment buildings were a prominent feature of the neighborhood and
included the 1929, seven-story Wyndham at 1040 North Delaware Street and the 1922, six-
story Spink (Renaissance Tower) at 230 East 9th Street. With many apartment buildings
constructed during the 1920s, the St. Joseph area became a well-known apartment district
served by three street car lines.

As noted above, the rowhouse type first appeared in the area in the 1870s. The first decade
of the twentieth century saw the continued construction of that type. The circa 1903, wood-
frame Christian Place rowhouse in the 200 block of East 9th Street was originally one of a
pair facing the alley known as Christian Place. In contrast to the modest appearance of
Christian Place are the brick rowhouses known as Pearson Terrace of 1901-02 and the
Apollo-Aurora of 1902

Other changes to the area were the result of the automobile and are seen in the Metzger

Building automobile showroom at 926 Pennsylvania and the White Castle No. 3, a business
directed toward commuters.
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Fort Wayne Avenue, above 5t. Clair Street, was exclusively commercial by 1914. The
overall character of the district was changing in 1914 with 71% single-family housing, a
surprising 13% apartments, B% commercial, and a small drop to 1% manufacturing.

The areas decline took place over a long period of time. The 1941 Baist's Real Estate Atlas
documents the full development of the neighborhood being eroded by the clearing of lots
for parking and for the growing commercial uses on Delaware Street.

REAS O

Architecture

The 5t. Joseph Historic Area is significant for its broad range of architectural types, styles
from the mid-nineteenth century to the early twentieth century. Architecture in the 5t.
Joseph Historic

Area displays a wide range of styles, dates, and investment. Some of the buildings are high-
style structures skillfully designed and crafted. Most of the buildings are modest, but
imaginative structures probably designed and built by carpenters, or are the product of
speculative ventures.

St. Joseph residential architecture spans virtually the entire history of Indianapolis since the
18605 with good examples of Italianate, Queen Anne, Romanesque Revival, Tudor Revival,
Nineteenth Century Commercial, Renaissance Revival, and Carpenter-builder. Of special
note are two frame Civil War-era cottages, 215-217 Tenth Street and 238 5t. Joseph Street.
They are noteworthy for their early construction dates and for their contrasting styles,
demonstrating the range of design available to middle-class residents in the antebellum and
post-bellum periods. In addition, the neighborhood offers a commercial building of early
18605 construction. Also of particular interest are the four row houses, which are extremely
rare in Indianapalis.

It is extraordinary in Indianapolis, established as "the city of homes,” to have four sets of
rowhouses clustered along the Alabama Street. One of the rows, Christian Place of circa
1903 at 233 East 9th Street, is unusual as well for its frame construction. Another of the
rows, 902-914 North Alabama Street, is significant for its early construction date, circa 1876.
This two-story, brick building presents a rhythm of bays lo the street accentuated by the
continuous, bracketed, deep entablature. Itz historic significance as a relatively early
example of rowhouse design is conveyed by the building's distinctive rhythmic massing.
Pearson Terrace is a seven unit, two-story, brick rowhouse that was constructed in 1901-02 as
a speculative real estate investment by George C. Pearson, owner of a successful music store
in the city. It bears some resemblance in scale, massing and materials to the Apello-Aurora
of 1902 along the 300 block of East 11th Street.

At the turn of the century, apartment construction was more cost effective with a greater
return for the investor due to the high density of an apartment or flat building. However
not every investor was able to afford the large cash outlay required for construction of those
multi-unit structures. It has been suggested that small investors were usually the builders
of rowhouses.
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In the early twentieth century, apartment buildings sprang up throughout downtown
Indianapolis and followed the northward development of the established upscale
residential neighborhoods. The high concentration of architecturally significant apartment
buildings along Pennsylvania, clustered near the Public Library was part of an apartment
corridor that extended northward into the Old Nerthside and beyond. These 5t. Joseph area
apartment buildings exhibit a wide range of styles ranging from the Art Deco McKay (611
North Pennsylvania Street), to the Renaissance Revival Flaza (%02 North Pennsylvania
Street, to the Arts and Crafts Cathcart (103 East Sth Street), and to the Tudor Revival
Wyndham (1040 North

Delaware Street). All the above mentioned apartments are individually-listed in the
Mational Register as part of the Apartments and Flats of Downtown Indianapolis Thematic
Resources.

The 5t. Joseph Historic Area contains examples of the work of several local architectural
firms. There are two buildings by Rubush and Hunter, one of the most famous
Indianapolis architectural firms. The Alex Metzger building at 926 Pennsylvania Street has
a terra cotta facade, one of many designed by the firm. Originally constructed as an auto
showroom in 1916, the Metzger Building was adapted in 1941 to use as a roller skating rink.
The area also contains the YWCA Blue Triangle Building, one of a handful of apartment
buildings designed by the firm, of which still fewer survive. The "Y" is individually listed
in the National Register of Historic Places.

The area also contains the work of Harry Fitton (Sheffield Inn, 952 Pennsylvania Street),
president of Builder's Realty Company and partner in the architectural firm of
Mothershead & Fitton. Fitton was the architect responsible for several houses in the
Meridian Park area and for the Balmoral Court Apartments at 3055 North Meridian Street.

The Tyndall Armory is a response to the 1920s World War Memorial Plaza and American
Legion Headquarters across the street. It is significant for its historical association with
General Robert H. Tyndall, a founder of the American Legion and eight-year Mational
Treasurer, and Indianapolis mayor and businessman. The Tyndall Armory, cited in
Indianapolis Architecture for its "fine Florentine facade with rusticated base” is faced with
limestone on the front facade and features elaborate polychromatic terra cotta detailing in
friezes, cornice, and most notably in the edges and shields that crest the flat roofline. The
terra cotta details are the work of the talented Estonian-born architectural sculptor
Alexander Sangemebo depicting the insignia of the different branches of the armed forces.

The 5t. Joseph Historic Area is significant for containing an architecturally significant
church with one of the oldest congregations in Indianapolis. First Lutheran Church is
architecturally one of the most impressive bulldings in the 5t. Joseph Historic Area. The
1875 chapel is designed in the Gothic Revival Style and the 1887 main structure exhibits the
Romanesque Revival Style. The First Lutheran Church, organized in 1837 as the Mt. Pisgah
Lutheran Church, is the oldest Lutheran Church in the Indianapolis area and has been
influential in shaping the development of Lutheranism in Indiana. The church is
individually listed in the National Register.
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Transportation

The St. Joseph Historic Area is significant for the way it illustrates how modes of
transportation have historically affected

community development. The establishment of street car lines that ran as far north as 5t.
Joseph Street encouraged the middle and upper-class trend of development in the
neighborhood. However, extension of the lines north to 22nd and 34th Streets encouraged
the commercial and apartment house ventures as the 5t. Joseph neighborhood became
more associated with “downtown”. The coming of the automebile further decentralized
residential development and encouraged conversion of Pennsylvania and Delaware Streets
to commercial uses.

Commerce

The 5t. Joseph Historic Area is significant in commerce for several reasons: it contains an
excellent group of commerclal structures that demonstrates the overall commercial
development of the neighborhood and the city; it contains buildings associated with the
local insurance industries historically associated with Indianapolis; and it contains other
buildings associated with industries or entrepreneurs of local commercial importance.

Like the residential structures, the commercial and industrial buildings span a wide range
in date, style, and investment. They represent, as a group, a high standard of design.
Several deserve special mention The structures at 604 North Pennsylvania Street and 942
Fort Wayne Avenue are finely designed commercial buildings of similar date and size, and
invite study of two architect’s solutions to the problems and opportunities of a "flat-iron"
lot. The plain-style brick building at 926 North Alabama Street dates from the Civil War era
and offers an excellent example of early Indianapolis commercial architecture. Finally, the
Buschmann Block at 970 Fort Wayne Avenue is one of few commercial/wholesale
structures remaining in Indianapolis from the 1870s and is all the more exceptional for its
survival in a neighborhood context. The Buschmann Block was listed in the National
Register in 1988. Other commercial/wholesale structures of comparable age are located in
the Wholesale District and on Massachusetts Avenue.

The commercial structures of the 5t. Joseph Historic Area display a remarkable diversity in
use and range of construction dates. In Indianapolis, the 5t. Joseph neighborhood is highly
unusual. Comparable historic districts that were urban neighborhoods do not retain a
similar degree of integrity. They do not retain the characteristic mixed land use pattern and
representative commercial buildings to the degree seen in the 5t. Joseph Historic Area. The
neighborhood that developed along the opposite side of the War Memorial Plaza, and
which might have been expected to display a development dynamic similar to that of the 5t
Joseph neighborhood, has not survived the transportation development and demolition.
The 5t. Joseph neighborhood is therefore unusual and valuable for its collection of
commercial structures developed as an integral part of a residential neighborhood.

The earliest commercial structures are 926 North Alabama Street, built circa 1865, and the
Buschmann Block of 1870-71. Both were dry goods stores, although the Buschmann Block
was much larger. The Henry Hilker House sheltered a floral business beginning in 1870.
Following the Civil War era, development there was a spate of construction in the 1890s
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and early 1%{'s. Like the first businesses, several of these were geared to neighborhood
services like the cleaners at 604 Fort Wayne Avenue that opened in 1894, the tavern at 941
Fort Wayne Avenue that also opened in 1894, and the commercial row at 11th and North
Alabama Streets that housed a restaurant and a variety of small stores. The structure at 10th
and North Alabama Streets is a very typical commercial block of the early 20th century. It
housed a cleaners and offices, reflecting the neighborhood evolution to a higher percentage
of business use. The Tudor Revival Style Sheffield Inn in the 900 block of North
Pennsylvania Street, is in a scale typical of shopping centers of the 1920s.

Indianapolis has long been known as an insurance center. The 5t. Joseph Historic Area
contains a group of houses associated with men prominent in this historically important
industry: the Bals-Wocher house, associated with John Wocher, president of Franklin
Insurance Co.; the Lorenzo and Mary Moody House at 219 East Tenth Street associated with
Lorenzo Moody, charter member of the Indiana Association of Underwriters; and the
Irving Williams house, 226 East 11th Street associated with Irving Williams, vice president
of "Rough Notes,” the weekly trade journal of the local insurance industry since 1877.

The 5t. Joseph Historic Area contains two other commercial buildings associated with
merchants and manufacturing of significant local economic importance. William
Buschmann operated a grocery and dry goods wholesale and retail business in this building
and also lived above his store until his death in 1893, The Lewis Meier Dry Goods company
operated here and evolved into a clothing manufacturing business. The Buschmann block
earlier discussed under "Architecture”™ is associated with the Buschmann family and
Buschmann's contemporary and fellow German-American, Lewis Meier. Meier was a
pioneer garment manufacturer in Indianapolis in 1883. By 1920, under the leadership of
William Buschmann's son, Charles, the Lewis Meier Co. was one of the largest
manufacturing concerns in the city and one of the largest clothing manufacturers in the
Midwest. Charles V. Buschmann, a founding of Union Manufactures of America and a
founding member of the Indianapolis Athletic Club, was quite well known in both business
and social circles. He is featured in local histories and in the "booster” compilations of
biographical sketches of prominent citizens from the turn of the century to the 1520s,

] N

Several factors contributed to the area’s decline after World War Two. It suffered from
disinvestment and disinterest as did the

rest of the downtown. The need for expanded surface parking lots to serve existing
businesses and the encroaching commercial usage especially along Delaware Street resulted
in continued demolition. The construction of Interstate 65 resulted in clearance for right-
of-way and widening of streets.

The interstate cut off through-streets, introduced a visible barrier and a source of constant
noise. Despite the accelerated decline of the building stock during the 1960s and 1970s,
interest in the area emerged with the general growing interest in the downtown as a
residential area and in historic preservation. Historic Landmarks Foundation of Indiana
took possession of the Pierson-Griffiths House, commonly referred to as the Kemper House.
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Restored by Eli Lilly in the early 1960s, the landmark 1673 house became the regional city
office of the Foundation. The founding of the 5t. Joseph Historic Neighborhood
Association in 1981 helped to define neighborhood identity and neighborhood issues.

The Mational Register listing of numerous apartment buildings, individual houses,
institutional and commercial building defined the area as one of historic value. The claim
as a historic neighborhood district was validated by the listing of the 5t. Joseph
Neighborhood Historic Area in the National Register in 1991

Beginning in the 1850s the area now known as the 5t. Joseph Historic Area started to be
developed. From that time on, the area has experienced a wide diversity of uses and
building types. This area, though compromised by fire, demolition, abandonment and
intrusive structures, represents the change and diversity of an urban neighberhood over
time as expressed in the surviving structures and is of historic and architectural significance
to Indianapolis.
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3 IV. EXISTING CONDITIONS
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Mount Pinfnh (First Lutheran) Church, 701 North Pennsylvania Street, August,
1938, Photograph by Bass Photo Co. Collection, Indiana Historical Society Library.
(Negative #19142). -
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IV. EXISTING LAND USE

The St. Joseph Historic Area is a 14-1/2 square block area that is situated on the northern
border of the Regional Center, The overall form and arrangement of the historic area has been
determined by a mixture of residential, office, commercial, industrial and public land uses.
Historically, the location of the St. Joseph area, at the northern edge of the downtown, has
played a major role in determining the use of land in the area.

Today, the historic area continues to be a diverse collection of land uses and serves as a
transition between the commercial downtown and the predominately residential area to the
north. If you divide the historic area into east and west halves, using Hudson Street (the alley
between Delaware and Alabama Streets) as the dividing line, you can see a different mix of
land use characteristics existing on each side of the line.

The west side of the historic area contains most of the commercial, office, public and large
apartment land uses. Commercial activities consist primarily of restaurants, taverns and retail
businesses. The restaurants and taverns are situated mainly along Pennsylvania Street. Most
of the retall activities are found on Delaware Street. Examples include a paint store, a formal
wear store and a tailor shop. Residences on the western side are mostly apartment buildings
with a concentration along Pennsylvania Street. Public land uses on the western side include
the Salvation Army Detoxification Center at the corner of 5t. Joseph and Pennsylvania Streets,
and the National Guard Armory at 711 North Pennsylvania Street.

Looking at the land use characteristics of the east side of the historic area shows that most of
the vacant land, single and two-family dwellings, rowhouses, and warehouses are situated
there. The largest parcel of vacant land is generally bounded by Alabama Street, Central
Avenue, and 10th and 11th Street. Another sizeable vacant parcel sits on the east side of
Alabama Street between St. Joseph and Sahm Streets. The most dense concentration of single-
family housing in the historic area is in the vicinity of 10th Street and Mew Jersey Street. The
rowhouses for which the area is known, are located in the 900 and 1110 blocks of Alabama
Street. Warehouses are located along the Fort Wayne corridor. Some warehouses combine
retail sales such as the office furniture operation at 230 East 5t. Clair.
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EXISTING ZONING

The St. Joseph historic area contains five different primary zoning districts:

1) Central Business District - 2 (CBD-2)

2) Central Business District - 3 (CBD-3)

3) Community Regional Commercial - 4 (C-4)

4) Special Use - 7 {SU-7) Charitable and Philanthropic Institutions
)] Dwelling District - 8 (D-8)

For complete information about permitted uses and development standards, consult the
applicable zoning ordinance.

REGIONAL CENTER - RC

A secondary zoning district that covers the area bounded on the north, east, and south by the I-
65/1-70 innerloop and on the west by the lllinois Central Railroad tracks.

At the time this Plan was developed all exterior alterations, modification, new construction or
use of land located within the Regional Center is subject to the approval of the Administrator
of the Division of Development Services on behalf of the Metropolitan Development
Commission.

St Joseph Historic Area Plan: Existing Conditions a4
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E B NDITIO

In October of 1990, a walking survey of exterior building conditions, as seen from the street or
sidewalk, was performed by IHPC staff (updated in October 1991). The results show a large
majority of the structures in sound condition. Specifically, of the 137 primary structures
(excluding garages, carrlage houses and storage sheds); 91 (66%) are in sound condition, 22
(16%) have minor deficiencles and 23 (17%) possess major deficiencies and one (1%) is
substandard {see appendix for detailed descriptions of ratings).

St Joseph Historic Area Plan: Existing Conditions F
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EXISTING PARKING

Map research of the historic area shows a steady increase in off-street parking since the middle
1950's. For instance, the 1954 edition of the Sanborn Insurance maps shows approximately 16
parking lots within the boundaries of the historic area. An examination of the 1969 edition of
the Sanborn maps demonstrates a 33% increase to 24 parking lots.

The results of an October 1990 field survey by IHPC staff points to a doubling of the number to
approximately 49 parking lots within the 14-1/2 square blocks of the historic area. With this
apparent abundance of parking, the need for more off-street parking is low. Most of the
parking lots serve either apartment houses or public institutions. The Indianapolis-Maricn
County Central Library possesses one of the largest parking lots in the historic area. It takes up
almost the entire mid-block area between Pennsylvania and Delaware Streets. This parking lot
replaced the eight single or double-family dwellings that once stood there.

The historic area is a popular place for downtown workers to park. On-street parking is easily
available and free.

5t Joseph Historic Area Plan: Existing Conditions &5
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ISTORIC INFRASTRUCTURE

—

Part of the historic character of the 5t. Joseph historic area is contained in its visible historic
infrastructure, which consists mainly of streets, alleys, and curbs. Only one significant section
of brick street remains, 10th Street between Delaware Street and Central Avenue. The only
re‘maining brick sidewalk is located in a stretch of 10th Street bebween Central Avenue and
New Jersey Street. Many brick alleys can be found throughout the district with the longest and
maost intact being Ogden Street (an alley with a street name),

5t Joseph Historic Area Plan: Existing Conditions 20
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MAJOR RENOVATION ACTIVITIES

In addition to protecting historic structures, this plan also serves to promote and encourage
appropriate new development and redevelopment in the historic area. In the 1960s and 1570s
the St. Joseph area lost population and experienced deterioration. A look at Census data shows
the following:

Mumber of
Population Linits
1970 1,676 1,296
1930 1,018 Q42
1990 912 {approx.) 649

The map shows the changes in unit counts for the blocks in the 5t. Joseph Historic Area.

Although the area is characterized by significant deterioration, there has actually been a great
deal of investment and rehabilitation, The 1981 revisions of the federal investment tax credits
for rehabilitating historic structures resulted in a great deal of rehabilitation in the 1980s.
Eleven tax credit rehabilitations have been completed in the 5t. Joseph area. According to the
Indiana State Historic Preservation Office, this represents $11,305,503 in investment. Most of
the tax credit projects have been historic buildings.

In recent years, historic buildings have also been rehabilitated without use of the federal tax
credits. these include the Apollo and Aurora Apartments on 11th Street, a one-story
commercial building at 912 North Delaware, and several private houses,

Further major renovation activity is scheduled for the 5t. Joseph Street Project, Urban Reuse
Area, located on St. Joseph Street. The reuse area was established to restore the area to a
residential neighborhood, enhance the value of the surrounding historic buildings and so
forth. The first phase of the reuse area plan and calls for the rehabilitation of the Stewart
Manufacturing property at 312-320 5t. Joseph Street. Seven condominiums are planned for the
space with indeor parking provided; construction is stated to start early in 1991

St Joseph Historie Area Plan: Existing Conditions a2
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RIC SIGN

Due to the fact that the St Joseph area contains a wide variety of mixed uses, it follows that the
area also contains a wide varlety of sign types including wall signs, projecting signs, pole
mounted signs, signs integrated into the architecture and even remnants of historic signs. A
sign is considered historically significant by this Plan if it is at least fifty years old and retains
significant original integrity and provides an important record of the area's history.

Several of the historic signs are painted on the exterior sidewalls of a building. Because they
have faded or partially worn away they are known as "ghost signs.” Another historic sign
found often in the area is the type that is inscribed or architecturally integrated into the facade
of a building.

A survey of historic signs in the 5t. Joseph area was completed by the IHPC staff. Following is
a list of the remaining historic signs;

HISTORIC SIGN INVENTORY
ADD WALL LOCATION CONTENT
GHOST SIGNS
926 N. Alabama St. South “CIGAR" with a picture of
an owl
North “General Cutdoor Adv. Co”
968-972 Ft. Wayne Ave. South “DRUGGIST"
“(DIRUGGIST"
“(CAIROLINA (CIGAR"
926 M. Pennsylvania East “Roller” (on projecting sign)
947 N. Pennsylvania East “HOTEL"
PAINT-ON-BRICK SIGNS
108 East 9th St. West “KREBAY CONST. CO.”

St Joseph Historic Area Plan: Existing Conditions o4



RATED |

1101 N. Alabama 5t.
825 N. Delaware 5t.
1040 N. Delaware 5t.
1102 N. New Jersey St.
611 N. Pennsylvania 5t.
725 N. Pennsylvania 5t

BO1 N. Pennsylvania 5t.

828 N. Pennsylvania 5t.

West "APOLLO"

West "gas"

East "1040"

East "AURORA"

West "611 THE MCKAY 611

Wesl "BLUE TRIANGLE HALL YWCA"

West & South "B01" in glass transom
"PENNSYLVANIA ST
“ST. CLAIR ST."

West "LODCGE”

902 N. Pennsylvania St./36 E. 9th 5t.  East & South "PLAZA" in transom glass

915-919 N. Pennsylvania 5t. West "PENNSYLVANIA®

PROJECTING SIGNS

725 N. Pennsylvania St.

Waest "RESIDENCE HALL FEDERAL"

St Joseph Historic Area Plan: Existing Conditions



V. PRESERVATION OBJECTIVES

L]
#
-y

b e,

ST, JOSEPH HISTORIC AREA PLAN



“Kimono Parlor” terrace of the YWCA Blue Triangle Residence Hall, 725 North

Pennsylvania Street, August 30, 1926. Photograph by Bass Photo Co. Collection,
Indiana Historical Society Library. (Negative #97794F).
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V. ST.JOSEPH PRESERVATION OBJECTIVES

BUILDING OBIECTIVES

1. To protect and retain the historic character, buildings, and features which define the
area as unique and significant.

2 To encourage the retention of historically and architecturally significant buildings
for reuse.

LAND USE OBIECTIVES

1. Encourage a variety of land uses that are compatible with the existing buildings and
complimentary to the unique architectural and historical characteristics of the 5t.
Joseph Historic Area.

2 Support and encourage the construction of compatible infill housing and thus

strengthen the existing residential core.

3. Coordinate the land use/zoning objectives with those in the soon to be revised
Regional Center Flan, Future Space 2010.
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Seminole Hotel, 920 North Alabama Street, March 24, 1932. Photograph by Bass
Photo Co. Collection, Indiana Historical Society Library. (Negative #223099§).
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VL RECOMMENDATIONS
GENERAL LAND USE RECOMMENDATIONS

The general recommendations are divided into two sections. Mixed-Use Area and
Residential Core (see Land Use Recommendations Map). This reflects the desire to
maintain the mixed-use characteristics of the area’s present land use pattern while also
reinforcing the residential land uses of a core sub-area identified as more residential in
character than the rest of the area.

The designation of a specific site, area or subdistrict on the Land Use Recommendation Map
does not necessarily mean the land is zoned for that activity or function. These land use
recommendations serve only as a guide for the directions that new development and
redevelopment should take. When variance and rezoning cases are considered, the
recommendations from this plan can be used to substantiate the desirability and
appropriateness of a business or residence for a particular site.

Mixed-Use Area

- Encourage a variety of land uses such as multi-family housing, office, retail, service
and commercial establishments.

- Promote multi-family housing that fits into its surroundings, considering such
factors as density, height and scale.

- Strongly discourage heavy industrial operations.

- Strongly discourage the location of automotive related operations such as used car
lots, auto repair and vehicle storage.

- Strongly discourage the location of new facilities for processing, repairing, or
manufacturing by retailers and wholesalers.

- Allow the location of new wholesaling and warehousing firms on Fort Wayne
Avenue.

- Encourage new construction that reestablishes the building line at the street.

- Encourage new businesses, public services and housing to explore the possibility of
using shared parking rather than dedicating any more neighborhood land to surface

parking.
- Allow parking lots only as an accessory to new development.

&t. Joseph Historic Area Plan: Recommendations a8



al Cor -
- Regulate development in order to:

a. Preserve and retain historic buildings.

b Fit housing development into the overall picture of the Regional Center area.

c Encourage an appropriate mix of single, two-family and multi-family housing
at the density and height suggested in the applicable subdistrict
recommendation.

- Allow existing business to continue operations, but discourage expansion.

- Discourage commercial development, unless it is within an historic commercial
building.
- Encourage reasonable variances of parking requirements in the zoning ordinance

when needed to encourage the reuse of vacant or under utilized historic buildings =
and so as not to inadvertently encourage the excessive development of surface
parking lots.
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SUBDISTRICT LAND USE RECOMMENDATIONS

In the previous section, the entire historic area was divided between a mixed use area and a
residential core. General recommendations were made for both.

In this section the property within the mixed use area and the residential core are further
divided into subdistricts. The mixed use area is divided into five subdistricts and the
residential core into two subdistricts. The boundaries are the result of a Lynchian Analysis
completed by the 5t. Joseph Historic Area Flanning Committee and city staff during the
process of developing this plan. A Lynchian Analysis examines an area from a perceptual
viewpoint with special attention paid to:

1 Building style,

2) Density of buildings,

3 The area's character or “feel”,
4 Percelved land use and

5) Level of activity.

Using those elements as a guide, the historic area was divided into seven subdistricts, each
possessing a special character or similarity within its built environment. Below is a
description of each subdistrict and recommendations which focus on the density of
buildings, types of permitted land uses and so forth. All these elements relate to the special
character of a subdistrict.

RESIDENTIAL CORE

Subdistrict A

Description:

There is a strong feeling In the neighborhood that this area needs protection from the
incursion of appropriate commercial development. This section of the neighborhood has
lost approximately 62 units of housing since 1970. However, a real residential character
exists, especially along 10th and 11th Streets where the streets are narrow and there are
small single-family dwellings and rowhouses. Rowhouses are found along Alabama Street
and establishes an historic precedent that could be used in developing new housing in the

area. Most of this subdistrict possesses C-4 Commercial zoning which is inappropriate for
housing development.

Recommendations:

- Encourage the construction of single-family, two-family and rowhouse dwellings.

- Encourage the construction of dwellings similar in height and scale to the existing
dwellings.

5t. Joseph Historic Area Plan: Recommendations 100



- Support the reuse of historlc commercial buildings with commercial operations that
will serve the neighborhood.

- Promote the reuse of the Stewart Manufacturing property at 312-320 5t. Joseph Street
as residential.

- Housing should be low-density at 6-16 dwelling units per acre.

subdistrict B
Description:

Approximately 85 units have been demolished in this subdistrict in the last decade. This
has resulted in a large amount of vacant land which produces an empty and bleak
environment. A maijor portion of the land in this part of the residential core is held by one
owner. Despite all the past demolition, there are several historic structures still standing in
this subdistrict which must be integrated into any redevelopment scheme. This area
possesses commercial zoning, which is inappropriate for residential redevelopment.

Recommendations:

- A flexible approach should be taken when reviewing development proposals for this
area due to the large amount of vacant land.

- The height and scale of new housing should be compatible with that of the existing.

- Townhouses are encouraged as a way to reinforce the historic character of the area
and also achieve a somewhat higher density than subdistrict A.

- The density of housing should be no more that 26 dwelling units per acre. This
would result in buildings from 1 to 3 stories height.

MIXED USE AREA
subdistrict C
Description:

This area truly possesses a "big-city” feel because of the presence of many historic apartment
buildings (some as high as seven stories); a mixture of businesses, public services and
offices; and a high amount of pedestrian and automobile traffic. The present Central
Business District CBD-2 and CBD-3 zoning in this area is appropriate for encouraging the
type of development that will enhance its character.

Recommendations:
- Maintain the "big-city” feel by promoting the location of businesses with a high level

of activity.
St. Joseph Historic Area Plan: Recommendations 1m



. Encourage multi-family housing with height and density similar to that of the
Ambassador and FPlaza Apartments. Such buildings should have a density of at least
50 dwelling units per acre and be no more than seven stories high.

Subdistrict D
Description:

Like subdistrict C, this subdistrict also has an urban streetscape with a "big-city” feel because
it possesses some of the same characteristics. The present of the Indiana World War
Memorial Plaza along Pennsylvania Street enhances the “big-city” feel with its
monumental scale and form. The buildings along Pennsylvania Street form an "urban
wall" for the Indiana World War Memorial Plaza. Unfortunately, that wall effect has been
compromised by past loss of some buildings and their replacement by parking lots. The
zoning for this area, Central Business District-3, is tailored especially for land bordering the
Memorial Plaza. Its goal is to reinforce the solid wall of buildings that creates an edge to the
Memorial Plaza. There are a considerable number of historic properties in this subdistrict.

Recommendations:

- Encourage the development of buildings that will reinforce a solid wall of buildings
fronting the Memorial Plaza.

- Encourage multi-family housing similar in height and density to that of the
Ambassador and Flaza apartments. Such buildings should have density of at least 50
dwelling units per acre and be no more than seven stories high.

- Discourage the location of surface parking in this subdistrict.

- Discourage the location of one-story, free standing bulldings.
Subdistrict E

Description:

This subdistrict runs along Delaware Street and has somewhat of the feel of a suburban
commercial area, especially between 10th and St. Clair Streets. It is characterized by large
parking lots, some building setbacks that are too deep and low 1-2 story commercial
buildings. The present Central Business District CBD-2 and CBD-3 zoning in this area is
appropriate for the type of development desired.

Recommendations:

= Encourage any new development that borders the residential core to be sensitive to
the scale and character of that area.

- Encourage multi-family housing with a density of 27-530 dwelling units per acre,
resulting in 3-7 story buildings.
St. Joseph Historic Area Plan: Recommendations 102



- Discourage the location of typically suburban commercial buildings with their
characteristic expansive parking lots and deep setbacks.

- Limit new commercial development to existing heights of 2-3 stories.

- Encourage new development to place accessory parking at the rear or side of the site
with the generous use of landscape material for screening.

Subdistrict T
Description:

This subdistrict runs along Fort Wayne Avenue, a major entry to the downtown, and is
largely oriented to that thoroughfare. Historically, land uses in this subdistrict have been
almost exclusively commercial. The present commercial C-4 zoning classification for this
subdistrict is usually applied to vacant suburban land and is not suited for an established
downtown neighborhood. The present zoning hinders the redevelopment of this
subdistrict as a mixed-use area. Several of the buildings along Fort Wayne Avenue are
historically significant. One of the most important of these is the Buschmann Block at %62
Fort Wayne Avenue, a building presently endangered because of its condition.

Recommendations:

- Encourage commercial operations that are oriented to serving the neighborhood and
the rest of the Regional Center/Downtown area,

- Encourage multi-family housing with a density of at least 50 dwelling units per acre,
which would result in buildings no more than seven stories high.

- Encourage the rehabilitation of the Buschmann Block as a mixed-use development
containing a combination of residential, commercial or office.

bdistrict
Description:

This subdistrict is characterized by historic apartment buildings and rowhouses, including
the historic area’s only apartment hotel (Renaissance Tower). Despite the existence of large
parking lots on each side of 9th Street, there still exists the feeling of a higher density
residential area. The three vacant houses and one vacant townhouse building at the
southwest corner of 9th and Alabama Streets are critical to the revitalization of this area.
After saving these historic buildings from demolition, Historic Landmarks Foundation of
Indiana is presently seeking a developer for this property. The vacant properties are zoned
Commercial C-4 which may hamper redevelopment efforts. The large parking lot on the
southside of 9th Street is also zoned Commercial C-4. This site is inappropriate for
commercial functions and should be rezoned for residential.
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Recommendations:

- The rehabilitation of the structures at 824 and 826 North Alabama, and 233 and 235
East 9th Street should be sensitive to the remaining historic character. Flexibility is
encouraged when reviewing redevelopment proposals.

- Encourage density of at least 50 dwelling units per acre, resulting in buildings no
more than seven stories high.

St. Joseph Historic Area Plan: Recommendations 104
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ZONING RECOMMENDATIONS

The zoning recommendations shown on Recommended Zoning Map and contained in the
text of the Land Use Recommendations are to be used only as a guide to determine the most
desirable zoning classification for property within the district. Approval of this plan does
not change any zoning in the historic area. Variances and rezonings can only be
accomplished through petitioning the Historic Preservation Commission and the
Metropolitan Development Commission.

For the most part the existing zoning is satisfactory and is recommended to stay the same.
MNevertheless, two major changes in zoning are proposed for the land currently zoned for
Community- Regional Commercial C-4. Specifically, the land that has been proposed as the
residential core in the Land Use Recommendations should be rezoned to D-8 Dwelling
District which is designed to provide for the wide range and mixture of housing types found
in older, inner-city neighborhoods such at 5t. Joseph. D-8 dwelling District corresponds to
the high density residential classification of the Marion County Comprehensive Land Use
Plan. Also, the area outside of the proposed Residential Core and currently zoned
Commercial C-4 Is recommended for rezoning to Central Business District CBD-2. a
classification that allows a wide variety of residential and commercial uses.
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HOUSING RECOMMENDATIONS
Housing Projections

In 1980 the St. Joseph Historic Area contained 12% of Regional Center housing units. In
1990 the area had dropped to 9% of Regional Center units.

Regional Center 5t. Joseph

—Lnits _ —LUnits
1980 7,955 542
1990 7469 649

New housing in the Regional Center has been projected to be somewhere between B,500 and
21,650 units between 1991 and 2010. If the St Joseph area's share remains nine percent of
the new growth, that would be 765-194% new units in the twenty year period.

FPro . Joseph T

THE ST. JOSEFH HISTORIC AREA SHOULD SEE THE DEVELOPMENT OF 765 NEW
HOUSING UNITS IN THE TIME PERIOD 1991-2010.

This goad is based on the above projections. The proposed number of new units is 3% of
the low-end housing demand for the Regional Center. It will increase the number of units
in the area to 1,427 and the populaton to 1,500, This is slightly more than the 1970 figures
and enough population to support limited new retail development in the area.

Proposed Density Recommendations

The process used to develop the following density recommendations was to first develop a
general concept based on existing fabric. 1t was then determined if the goal for housing (765)
new units) can be placed on available sites at the appropriate densities.

The general concept is to develop medium density housing of 6-15 dwelling units per acre
(DUA) in the core of the area surrounded by higher density housing at the edges of the area.
The medium density housing area is focused on Alabama Street, an area which contains
most of the single-family housing and rowhouses. Examples of existing densities are the
row houses at 5t. Joseph and Alabama Streets, which is 26 DUA and the row of houses at
New Jersey and 10th Street, which is 10 DUA.

A high density housing area (12-26 DUA) is proposed for the mostly vacant area generally
bounded by Alabama Street, 11th Street, Central Avenue and 10th Street. Bordering this
area is the Apollo-Aurora Apartments to the north, at 41 DUA, and the single-family
houses on 10th Street to the south, at 10 DUA.

The area that generally centers on Delaware Street is proposed for urban high density (27-50
DUA). This area contains corridor commercial uses and some high density housing. The
Delaware Court Apartments are 47 DUA and the Windham Apartments are 95 DUA.
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Even higher residential density (50+ DUA) is recommended in the Pennsylvania Street and
Fort Wayne Avenue corridors. These areas are also mixtures of commercial buildings and
apartments. Housing in the area includes the Flaza Apartments at 33 DUA, the
Ambassador Apartments, at 102 DUA, the McKay Apartments, at 140 DUA (without
parking), and the Renaissance Tower, at 119 DUA.

Potential new housing sites were also identified. This is basically vacant and under-utilized
land. These areas plus the proposed housing densities are shown on the Recommended
Housing Densities Map. The fellowing analysis was done to determine how much new
housing development these sites are likely to yield at the proposed densities.

615 DUA Area

3.64 available acres.

If new development is at the same density as the single-family houses on 10th Street,
at 10 DUA, this area will provide space for 36 new housing units.

16-26 DUA Area
2.1 available acres.

If new development is carried out at 20 DUA (compromise between 41 DUA on the
north and 10 DUA on the south), this area will yield 42 new housing units.

27-50 DUA Area
3.26 available acres.

If new development is similar to the Delaware Court Apartments, at 47 DUA, this
area will yield 153 new housing units.

20+ DUA Area
4.65 available across.
If new development is similar to Renaissance Tower, at 119 DUA, this area will yield
554 new housing units.

The total number of new housing units shown in the examples above is 785 units.
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R HE.

The existence of some through-traffic in St. Joseph area is expected due to its urban location
and character. Furthermore, a reasonable level of through-traffic over the long term may
serve to benefit the neighborhood by increasing its visibility in the larger community.
Therefore, this plan's recommendations regarding the entire street grid in 5t. Joseph are
meant to reinforce the neighborhood’s revitalization efforts and historic character while
recognizing that the regional transportation system needs to be considered. Furthermore,
these recommendations are meant to alleviate the perceived transportation threat,
especially along 10th Street, that may be negatively impacting the potential for
neighborhood revitalization in the St. Joseph Area.

General Recommendations

L. No improvements that require additional right-of-way or alter the historic character
of the 5t. Joseph Historic Area should be made without first investigating alternate
improvements that might impact less historically sensitive streets, inside or outside
the area.

v 5 If alternative improvements cannot be identified, no improvements should be made
that would require additional right-of-way er alter the historic character of the 5t.
Joseph Historic Area without first evaluating the impact.

10th Stre mmendation

1. The 10th Street brick road surface should be improved in order to allow it to
function at an appropriate level of service consistent with the Criteria for Street
Improvements below.

2 Any improvements to 10th Street should recognize that it is the area's most

historically sensitive street.

3 Any improvements to 10th Street should be planned within the existing right-of-
way. If it is found that additional right-of-way is needed to accomplish the
improvement, it should be the minimum needed to construct the improvement
without negatively affecting historic buildings or historic character.
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Criteria for Street Improvements

Whenever any improvements to any part of the 5t. Joseph Area street-system are
considered, the following criteria should be addressed:

1. The objective to preserve historic buildings and to preserve them at their original
sites.

L The importance of maintaining the integrity of any surviving historic street surfaces
(such as the bricked 10th Street, certain brick alleys and remaining stone curbs) and
the integrity of the historic street pattern.

3 The need to reinforce the residential core as defined in this plan.
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PUBLIC INFRASTRUCTURE RECOMMENDATIONS

STREETS AND CURBS

During the planning process, the history of the street system was researched. The 1915-1954,
the 1941 and the 1956 - 1969 editions of the Sanborn Insurance maps were examined and it
was shown that the street system is unchanged except for the relocation of 10th Street,
between Pennsylvania and Delaware Streets, one-half block south. This relocation took
place in 1988. The layout is a typical grid-system with the exception of Fort Wayne Avenue,
a diagonal. This system provides adequate automobile transport within the neighborhood
and to other parts of the City. Of all the streets in the neighborhood, only one three-block
section of 10th Street (between Delaware Street and Central Avenue) remains brick, a true
rarity in the city. The bricks show a great deal of wear and numerous asphalt and concrete
patches can be seen. The surface is not at all smooth and causes the street to not function as
it was designed.

Historic stone curbs, both granite and limestone, are also a significant part of the historic
street system. Most of the remaining stone curbs, which are most prevalent on
Pennsylvania and Delaware Streets, are in fair to good condition (see Historic Infrastructure
Map). Their survival is in part a testament to their durability.

Eecommendations:

- Preserve the location of all streets.

- Maintain existing brick street surfaces and stone curbs.

- Use replacement bricks and stone curbing for repair.

- Encourage the stockpiling of bricks and stone curbs when removed from other
locations so that they will be available for street repairs in the 5t. Joseph and other
historic areas.

ALLEYS

Retention of alleys as a component of the historic grid system is important. The alleys have
long provided convenient access and have shaped the physical character of the St. Joseph
neighborhood. Although approval of the IHPC is not required for an alley to be vacated (no
lenger a public right-of-way), that action in historic areas is strongly discouraged. Any
physical changes to an alley do need IHPC approval.

Approximately five blocks of brick-paved alleys still exist. Their condition varies from poor
to good. Odgen Street, a named alley, is in the best condition of all.
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Eecommendations:

- Maintain alley access for businesses and residences that possess loading facilities and
garages with an entrance off the alley.

- Preserve alley access for easier pedestrian movement,

- Retain the alley system to promote smaller developments more in scale with
historical development patterns.

- Discourage the permanent closing of alleys.

- If an alley is vacated, encourage new uses that are sympathetic to the original
character and function of the alley.

SIDEWALKS

Most of the existing sidewalks are made of concrete. Only one significant length of brick
sidewalk remains in the historic area. It runs along the south side of 10th Street, bordering
the Buschmann Block and is in fair to good condition. This is the only place in the historic
area where there is a complete intact historic streetscape with brick street, sidewalk and
stone curbing,.

Recommendations:

- Maintain the current sidewalk system especially the one remaining section of brick-
surfaced walk.

- Repair or replace existing concrete walks that are in poor condition when
rehabilitation or redevelopment takes place.

- Finish new concrete walks with hand-tooled joints and a one-directional broom
sweep.

STREET LIGHTS
There are no historic public street lamp fixtures in the neighborhood. The fixtures that do
exist are typical city models used throughout the city. They stand primarily along

Pennsylvania and Delaware Streets and Fort Wayne Avenue. The side streets have very
few lights.

Recommendations:

. Encourage the installation of new street light fixtures with a dark finish rather than
the standard brushed aluminum.

- Encourage a level and color of light that is compatible with its surroundings.

- Discourage overly bright and harsh lighting, especially in the residential core.
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STREET TREES

This section addresses only trees planted in the public right-of-way. Street trees are the most
evident along the side streets that have single-family residences such as 10th and 11th
Streets and St. Joseph Street. additionally, many street trees stand along Pennsylvania
Street, especially in the 600, 700, and 900 blocks. In an effort to increase the amount of
landscape material in the historic area, in 1991 the neighborhood organization planted trees
along St. Joseph Street, next to the parking lot at 947 N. Pennsylvania Street.
Recommendations:

- Avoid street trees that interfere with traffic or inhibit pedestrian movement.

- Plant street trees in pits with metal tree grates that are flush with the pavement
when in sidewalks. Grates should be a minimum of 18.5 square feet in area.

- Avoid tree species which branch out less than seven feet above the pavement.

- Consult the list of recommended street trees in the Appendix before starting a tree
planting project. Also, the Department of Parks can supply a list of a recommended
trees.

- Obtain a permit from the Department of Parks and Recreation and an encroachment
permit from the Department of Transportation in advance of planting trees in the
public right-of-way.

STREET FURNITURE

This section addresses only street furniture placed in the public right-of-way. Street
furniture includes such items as benches, but shelters, trash receptacles, fountains and
bollards. At this moment, there is 2 minimal amount of street furniture in the historic
area.

Eecommendations:

- Locate street furniture outside the patch of pedestrians.

- Place street furniture close to places where pedestrians gather such as intersections
and building entrances.

- Choose street furniture that possesses a simple design and is compatible in color and
material to its surroundings.
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VII. ARCHITECTURAL & DESIGN STANDARDS

ST. JOSEPH HISTORIC AREA PLAN



Graylynn Hotel, 1051 North Pennsylvania [demolished]. Top: April 28, 1924,
(Negative #86425F); Bottom: August 22, 1961. (Negative #306819). Photographs by
Bass Photo Co. Collection, Indiana Historical Soclety Library.
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IDELINES FOR RENOV HISTORIC B

INTRODUCTION

Buildings identified on the Building Significance Map as gontributing can be assumed to
have historic significance. Work done to such buildings should be within the framework of
these guidelines. Work done to a building identified as potentially contributing should also
follow these guidelines if the building is found to have some historic significance.

These guidelines are intended to help individual property owners choose an appropriate
approach to issues which arise when working on historic buildings. Before approaching the
issues, it is helpful to have first chosen an overall approach to the entire project. These
generally fall into one of the following categories:

Siabilization: A process involving methods which reestablish a deteriorated
property's structural stability and weather tightness while sustaining its existing
form.

Preservation: A process involving methods which maintain a property in its
present state,

Eehabilitation: A process involving repairs and alterations to a property which
adapt it to a contemporary use while preserving its historic fabric and character.

Restoration: A process which accurately recovers the appearance of a property at a
particular period of time by removing later additions and/or replacing missing
features.

Renovation: A generic term used to define all work which is meant to make new
again,

The approach chosen will depend on factors such as the budget, the eventual use of the
building, and the owners personal objective. The guidelines are meant to indicate a range
of alternative approaches which may differ depending on the overall approach chosen but
which are, nevertheless, compatible with the character of the 5t. Joseph area. Design
standards and guidelines are not meant to restrict creativity but are meant to suggest
appropriate approaches and to guard against unsympathetic actions.

A quote from The Secretary of the Interior's Standards for Rehabilitation and Guidelines for
Rehabilitating Historic Buildings (U.5. Department of the Interior, Washington, D.C. 1977)
summarizes the importance of appropriate rehabilitation and bears repeating.
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"Across the Nation, citizens are discovering that older buildings and neighborhoods
are important ingredients of a town's or a city's special identity and character. They
are finding that tangible and satisfying links to the past are provided by structures,
shopping streets, and residential and industrial areas in their cities and towns that
have survived from earlier periods. Often, however, these important buildings and
neighborhoods have suffered years of neglect or they seem outdated for the needs of
modern living. But with thoughtful rehabilitation, many can be successfully
revitalized. In rehabilitating older resources to contemporary standards and codes,
however, it is important that the architectural qualities that have distinguished
them in the past are not irretrievably discarded and lost to the future.”

NOTE: BEFORE RECEIVING ANY PERMITS OR UNDERTAKING ANY WORK TO OR
ON THE EXTERIOR OF A BUILDING, AND THAT CONSTITUTES CONSTRUCTION,
RECONSTRUCTION, ALTERATION, DEMOLITION, OR OTHERWISE IS5 INCLUDED IN
THESE STANDARDS, A CERTIFICATE OF APPROPRIATENESS OR AUTHORIZATION
FROM THE INDIANATPOLIS HISTORIC PRESERVATION COMMISSION MUST BE
OBTAINED.
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WHNINGS A AN

RECOMMENDED

1 On houses, awnings should be traditional in style, usually canvas over metal frame,
and proportioned to fit the window properly.

) Colors should reinforce the colors on the building or storefront.

3. On storefronts, awnings should reflect the openings and proportion of the storefront.
Canvas or vinyl materials should be used for covering a metal frame.

4, Awnings are good locations for storefront signage (see sign guidelines).

NOT RECOMMENDED

1. Covering important architectural features.

2 Aluminum, fixed metal or similar awnings that detract from the visual quality of a
building.

3. Back-lit awnings.

4. Awning shapes that detract from the proportions and architectural style of the
building.
5 In commercial areas, awnings that are obtrusive in the streetscape.
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DOORS
RECOMMENDED

Original doors should be repaired and retained, or if beyond repair, replicated.

L If an original door is lost, its replacement may be an old or new deor compatible with
the building style. New doors should be wood (unless the original door was of a
different material and should match the original in size, shape and proportion. On
commercial buildings, doors with aluminum frames with one large glass panel may
be recommended.

3. Transom windows and door trim should be retained or reinstalled if there is
evidence of their original existence.

4. Wood storm and screen doors are preferred. Aluminum or other metal may be
considered if finished in a coler to match the door or trim, if fitted properly to the
door opening with no spacers, if designed to not obscure the primary door design,
and there are no decorative details or simulated muntins.

5. Hardware on a new door should be simple, unobtrusive and compatible with the
building's style-

6. If the original hardware is missing from an historic door, replacement hardware
should be compatible historic hardware, or unobtrusive and compatible new
hardware.

7. Original garage doors which are significant to the character of a garage should be
repaired and retained. If beyond repair, they should serve as a model for the design
of replacement doors.

B. Replacement garage doors which are compatible with the garage design.

NOT RECOMMENDED

1 Eliminating original or adding new door openings, especially on significant facades.
Any new openings should be distinguishable from the original openings.

2 Sliding glass doors.

Discarding original door hardware. If possible, it should be repaired and retained.

4. Altering the size of garage door openings or changing single doors to double doors
unless there is a documented access problem.

5. Residential style doors on commercial buildings.

6. Door styles that evoke an era pre-dating the building.
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RECOMMENDED

On houses, awnings should be traditional in style, usually canvas over metal frame,
and proportioned to fit the window properly.

2 Colors should reinforce the colors on the building or storefront,

A Omn storefronts, awnings should reflect the openings and proportion of the storefront.
Canvas or vinyl materials should be used for covering a metal frame.

4 Awnings are good locations for storefront signage (see sign guidelines).

NOT RECOMMENDED

1. Covering important architectural features.

2 Aluminum, fixed metal or similar awnings that detract from the visual quality of a
building.

3. Back-lit awnings.

4 Awning shapes that detract from the proportions and architectural style of the
building.

5.

In commercial areas, awnings that are obtrusive in the streetscape.
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DOORS
RECOMMENDED

1

2

B.

Original doors should be repaired and retained, or if beyond repair, replicated.

If an original door is lost, its replacement may be an old or new door compatible with
the building style. New doors should be wood (unless the original door was of a
different material and should match the original in size, shape and proportion. On
commercial buildings, doors with aluminum frames with one large glass panel may
be recommended.

Transom windows and door trim should be retained or reinstalled if there is
evidence of their original existence.

Wood storm and screen doors are preferred. Aluminum or other metal may be
considered if finished in a color to match the door or trim, if fitted properly to the
door opening with no spacers, if designed to not obscure the primary door design,
and there are no decorative details or simulated muntins.

Hardware on a new door should be simple, unobtrusive and compatible with the
building's style.

If the original hardware is missing from an historic door, replacement hardware
should be compatible historic hardware, or unobtrusive and compatible new
hardware.

Original garage doors which are significant to the character of a garage should be
repaired and retained. If beyond repair, they should serve as a model for the design
of replacement doors.

Replacement garage doors which are compatible with the garage design,

NOT RECOMMENDED

1.

B,

6.

Eliminating original or adding new door openings, especially on significant facades.
Any new openings should be distinguishable from the original openings.

Sliding glass doors.
Discarding original door hardware. If possible, it should be repaired and retained.

Altering the size of garage door openings or changing single doors to double doors
unless there is a documented access problem.

Residential style doors on commercial buildings.

Door styles that evoke an era pre-dating the building.

5t Joseph Historic Area Plan: Architectural & Design Standards 121



HANDICAPPED ACCESS

It is recognized that there is a need to accommodate the accessibility needs of people with
physical disabilities. In doing so, there will occasionally need to be alterations or additions
that would otherwise not be considered appropriate (ie. ramps, special handrails, extra
openings, etc.). To appropriately design such elements, the following guidelines should be
followed:

RECOMMENDED
1. The new element or alteration should have as little visual impact on the historic
character of a building as possible.

2 Any change should be made in such a way that its effect is reversible.
NOT RECOMMENDED
1. Covering significant architectural details or damaging historic material.

NOTE: The American National Standard ANSI A 117.1 clearly defines the specifications for
making a building safe and usable for physically handicapped persons.
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MASONRY
RECOMMENDED

Damage to masonry s usually caused by movement or water infiltration. Causes
should be identified and stopped before undertaking repairs.

If mortar is missing or loose, the joints should be cleaned out and repointed using a
mortar mix which clesely matches the composition, joint profile and color of the
original. A high-lime content mortar should be used on soft historic bricks. No
more than 20% of the lime should be substituted by white portland cement for
workability.

Careful removal of mortar from the joints so as not to damage the brick edges.

Whenever partial or total foundation replacement is required, the new foundation
walls should be faced in materials which match the original in appearance. Reuse of
the original material on the face of the foundation is preferable.

Whenever replacement brick or stone is needed, use salvaged or new material
which closely matches the original in size, color and texture.

Whenever masonry has been painted, it is usually advisable to repaint after
removing all loose paint. Old paint which is firmly fixed to the masonry will
usually serve as an adequate surface for repainting. Methods which attempt to
remove all evidence of old paint can damage the masonry (softer masonry is more
prone to damage).

Any cleaning should be dome with the gentlest method possible and should be
stopped at the first evidence of damage to masonry. Test patches should be used to
assess the effect of any proposed cleaning method.

NOT RECOMMENDED

Replacing bricks, unless excessively spalled or cracked. Consider reversing a brick to
expose its good surface before replacing it with a new brick.

Using what is commonly called "antique” brick. These consists of a mixture of
bricks, in a wide range of different colors and types. Bricks on historic buildings were
usually uniform in color.

Covering-over or replacing masonry simply to eliminate evidence of past cracks,
repairs, and alterations.
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4. The cleaning of dirt, grime and weathering from masonry surfaces is usually not
necessary unless it is causing damage or is unsightly. In any case, the goal should not
be to make the masonry look new. Old masonry neither can nor should regain its

original appearance.

5. Power grinders. The mechanical equipment is cumbersome and even the most
skilled worker will tire or slip and cause irreversible damage.

6. Sandblasting, high pressure water blasting (over 600 psi), grinding, and harsh
chemicals.

7 Waterproof and water repellent coatings. They are generally not needed and can
potentially cause serious damage to the masonry. Also aveid covering masonry
with tar or cement coatings.
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PAINT COLORS

RECOMMENDED

1. Remove all loose paint and clean the surface before repainting. It is not necessary to
remove all old paint as long as it is firmly fixed to the surface.

2 Paint colors are essentially a personal choice. They are reversible, have no
permanent effect and have usually changed many times throughout the history of a
building. There are two general approaches which are appropriate for selecting a
color scheme.

a) Identify through research the original colors and repaint with matching colors.
Previous paint colors can be found by scraping through paint layers with a knife,
analyzing the paint in the laboratory, or finding hidden areas which were never
repainted.

b} Repaint with colors commonly in use at the time the building was built.

3. Consider using different shades of the same color when variation in color is desired
but there is a danger of the color scheme becoming too busy.
: JENDED
1. Monochromatic (single color) color schemes on buildings which eriginally had

vibrant, multiple and contrasting colors.

2 Highly polychromatic (multi-color) color schemes on buildings which were
originally painted with restraint and simplicity.

3 Painting any previously unpainted masonry surfaces.

FEESENT
COLOR

ORIGINAL

FAINT CHIF ANALYSIS
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PORCHES

RECOMMENDED

Repair and retain original porches.

If rebuilding is necessary due to structural instability, reuse as much of the original
decorative details as possible.

Assess the significance of a mon-original porch before considering removing or
altering it. A porch added to a building at a later date should not be removed simply
because it is not original. It may have its own architectural or historic importance
and is evidence of the evolution of the building.

Original porch floors should be repaired or replaced to match the original.

If a porch is missing, a new porch should be based on as much evidence as possible
about the original porch design, shape, and details. check the following sources for
evidence:

al old photographs

bl historic Sanborm maps

el paint lines defining porch roof outlines

d} paint lines defining porch post design

e remnants of the porch foundation

f) similar houses in the neighborhood (helpful but not always dependable)
g oral descriptions from previous owners

Where little or no evidence of the original porch remains, a new porch should
reflect the typical porch form of the era while being identifiable as a recent addition
not original to the building.

NOT RECOMMENDED

1.

2,

Alterations to historic porches, especially on primary facades.
Replacing original stone steps.
Replacing original wood floors with concrete.

Placing new porches in locations which never had porches, especially on significant
elevations,
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LEM

RECOMMENDED

10.

Original slate or tile roofs should be repaired rather than replaced. If replacement is
necessary, new or imitation slate or tile is preferred. Consider retention of good
material for installation on roof slopes visible to the street. If replacement with slate
or tile is not economically possible, use asphalt or fiberglass shingles in a pattern or
color similar to the original roof material.

Preferred colors for asphalt or fiberglass roofs are medium to dark shades of grey and
brown. Solid red and green roofs are appropriate on some early 20th century
buildings.

A flat roof which is not visible from the ground may be repaired or reroofed with
any appropriate material, provided it remaing obscured from view.

Adding a slope to a problem flat roof if it is not visible form the ground or does not
affect the character of the building.
A drip edge, if used, that is painted to match the surrounding wood.

Gutters and downspout should match the building body and/or trim color.

Repairs and retention of built-in gutters or reconstruction of the gutters in a similar
configuration using alternative materials.

Where exposed rafter ends were original, roof mounted or half-round hung gutters
are preferred. Consider channeling water run off on the ground rather than
installing gutters when one originally existed.

Flat surfaced skylights with frames which match the roof color may be considered if
they are inconspicuous and do not alter the building's basic character.

Originally chimneys which contribute to the roof character should be repaired and
retained. If no longer in use, they should be capped rather than removed.

NOT RECOMMENDED

1.

2

3

4.

Alterations to the roof slope and shape unless past inappropriate alterations are
being reversed.
White, light, or multi-colored shingles and rolled rocfing.

The addition of dormers on roof areas which are significant to the character of the
building.

Covering exposed rafter ends with a gutterboard and never cut or alter decorative
rafter ends to accept a new gutterboard.
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5 Skylights on prominent roof slopes which affect the building character. Bubble style
skylights break the roof plane and should be avoided unless they cannot be seen
from any street.

6. Flacing mechanical equipment such as roof vents, new metal chimneys, solar panels,

TV antenna, satellite dishes, air conditioning units, etc. where they can be seen from
the street or affect the character of the building.
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SAFETY

EECOMMENDED
1, Security devices that will not detract from the character of the building and

surrounding area. Examples include locks, alarm systems, and lights.

2 If necessary on residential buildings, security deors should; a) have as few bars as
possible, b) be simple in design with no decorative details, ¢} fit the door opening
exactly, without alteration to the door frame, and d) painted to match the door it

protects.

3 If a physical barrier is necessary on commercial buildings, consider interior rolling
grills that can be pulled down when needed.

4. Fixed bars on the Inside of basement windows because of their minimal impact to
the character of a building,

NOT RECOMMENDED

1. Closing up window or door openings.

2. Replacing basement windows with glass block.

3. Permanently fixed bars on the exterior of windows.

4. Replacing original doors with metal doors.
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SIDEWALLS (COMMERCIAL BUTLDINGS)

RECOMMENDED

1. Eestoration of omate or finished sidewalls in the same manner as front facades.

2 New windows may be considered in former party walls. Flacement, size and style
should be compatible without replicating original epenings.

NOT RECOMMENDED

L Using sidewalls for advertising or billboards.

2 Making old partywalls appear as an originally finished, major facade.
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SIOREFRONTS

RECOMMENDED
1. Maintain the original proportions, dimensions and elements when restering,

renovating or reconstructing a storefront:

a) Retain or restore the glass transom panels, kickplates and entrances at their
original locations and proportions.

b) Restore detail to the original, if evidence exists. Use simplified detail if original
evidence does not exist.

Z If covered, consider uncovering the original lintel, support wall or piers to re-
establish the storefront frame.

3. If original storefront is gone and no evidence exists, construct a new storefront that
incorporates traditional storefront elements.

NOT RECOMMENDED

1. Using elements typically found in commercial shopping strips that do not relate to
the historic elements in the area.

2 Setting new storefronts back from the sidewalk and disrupting the visual order of
the block.

3 Creating new storefront that replicate non-documented “historic” facades or evoke
styles that pre-date the bullding or that evoke other places.

4 Introducing mechanical equipment, e.g. air conditioners, in storefronts.
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ND A

RECOMMENDED

1. Repair and preserve the original cornice, trim and decorative elements, even if worn
or damaged. Replace with a replication only if damaged beyond repair or if the
material is unsound.

2 Missing decorative details may be added when there is evidence that they existed.
Evidence can be found from old photographs, remnants left on the building, paint
lines where parts were removed, nail holes, old notches and cut outs in siding and
trim. Observation of details on similar historic buildings can assist but is not always
conclusive,

3 New materials should accomplish the same characteristics as the originals.

NOT RECOMMENDED

1. Fabricating a history that does not exist by using ornamentation that is foreign to a
building or has no evidence of having existed.

ra Removing decorative elements simply because they are not original to the building.
They may have significance of their own or are evidence of the evolution of the
building.

3. Adding decorative details to parts of a building which never had such details. For
example, window and dooer trim was sometimes different and more simple on one
side, both sides or the rear of a building.

4 Covering up original details.
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WINDOWS

RECOMMENDED

1.

Windows on an historic building are important elements defining its architectural
character and historic significance. Their original materials and features should be
respected and retained. Replacement should only be done if necessary and if similar
to the original.

Window replacement should be considered only when one of the following
conditions exists and can be documented:

a) The existing windows are not original and are not significant.

bl The condition of existing windows is so deteriorated that repair is not
economically feasible.

Rather than replacing windows to attain energy efficiency, existing windows should
be repaired and retrofitted using caulk, weatherstripping, modern mechanical parts,
and storm windows. Some windows can be slightly altered to accept insulated glass.

Storm windows should fit window openings exactly, without the use of spacers.
They should be painted, anodized, clad or otherwise coated in a color to match the
existing windows or trim. They should be compatible with the window pattern (no
simulated muntins or decorative details), should not obscure window trim and may
be made of wood, aluminum, or other metals or vinyl. Consider interior storm
windows.

Original window trim should be preserved and retained. Only badly deteriorated
sections should be replaced to match original. Decorative window caps or other
details should be added only if there is evidence that they existed originally.

Window shutters (also known as blinds) may be installed if there is evidence that
they once existed on a building, and then, only on those windows which has
shutters. For evidence, look for old photographs, remaining hinges and hinge
mortises.

NOT RECOMMENDED

1.

Replacement windows not similar to the original in size, dimensions, shape, design,
pattern, and materials. Examples, metal and vinyl cladding, snap-in muntins, and
tinted glass are not considered similar to original wood windows.

Creating new window openings or eliminating original window openings. This
should be considered only when necessary and should be avoided on significant,
highly visible elevations.
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WOOD SIDING

RECOMMENDED
1. Unrestored wood siding may look beyond repair but is usually in better condition

than it looks. The preferred approach to wood siding is as follows:

al Retain all of the sound original woed siding.

b Repair and retain split boards by nailing and/or gluing with waterproof glue.

c Leave concave or convex boards as they are unless there is a problem. If
necessary, repair by carefully inserting flat screws in predrilled holes and
gradually tighten.

d} Putty nail holes.

el Rotten sections should be cut out using a saw, chisel or knife. The new piece
to be inserted must match the original in size, profile, and dimensions. It

may be a new wood board or a salvaged board.

f) Missing boards should be replaced with new or salvaged wood boards to
match the original.

g Siding should be primed and painted after being scraped of all loose paint and
washed.

Replacement of original siding is generally justified only by documented problems
with the material's structural condition. Aesthetic reasons generally do not justify
replacement. As a rule, the following are conditions which generally do justity
replacement:

al badly rotten wood

bl boards with a splits (especially multiple splits) which cannot reasonably be
repaired

c) burned wood

d) missing wood

NOT RECOMMENDED

1.

Removing the original siding. It provides important physical, evidence of a
building's history and adds immeasurable to a building’s historic character. Even if
replaced with new matching wood siding, the irregularities which record the
building’s evolution through time and give it its character are lost. In short, the
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historic significance of a building where the original siding is removed is
diminished.

As a rule, the following reasons generally do not justify replacement:
a) To remove paint
b To avoid repairs
) To hide past or planned alterations
dl To increase energy efficiency
e To restore the "criginal” appearance (to look "new").
2 If it is covered with insul-brick or other material, do not assume the original siding
will need total replacement. Assess the situation only after total removal of the

covering material. Assessment based on partial removal may lead to the wrong
conclusion.

3 If replacement if siding is justified (partial or total) avoid using any material other
than real wood with dimensions, profile, size and finish to match the original.
Hardboard, plywood, aluminum, vinyl or other synthetic or unnaturally composed
materials do not look, feel, wear or age like the original and should be avoided.

4 It is neither necessary nor in many cases desirable to remove all old paint from
wood. Methods to accomplish total removal of paint can be damaging to the siding
and should be pursued with great care. The use of high pressure water blasting (over
600 psi), sandblasting, retary sanding or a blow torch should be aveolded.
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GUIDELINES FOR RENOVATING NON-CONTRIBUTING BUILDINGS

Buildings identified on the Building Significance Map as pon-contributing can be assumed
to have little, if any, historic significance. Work done to such buildings should follow the
guidelines in this section. Work that is proposed to a building identified as non-
contributing is viewed somewhat differently than work done to a contributing building.
the effect that a building alteration has on surrounding historic bulldings and on the
character of the area is the primary factor rather than the effect on the subject building itself.
This different perspective results in a much greater latitude for change in non-contributing
buildings than in contributing buildings.

RECOMMENDED
1. Consider the following issues when planning major alterations to non-contributing
buildings;

a) Does the building have good design features that should be kept, enhanced, or
can otherwise contribute to the new design?

<) What are the prevalent materials, colors, heights, architectural features, elc.
in the surrcunding area?

c) What is the context of the bullding, ie. historic buildings, non-historic
buildings. vacant land?

d) Does. the non-historic building have an aesthetic effect on any historic
buildings?

2 Renovations, alterations and rehabilitation should use quality materials and
craftsmanship.

3. New architectural elements added to a non-historic building should be of a simple
design compatible with the building and not visually intrusive within the district.

N MMENDED

1. Materials, patterns and colors that directly conflict with surrounding historic
buildings and the general character of its surroundings.

2 Altering a non-historic building to reflect an earlier time or another place.

3. Adding historic-looking features to a non-historic building to make the building
lock historic or of an earlier time period.
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NEW CONSTRUCTION QUIDRELINES

The purpese of these guidelines is to present concepts, alternatives, and approaches which
will produce design solutions that recognize the characteristics of the 5t. Joseph area and
bring harmony between new and existing buildings. the guidelines are not meant to restrict
creativity, but to set up a framework within which sympathetic design will occur. It should
be noted that within an appropriate framework there can be many different design
solutions which may be appropriate. While guidelines can create an acceptable framework
they cannot insure any particular result. Consequently people may hold a wide range of
opinions about the resultant designs since those designs are largely a factor of the designer's
ability.

New construction should reflect the design trends and concepts of the period in which it Is
created. New structures should be in harmony with the old and at the same time be
distinguishable from the old so the evolution of the St. Joseph historic area nelghborhood
can be interpreted properly.
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W N ELINES: X

Guidelines serve as aids in designing new construction which reacts sensitively to the
existing context in a manner generally believed to be appropriate. Therefore, the most
important first step in designing new construction in any historic district is to determine
just what the context is to which the designer is expected to be sensitive.

Every site will possess a unique context. This will be comprised of the buildings
immediately adjacent, the nearby area (often the surrounding block), a unique subarea
within the district, and the district as a whole.

Generally, new construction will occur on sites which fall into the following categories. For
each one described below, there is an indication of the context to which new construction
must be primarily related.

1. DEVELOPED SITE. This is usually a site upon which there already exists an historic
primary structure. New construction usually involves an addition to the buildings
or the construction of an accessory building such as a garage.

Context. New construction must use the existing historic building as its most
important, perhaps only, context.

2, ISOLATED LOT. This is usually a single vacant lot (sometimes two very small lots
combined) which exists in a highly developed area with very few if any other vacant
lots in view.

Context. The existing buildings immediately adjacent and in the same block,
and the facing block provide a very strong context to which any new construction
must primarily relate.

3. LARGE SITE. This is usually a combination of several vacant lots, often the result of
previous demaolition.

Context. Since this type of site was usually created as a result of relatively
extensive demolition, its surrounding context has been weakened by its very
existence. However, context is still of primary concern. In such case, a somewhat
larger area than the immediate environment must also be looked to for context,
especially if other vacant land exists in the immediate area.

4 EXPANSIVE SITE. This site may consist of a half block or more of vacant land or the
site may be a smaller one surrounded by many other vacant sites. Often there is
much vacant land surrounding the site.

Context. The context of adjacent buildings is often very weak or non-existent.
In this case, the surrounding area provides the primary context to the extent that it
exists. Beyond that, the entire historic area is the available context for determining
character. This type of site often offers the greatest design flexibility. Where the
strength of the context varies at different points around a site, new design should be
responsive to the varying degrees of contextual influence.
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NEW PRIMARY STRUCTURES

The first step to take in designing new construction is to define the context within which it
will exist. Once the context is understood, the following guidelines are meant to assist in
finding a compatible design response. Setbacks, orientation, spacing, heights, outline, and
mass are elements which generally relate to a bullding's fit within its surrounding street
Style, fenestration, foundation, entry, and materials are elements which
generally describe the architectural compatibility of a new building to its existing neighbors.
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MATERIALS: The visual, structural, and performance characteristics of the materials
visible on a building exterior.

RECOMMENDED

L. Textures, patterns and dimensions of building materials should be compatible with
those found on historic buildings in the area.

2 Matural materials, although modern materials may be considered provided they
appear and perform like natural materials.

NOT RECOMMENDED

5 The application of salvaged brick, old clapboard siding, barnsiding or any other
recycled materials on the exterior of new construction. The use of new compatible
material is preferable.

2, Brick as the primary material on a building when its use will result in a significant

alteration of the traditional relationship of brick to wood buildings in 2n area. New
construction should reflect this historic distribution of building material.
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SETBACEK: The distance a building is set back from a street.

RECOMMENDED

1. A new building's setback should relate to the setback pattern established by the
existing bloeck context rather than the setbacks of building footprints which no longer
exist. If the development standards for the particular zoning district do not allow
appropriate setbacks, a variance may be needed.

2 If setbacks are varied, new construction can be located within a setback which falls
within an "envelope” formed by the greatest and least setback distances.

3. If setbacks are uniform, new construction must conform.
4., (Cn corner sites, the sethacks from both streets must reflect the context.
2 New commercial construction should reestablish the historic "building wall”

whenever one historically existed.
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ORIENTATION: The direction which a building faces.

RECOMMENDED
1. New buildings criented toward the street.

TR MMENDED

1. New bulldings at angles to the street which are not characteristic within the building
or neighborhood context.

2 Buildings or building groupings which turn away from the street and give the
appearance that the street facade is not the front facade.
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SPACING:  The distance between contiguous buildings along a bleckface.

RECOMMENDED
1. New construction that reflects and reinforces the spacing found in its block. New
construction should maintain the percelved regularity or lack of regularity of spacing
on the block.
NDED
1. The creation of large open spaces where non existed historically. Such spacing is
uncharacteristic and establishes holes in the traditional pattern and rhythm of the
street.
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BUILDING HEIGHTS: The actual height of buildings and their various components as
measured from the ground.

NOTE: In areas governed by this plan, heights should be determined using these
guidelines rather than those noted in the zoning ordinance,

EECOMMENDED

1. Generally, the height of a new bullding should fall within a range set by the highest
and lowest contiguous buildings if the block has uniform heights.
Uncharacteristically high or low buildings should not be considered when
determining the appropriate range. If the pattern of the block is characterized by a
variety of heights, then the height of new construction can vary from the lowest to
highest on the block.

2 Cornice heights can be as important as overall building heights and where there is
uniformity, should conform with contiguous buildings in a similar manner.

X New construction at the end of a block should take into account building heights on
adjacent blocks.

4 If the area immediately contiguous to new construction does not offer adequate
context to establish an appropriate new building height, the larger historic area
context should be assessed.

5. Porch height can have an impact on the height relationships between buildings and

should align with contiguous porch feundation and roof heights in a similar
manner to bullding heights.

6. Foundation and floor line heights should be consistent with contiguous properties.

NOT RECOMMENDED

1. Any building height that appears either diminutive or overscale in relation to its
context.
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QUTLINE:  The silhouette of a building as seen from the street.

RECOMMENDED

1. The basic outline of a new building should reflect building cutlines typical of the
area.

Z The outline of new construction should reflect the directional orientations

characteristic of the existing buildings in it context.

IOT R
1 Roof shapes which create uncharacteristic shapes, slopes and patterns.
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MASS: The three dimensional outline of a building.

RECOMMENDED
1. The total mass of a new building should be compatible with surrounding buildings.

2 The massing of the various parts of a new building should be characteristic of
surrounding buildings.

3. If the context suggests a building with a large mass but the desire is for a smaller
space, consider more than one unit as a means to increase the size of the building.

4. A larger than typical mass might be appropriate if it is broken into elements which
are visually compatible with the mass of the surrounding buildings.

NOTR MENDED

1. Near total coverage of a site unless doing so is compatible with the surrounding
context.
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STYLE AND DESIGH: The creative and aesthetic expression of the designer.

RECOMMENDED
1. No specific styles are recommended. Creativity and original design are encouraged.

A wide range of styles is theoretically possible and may include designs which vary
in complexity from simple to decorated.

Surrounding buildings should be studied for their characteristic design elements.
The relationship of those elements to the character of the area should then be
assessed. Significant elements define compatibility. Look for characteristic ways in
which buildings are roofed, entered, divided into stories and set on foundations.
Look for character-defining elements such as chimneys, dormers, gables,
overhanging eaves, and porches.

NOT RECOMMENIED

The imitation of historic styles. A district is historic because of actual historic
buildings, not because it has been made to "locok™ historic. New construction will
eventually be seen as part of the district's history and will need to be read as a
product of its own time.

The adoption of, or borrowing from styles, motifs or details of a peried earlier than
that of the historic district or which are more typical of other areas or citles.
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FENESTRATION: The arrangement, proportioning, and design of windows, doors and
openings.

END

1. Creative expression with fenestration is not precluded provided the result does not
conflict with or draw attention from surrounding historic buildings.

2 Windows and doors should be arranged on the building so as not to conflict with the
basic fenestration pattern in the area.

3. The basic proportions of glass to solid which is found on surrounding buildings
should be reflected in new construction.

TR NDED

1 Window openings which conflict with the proportions and directionality of those
typically found on surrounding historic bulldings.

2, Window sash configurations which conflict with those on surrounding buildings.
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FOUNDATION: The support base upon which a building sits.

RECOMMENDED

1. New construction should reflect the prevailing sense of foundation height on
contiguous buildings.

NOT RECOMMENDED:

1. High, raised entrances if surrounding buildings are raised only two or three steps off
the ground.

2 Designs which appear to hug the ground if surrounding buildings are raised on high
foundations.
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ENTRY: The actual and visually perceived approach and entrance to a building.

RECOMMENDED

L Entrances ‘may characteristically be formal or friendly, recessed or flush, grand or
commonplace, narrow or wide. New buildings should reflect a similar sense of
entry to that which is expressed by surrounding historic bulldings.

NOT RECOMMENDED

1. Entrances which are hidden, obscured, ambiguous, or missing.

5 Designing approaches to buildings which are uncharacteristic within the area.
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NEW ADDITIONS & ACCESSORY BUILDINGS

When designing a new addition to an historic building or a new accessory building such as
a garage or storage building, the context to which the designer must relate is usually very
narrowly defined by the existing buildings on the site. For the most part, the guidelines
pertaining to new construction of primary structures (see previous section) are applicable to
additions and accessory buildings as long as it is remembered that there is always a closer
and more direct relationship with an existing building in this case. The following
guidelines are specific to additions and accessory buildings and are particularly important
when undertaking such a project.

RECOMMENDED

Accessory buildings should be located behind the existing historic building unless
there is an historic precedent other wise. Generally, accessory buildings should be of
a secondary nature and garages should be oriented to alleys.

Additions should be located at the rear, away from the front facade.

The scale, height, size, and mass should relate to the existing building and not over
power it. The mass and form of the original building should be discernible, even
after an addition has been constructed.

Additlons and accessory buildings should be discernible as a product of their own
time.

NOT RECOMMENDED

Obscuring significant architectural detailing with new additions.
Altering the roof line of an historic building in a manner which affects its character.

Additions which lock as though they were a part of the original house, Additions
should be differentiated from the original buildings.

Additions near the front facade and at the side.
Imitating historic styles and details although they may be adapted and reflected.

Blocking the light of adjacent buildings.
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SITE DEVELOPMENT AND LANDSCAPE GUIDELINES

EECOMMENDED
L Maintain the original topographic character of a site as perceived from the street.

L Office-street parking located at the rear of the properties, oriented toward alleys, and
screened if appropriate.

3. Farking lot dimensions, including the size of spaces, traffic pattern, and turning
radius are to conform with the latest edition of Architectural Graphic Standards or
other accepted city standards so that all spaces are usable and accessible.

4 Privacy fences, if desired, that enclose only the rear yard.

5 Front yard fences, if desired, that are open in style and relatively low (usually not in
excess of 427). Picket, wrought-iron, or other crnamental fence may be appropriate,
depending on the use of the property.

6. Trees that frame and accent buildings.

TR MENDED

1 Significant changes in site topography by excessive grading or addition of slopes and
berms.

2 Rear privacy fences which begin any closer to the street than a point midway
between the front and rear facades of the primary structure.

3. Privacy fences which are over six (6) feet high.

4 Inappropriate fence types such as chain link, basket weave, shadow box, split rail,
stockade and louvered.

o Suburban massing of landscape materials and excessive foundation planting.

B Decorative yard embellishments which are characteristic of an earlier era or a
different place.
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CUIDELINES FOR MOVING BUILDINGS

Historic buildings existing in the 5t. Joseph Historic Area should not moved to other
locations in the district. The moving of an historic structure should only be done as a last
resort to save a building or possibly considered in the case where its move is necessary to
accomplish development so critical to the neighborhood's revitalization that altering the
historic context is justified. Moving a building strips it of a major source of its historic
significance; its location and relationship to other buildings in the district. The existence of
relocated buildings, especially in significant numbers, confuses the history of the district.
The following guidelines are meant to assist in determining the appropriateness of moving
a building.

RECOMMENDED

1.

The building to be moved should be in danger of demolition at its present location
or its present context so altered s to have lost significance.

r The building to be moved should be compatible with the architecture surrounding
its new site relative to style, scale, materials, mass and proportions.

3, The siting of a building on a new site should be similar to its previous site.

4. After a building is moved, covenants should be to the deed detailing the type of
work necessary for minimum proper restoration.

B A plaque describing the date of the move and the original lecation should be placed
in a visible location on the building,

NOT RECOMMENDED

L. Moving a building from outside the district if its loss will have a negative effect on
its original neighborhood.

Z Moving buildings within the district. The existing location and relationship of

buildings is a part of the neighborhood’s history and gives us knowledge of historic
lifestyles, development patterns, attitudes and neighborhood character.
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SIGN GUIDELINES
RECOMMENDED

1.

The location of signs on commercial buildings should conform with the traditional
placement of signs on such buildings. On historic buildings the appropriate place is
often on lintel strips above the store front.

2. The size, scale, color, shape, and graphics of commercial signe should be compatible
with the bullding and the surrounding area.

3. Lighting should be subtle and be compatible with the historic character of the district.

4. Signs which identify home occupations should be:
a) identification only (not advertising)
b no greater than one square foot of surface area
c) designed to be read at the entrance rather than from the street
d} discreetly mounted against the building

5. Lettering styles should be legible, message should be simple, and fabrication should
be done with quality materials and craftsmanship.

6. A majority of the sign face should contain the business name and image.

7. Any temporary or incidental sign that is allowed by the sign Regulations of Marion
County should adhere to the following guidelines:
a) Architectural features on the building should not be obscured, and
bl attachment to historic material should be done in such a way that any change

is reversible.

8. Awning and canopy signs should be affixed flat or flush to the surface and scaled so
as to not dominate the awning or canopy.

9, Historlc signs inventoried in this plan should be retained and restored.

10.  Window signs are signs that are affixed to or located on the interior side of a
window, in such a manner that the purpose is to convey the message to the outside.
These signs should be handpainted or silkscreened to the glass. Size and scale of the
sign should relate to the window opening size. Allow at least eighty percent (B0%)
visibility through the window.

11.  Signs should comply with all applicable ordinances and regulations.

NOT RECOMMENDED

1. Internally lighted signs and awnings.
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Freestanding ground-mounted or pole signs, especially in residential areas.
EXCEPTION: A free standing ground-mounted or pele sign may be considered
appropriate when used to identify an historic resource that is open to the public.
Such signs should be pedestrian-oriented and simple in design.

3 Billboards or other off-premises advertising signs.

4 Signs identifying a home occupation, historic information, or neighborhood
association membership should not:

a) be individually lighted
b be freestanding
o constitute advertising

5. Signs which conceal architectural details,

b. Signs which have negative impact on residential buildings.

A Listing of products and services (not to exceed 10% of sign face and not detract from
primary business identification).

8. Box signs that are constructed as independent box-like structures.

9. Flashing or animated signs.

10. Foof signs.

11. A projecting sign, unless it is pedestrian oriented and its location, size, style, method
of attachment, material and lighting is compatible with the building to which it is
attached as well as its surrounding context.

APFEQFEIATE S LOCATIONS AND TYPES INAPPROPRIATE SIGH LOCATIONS AND TYFZS
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PARKING LOT GUIDELINES

RECOMMENDED

|

10.

Hard surfaces including asphalt, concrete, brick, paver blocks.
Surface lots edged with concrete, stone, or brick curbing.

Orderly and efficient layout of parking spaces to minimize congestion and
overcrowding, including pavement markings with durable paint indicating parking
spaces and flow of traffic.

Use of existing alleys for access whenever possible.

Physical and visual barriers between parking areas and a public sidewalk, street, alley,
and /or residential area. These may include but are not limited to a masonry or sclid
urban wall with a minimum height of 3' 6", landscaping and fencing or some
combination of the above.

Lighting fixtures designed to be compatible with the context in which they are placed.
Lights installed in lots adjacent to residential properties should be low and shielded
to reduce glare.

Electrical lines to light fixtures automatic gates and attendant booths should be
buried below grade.

Parking lot drainage and access curb cuts that meet standards established by DOT and
DPW.

A minimum of one deciduous shade tree planted on the interior of the lot for every
ten {10) parking spaces for any parking lot with twenty or more parking spaces.

Minimum sizes and spacing for required landscaping as follows:

A Deciduous shade trees - two and one-half (2-1/2) inch caliper at six (6] inches
above ground, with one (1) tree planted every forth(40) feet on center.

B. Deciduous ornamental trees - one and one-half (1-1/2) inch caliper at six {6)
inches above the ground, with one (1) tree planted every twenty-five (25) feet
On Center.

A

Multi-stemmed trees - eight (B) feet in height.

D. Densely twigged deciduous or evergreen shrubs - thirty-six (36) inches in
height.

St Joseph Historic Area Plan: Architectural & Design Standards 160



11. A ten-foot buffer with 100% of the linear distance screened between a parking area, a
primary street, residential uses, and sidewalks, using trees meeting minimum size
requirements and spacing, and one or a combination of the following:

A Architectural Screen - a wall or fence that is simple in design and blends with
the historic character of the district of one of the following:

a) a solid wall with a minimum height of 42", or

b open wall or fence up to 72" (with a minimum height of 42") if sight
barrier is less than 60% and is used in combination with a plant
material screen.

B. Plant Material Screen - a compact hedge of evergreen or densely twigged
deciduous shrubs with a minimum ultimate height of thirty-six (36) inches.

NOTE: The remaining ground area shall be planted and maintained in grass or
other suitable ground cover.

12 Replacement during the next planting season of any plantings that are required in a
Certificate of Appropriateness and that have died or have been removed.

NOT RECOMMENDED

1. Railroad ties, landscape timbers or similar elements used as edging for surface
parking lots.

Z New curb cuts whenever existing curb cuts or alley access is available.

3. Excessive widths for new driveways.

4 Residential or suburban fencing styles, including chain link.
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Cox-Stewart House, 1000 North Delaware Street [demolished). Wilbur Peat
Collection, Indiana Historical Sodety Library.
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VIII. DEMOLITION GUIDELINES
INTRODLUCTION

This section explains the type of work considered in this plan to be demolition as well as the
criteria to be used when reviewing applications for Certificates of Appropriateness that
include demolition. Before receiving any permits or undertaking any work that constitutes
demolition, a Certificate of Appropriateness or Authorization from the Indianapolis
Historic Preservation Commission must be issued.

MOL M
For the purpose of this plan, demolition shall be defined as the razing, wrecking or removal

by any means of the entire or partial exterior of a structure. The following examples are
meant to help define demolition and are not all-inclusive:

1) The razing, wrecking or removal of a total structure.

2) The razing, wrecking or removal of apart of a structure, resulting in a reduction in
its mass, height or volume.

3h The razing, wrecking or removal of an enclosed or open addition.

Some work that may otherwise be considered demolition may be considered rehabilitation,
if done in conjunction with an IHPC Certificate of appropriateness for rehabilitation.
Examples include:

1) The removal or destruction of exterior siding and face material, exterior surface trim,
and portions of exterior walls.

2) The removal or destruction of those elements which provide enclosure at openings
in any exterior wall (e.g., window units, doors, panels).

3 The removal or destruction of architectural, decorative or structural features and

elements which are attached to the exterior of a structure (e.g., parapets, cornices,
brackets, chimneysh

Examples of work pot included in demolition:

1 Any work on the interior of a structure.

2Y*  The removal of exterior utility and mechanical equipment.

3 The removal, when not 5tru::h:|.ralt:|.r integrated with the main structure, of awnings,
gutters, downspouts, light fixtures, open fire escapes and other attachments.

4y  The removal of signs.

5)*  The removal of paint.

§)* The removal of site improvement features such as fencing. sidewalks, streets,
driveways, curbs, alleys, landscaping, and asphalt.

7 The replacement of clear glass with no historic markings.

NOTE: Items 2, 3, 4, 5 and 6 may be considered rehabilitation and require a Certificate of

Appropriateness under other guidelines in this plan.

St Joseph Historic Area Plan: Demolition Guidelines 162



CRITERIA FOR DEMOLITION

The IHPC shall approve a Certificate of Appropriateness or Authorization for demolition as
defined in this chapter only if it finds one or more of the following:

1) The structure poses an immediate and substantial threat to the public safety.

2) The historic or architectural significance of the structure or part thereof is such that,
in the Commission's opinion, it does not contribute to the historic character of the
structure and the district, or the context thereof.

3) The demolition is necessary to allow new development which, in the Commission's
opinion, is of greater significance to the preservation of the district then is retention
of the structure, or portion thereof, for which demolition Is sought, and for

4) The structure or property cannot be put to any reasonable economically beneficial
use for which it is or may be reasonable adapted without approval of demolition.

The THPC may ask interested individuals or organizations for assistance in seeking an
alternative to demolition.

When considering a proposal for demolition, the IHPC shall consider the following criteria
for demolition as guidelines for determining appropriate action:

Conditi

Demolition of an historic building may be justified by condition, but only when the damage
or deterioration to the structural system is so extensive that the building presents an
immediate and substantial threat to the safety of the public. In certain instances demolition
of selective parts of the building may be authorized after proper evaluation by the
Indiamapeclis Historic Preservation Commission.

pignificance

The Commission has the responsibility of determining the significance of a structure and
whether it contributes to the district. It shall consider the architectural and historical
significance of the structure individually, in relation to the street, and as a part of the district
as a whole. These same considerations will be given to parts of the building. The
Commission will also consider how the loss of a building, or a portion thereof, will affect
the character of the district, the neighboring buildings, and in the case of partial demolition,
the building itself. Buildings that are noted in the plan as non-contributing or potentially

contributing shall be researched to confirm that there is no obscured architectural or
historical significance.

In making its determination of significance, the Commission shall consider the following:

1) Architectural and historical information included in this plan.

2} Information contained in the district's National Register nomination.

3 Information contained in any other professionally conducted historic surveys
pertaining to this district.

4) The opinion of its professional staff.
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5) Evidence presented by the applicant.
&) Evidence presented by recognized experts in architectural history.

Replacement

Demolition of a structure may be justified when, in the opinion of the Commission, the
proposed new development with which it will be replaced is of greater significance to the
preservation of the district than retention of the existing structure. This will only be the
case when the structure to be demolished is not of material significance, the loss of the
structure will have minimal effect on the historic character of the district, and the new
development will be compatible, appropriate and beneficial to the district.

To afford the Commission the ability to consider demolition on the basis of replacement
development, the applicant shall submit the following information as required by the
Commission or its staff:

1 Elevations and floor plans.

2} A scaled streetscape drawing showing the new development in its context (usually
including at least two building on either side).

3) A site plan showing the new development and structure(s) to be demolished.

4) A written description of the new development.

5) A time schedule for construction and evidence that the new construction will occur.

&) Any other information which would assist the Commission in determining the
appropriateness of the new development and its value relative to the existing
structure(s). '

Lconomics

If requested by the applicant, the Commission shall consider whether the structure or
property can be put to any reasonable economically beneficial use for which it is or may be
adapted including (for income producing property) whether the applicant can obtain a
reasonable economic return from the existing property without the demolition. the owner
has the responsibility of presenting clear and convincing evidence to the Commission. The
Commission may prepare its own evaluation of the property's value, feasibility for
preservation, or other factors pertinent to the case.

To afford the Commission the ability to consider the economic factors of demolition, the

applicant shall submit the following information when required by the Commission:

1) Estimate of the cost of the propesed demolition and an estimate of any additional
costs that would be incurred to comply with recommendations of the Commission
for changes necessary for the issue of a Certificate of Appropriateness.

2) A report from a licensed engineer or architect with experience in rehabilitation as to
the structural soundness of the structure and its suitability for rehabilitation.
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3)

4}

5)

&)

8)

9)

10

11}

12)

Estimated market value of the property both in its current condition, and after
completion of the proposed demolition to be presented through an appraisal by a
qualified professional appraiser.

An estimate from an architect, developer, real estate consultant, appraiser, or other
real estate professional experienced in rehabilitation as to the economic feasibility of
rehabilitation or reuse of the existing structure.

For property acquired within twelve years of the date an application for a Certificate
of Appropriateness is filed: amount paid for the property, the date of acquisition, and
the party from whom acquired,including a description of the relationship, if any,
between the owner of record or applicant and the person from whom the property
was acquired, and any terms of financing between the seller and buyer.

If the property is income-producing, the annual gross income from the property for
the previous two years; and depreciation deduction and annual cash flow before and
after debt service, if any, during the same peried.

Remaining balance on any mortgage or other financing secured by the property and
annual debt service, if any, for the previous two years.

All appraisals obtained within the previous two years by the owner or applicant in
connection with the purchase, financing or ownership of the property.

Any listing of the property for sale or rent, price asked and offers received, if any,
within the previous two years.

Copy of the most recent real estate tax bill.

Form of ownership or operation of the property, whether sole proprietorship, for-
profit or non-for-profit corporation, limited partnership, joint venture, or other
method.

Any other information which would assist the Commission in making a
determination as to whether the property does yield or may yield a reasonable return
to the owners, e.g. proforma financial analysis.
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- 5t Claire Theatre, 800-806 Ft. Wayne Avenue, November 27, 1929. Photograph by
Bass Photo Co. Collection, Indiana Historical Society Library. (Negative #214274F).
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APPENDIX
i ndition i

The survey of building conditions conducted for this plan used the following
categories as guides for an exterior rating. This is not meant to e an architectural
assessment, but a general visual estimate of relative building conditions in the
neighborhood.

SOUND

- Satisfactory or needs "handy man” operations.

. A primary structure that is adequate for its use or could be made so with a few
relatively simple maintenance activities—such as paint with little preparation
or patching.

MINOR DETERIORATION

. Some lack of maintenance resulting in deterioration of the building.

- A primary structure that appears structurally stable, yet required maintenance
involving more considerable time, effort and materials--such as paint with
extensive preparation, doors or windows in a dilapidated condition, gutters in
need of replacement or repair.

MAJOR DETERIORATION

- Hazardous neglect of the structure.

- A primary structure that requires structural correction and/or replacement of
surface materials. Examples are: settling or crumbling foundations; leaning
walls or chimneys; sagging of roof; extensive rotting of wood; loose masonry;
doors or windows missing; minor fire damage.

SUBSTANDARD

. Beyond repair.

- A primary structure not fit for use due to structural deterioration, (e.g.
section of wall or roof missing, extensive fire damage, more than one major
structural deterioration factor).
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RECOMMENDED STREET TREES
Department of Metropolitan Development

Division of Planning, 1990

Typical: 2 1/2" caliper, 30" on center

Botanical Name Common Name t Varieti
Acer platanoides MNorway Maple *Emerald Queen
Cleveland
Summershade
Superform
Acer rubru Red Maple *Armstrong
Red Sunset
Celtis laevigata Sugar Hackberry
Celtis occidentalis Common Hackberry Prairie Pride
Cercidiphyllum japonica Katsura-tree
Corylus colurna Turkish Filbert
Eucommia ulmoides Hardy Rubber-tree
Fraxinum americana White Ash Autumn Applause
Autumn Purple
Champaign
Country
Rosehill
New port
Fraxinum pennsylvanica Green Ash Summit
Ginkgo biloba {male only) Ginkgo *Sentry
Ostrya virginiana *American Hophormbeam
Pyruss calleryana Callery Pear *Aristocrat
*Chanticleer
Fauriei
Cleveland Select
Redspire
Quercus rubra Red Dak
Auercus shumardii Shumard Oak
Sophora japonica Japanese Pagoda Tree Regent
Tilia cordata Littleleaf Linden Chancillor
Greenspire
Redmond
Ulmus parvifolia Lacebark Elm
Zelkova serrata Japanese Aelkova Village Green

*Narrow Spread

St Joseph Historic Area Flan: Appendix

167



PLANNING METHODS
At the first public neighborhood meeting held to discuss Phase Il of the 5t. Joseph
Historic Area Plan the staff conducted a group exercise to determine and prioritize
neighborhood issues. The twenty people in attendance divided into four groups.
Each group listed those issues that were of greatest concern in the neighborhood.
Once complete, the large group reconvened and prioritized the issues.
The issues with the highest level of concern include (in descending order):

1 - Status of 10th Street

2 - Redevelopment of empty lots

3 - Status of National Register Nomination

4 - Property Maintenance
Demolition of Structures
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Below is the list of neighborhood issues with the ranking of high, medium or low
level of concern indicated.

HIGH MEDIUM LOW

Status of 10th St. 20 -

Security of abandoned buildings - reuse 13 b 1
Redevelopment of empty lots-family housing focus 19 1 -
Infrastructure improvements 12 7 1
Parking-on street and other 9 10 1
Alabama Street Liguor store and surroundings 9 4 7
Change street names back to original names 3 6 10
10th Street restoration 10 8 1
Rezonings B 9 1
Additional commercial development w/residential 5 ] 5
New development with parking requirements 7 B 3
Enforcement of development standards 11 6 2
Incentives for development 13 5 1
Occupied deteriorated structures 12 5 2
Crime 8 8 4
Lack of Daycare . 3 16
Recycling program 2 5 12
Maintain diversity-Land use 10 ) 2
Property maintenance 15 3 1
Plant more trees 9 8 1
Establish a neighborhood park 3 5 10
Density of housing 8 4 4
Hopusing for various income levels 4 B &
MNational Register Status of neighborhood 17 3 -
Demaolition of structures 15 4 -
Commercial property maintenance 9 g -
11th Street housing 13 4 -
Funding for repair/restoration costs 10 B 1
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GENERAL INFORMATION
Based on Indiana Code 36-7-11.1 of April 1990

. COMMISSION: Refers to the Historic Preservation Commission appointed
under IC 36-7-11.1-3.

II. HISTORIC AREA: An area, within the county, declared by resolution of the
Commission to be of historic or architectural significance and designated an
"Historic Area” by the Historic Preservation Plan. This area may be of any
territorial size or configuration, as delineated by the plan, without a
maximum or minimum size limitation, and mav consist of a single historic
property, landmark, structure, or site, or any combination of them, including
any adjacent properties necessarily a part of the Historic Area because of their
effect on and relationship to the historic value and character of the area.

. HISTORIC AREA PLAN: A preservation plan prepared by the Commission
for areas within Marion County declared to be local historic areas. Once the

Commission has made a declaratory resolution of the historic or architectural
significance of any area, structure, or site designated in it, the proposed plan is
presented to the Metropolitan Development Commission for public hearing
and adoption as part of the comprehensive plan of the country.

IV. CERTIFICATE OF APPROPRIATENESS: Once a plan is adopted, a person

may not construct any exterior architectural structure or feature, or reconstruct,
alter, or demolish any exterior or designated interior structure or feature in the area,
until the person has filed with the staff of the Commission an application for a
Certificate of Appropriateness, plans, specifications, and other materials prescribed,
and a Certificate of Appropriateness has been issued. However, this does not:

A. Prevent the ordinary maintenance or repair of any exterior or
designated interior architectural structure or feature that does not
involve a change in design, color, or outward appearance of it.

B. Prevent any structural change certified by the Department of
Metropolitan Development as immediately required for the public
safety because of hazardous conditions.

C Require a Certificate of Appropriateness for work that is exempted by
the historic preservation plan.
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VL

VIIL.

EMPT FEROM TE OF APPEOPR
historic preservation plan may provide that certain categories of work
accomplished in the Historic Area are exempt from the requirement that a
Certificate of Appropriateness be issued. Various historic preservation plans
may exempt different categories of work.

ERTIFI RIZATION: The Certificate of Authorization is

granted to allow an applicant to proceed with inappropriate work in those
cases in which undertaking the appropriate work would result in substantial
hardship or deprive the owner of all reasonable use and benefit of the
property or where its effect would be insubstantial.

DEFINITIONS:

ELEVATION: a drawing showing the elements of a building as seen in a
vertical plane.

FOOTPRIMNT: the outline of a building on the land.

NEW CONSTRUCTION: any work undertaken on a new building or feature.
An addition to an historic structure is considered new construction.

PLAN: a drawing illustrating the elements of a building as seen in a
horizontal plane.

REHABILITATION: any work undertaken on an existing building, regardless
of the age of the building.

TREETSCAPE: a view or picture of the street setting depicting the proposed
or existing building in relationship to other buildings on the street.
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